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E X E C U T I V E  P R O G R A M  S Y N O P S I S  

BACKGROUND 

NASA is c u r r e n t l y  engaged i n  a f l i g h t  t e s t  program t o  
explore t h e  p o t e n t i a l  of D i g i t a l  Fly-By- Wire F l i g h t  Control  
Systems. The NASA F l i g h t  Research Center has r e s p o n s i b i l i t y  f o r  
t h e  program and is  supported by t h e  NASA Langley Research Center  
i n  t h e  a r e a  of f l i g h t  c o n t r o l  software and hardware f u n c t i o n a l  
design. 

The Phase I por t ion  of t h e  program demonstrated fly-by-wire 
f l i g h t  using a F-8C a i r c r a f t  modified by replac ing  t h e  mechanical 
f l i g h t  c o n t r o l  system wi th  a completely fly-by-wire system which 
u t i l i z e d  an Apollo computer and i n e r t i a l  measurement u n i t ,  to-  
ge the r  with s p e c i a l l y  designed a c t u a t o r s  and i n t e r f a c e  e l e c t r o n i c s .  

The performance of t h e  d i g i t a l  fly-by-wire (DFBW) system 
i n  Phase I, although adequate f o r  an i n i t i a l  i n v e s t i g a t i o n ,  was 
l i m i t e d  by t h e  b a s i c  c h a r a c t e r i s t i c s  of t h e  Apollo equipment, 
p a r t i c u l a r l y  i n  regard t o  output  g r a n u l a r i t y .  The o r i g i n a l  
Phase I I a  program plan c a l l e d  f o r  improving t h e  s e n s o r / d i g i t a l  
e l e c t r o n i c s  by replac ing  t h e  Apollo equipment with dual  s t a t e -  
of- the-ar t  f l i g h t  c o n t r o l  sensors ,  and by using dual  IBM AP-101 
d i g i t a l  computers. The analog backup c o n t r o l  system was t o  be 
r e t a ined .  

I n  Phase I I b ,  it was intended t o  convert  the  sensors  and 
t h e  d i g i t a l  e l e c t r o n i c s  t o  a completely f a i l - o p e r a t i o n a l  config- 
u ra t ion  with high mission r e l i a b i l i t y ,  and remove t h e  analog 
backup. The c u r r e n t  study was intended t o  provide s u i t a b l e  
conceptual designs f o r  t h e  Phase I I b  f a i l - o p e r a t i o n a l  DFBW 
sys t e m .  

Soon a f t e r  t h e  i n i t i a t i o n  of t h e  s tudy e f f o r t s !  NASA 
reor ien ted  t h e  F-8C DFBW program. F i r s t  it was e s t a b l i s h e d  t h a t  
t h e  Phase I I b  DFBW system should be configured t o  support  devel- 
opment of t h e  Space S h u t t l e  f l i g h t  c o n t r o l  system a s  much as 
p r a c t i c a b l e ,  then a f u r t h e r  dec i s ion  was made t o  combine Phase 
I I a  and Phase I I b  i n  t h e  i n t e r e s t s  of economy and schedule.  
F ina l ly ,  it was decided t o  r e t a i n  t h e  analog backup system i n  
the i n t e r e s t  of maximizing f l i g h t  s a f e t y -  



PURPOSE AND SCOPE OF STUDY 

The purpose of t h e  s u b j e c t  s tudy was t o  perform a prelim- 
ina ry  design s tudy which would def ine  DFBW systems s u i t a b l e  
f o r  t h e  l a s t  phase of t h e  F-8C DFBW program, Fur the r ,  pa r t i cu -  
l a r  a t t e n t i o n  was t o  be given t o  improving t h e  secondary actua- 
t o r s  used i n  t h e  Phase I program, The r e s u l t s  of t h i s  s tudy 
w e r e  o r i g i n a l l y  intended t o  be used as a  b a s i s  f o r  preparing 
procurement s p e c i f i c a t i o n s ,  which would de f ine  t h e  modifica- 
t i o n s ,  o r  new equipment, necessary t o  convert  t h e  dual  f a i l - s a f e  
Phase I I a  system i n t o  a  f a i l - o p e r a t i o n a l  Phase I I b  system, 

Because of t h e  r e o r i e n t a t i o n  of t h e  program, study r e s u l t s  
a r e  less d e t a i l e d  than o r i g i n a l l y  envis ioned,  b u t  i n s t e a d  cover 
design concepts f o r  s e v e r a l  systems which would be app l i cab le  
nq t  only t o  t h e  s p e c i f i c  F-8C program b u t  t o  t h e  development of 
FBW systems f o r  t r a n s p o r t  a i r c r a f t  i n  genera l .  

,In t h e  s tudy,  a s  r eo r i en ted ,  s e v e r a l  conf igura t ions ,  e i t h e r  
s p e c i f i c a l l y  t a i l o r e d  t o  t h e  F-8C program o r  app l i cab le  t o  
t r a n s p o r t  use,  w e r e  compared i n  a  t radeoff  matr ix  with regard  
t o  mission r e l i a b i l i t y ,  a p p l i c a b i l i t y  t o  t h e  S h u t t l e  f l i g h t  
c o n t r o l  system development, and o t h e r  f e a t u r e s .  The configura- 
t i o n s  considered were p r imar i ly  those which could be based on 
equipment planned f o r  Phase IIa and m e e t  t h e  space and power 
l i m i t a t i o n s  of t h e  F-8C a i rp lane .  However, f o r  t h e  sake of 
g e n e r a l i t y ,  some conf igura t ions  exceeding t h e  a i r p l a n e  l i m i t s  
were included. 

The secondary a c t u a t o r  performance improvement, because of 
t h e  emphasis placed on it, w a s  t r e a t e d  somewhat s e p a r a t e l y  from 
t h e  s tudy of t h e  sensor/computer combination, b u t  i n  a  way t h a t  
makes t h e  a c t u a t o r  recommendations s u i t a b l e  f o r  a l l  configura- 
t i o n s  s tud ied ,  

METHODS OF APPROACH 

! . -  , Wherever poss ib le ,  app l i cab le  information from o t h e r  r e c e n t  
o r  c u r r e n t  work w a s  used i n  o r d e r  t o  maximize t h e  e f f o r t  on t h e  
problem a t  hand. V i s i t s  w e r e  made t o  a l l  agencies  concerned 
with t h e  development of f l i g h t  c o n t r o l s  f o r  both t h e  NASA F-8C 
a i r p l a n e  and t h e  Space S h u t t l e .  Data from var ious  o t h e r  NASA- 
funded s t u d i e s  and in-house work were used, p a r t i c u l a r l y  i n  
regard t o  a c t u a t o r  performance, both measured and requi red .  
Analy t ica l  techniques employed f o r  r e l i a b i l i t y  p red ic t ion  a r e  



those cur ren t ly  being used i n  t he  design of advanced d i g i t a l  
redundant f l i g h t  con t ro l  systems. 

CONFIGURATIONS STUDIED 

A very s impl i f i ed  ana lys i s  was made of a  number of poss ib le  
configurat ions;  from t h i s  survey four  ba s i c  configurat ions - 
two t r i p l e  and two quadruple, each with and without a  d a t a  bus, 
were s e l ec t ed  f o r  the  more d e t a i l e d  t radeoff  comparison. ' 
Simplif ied block diagrams of these  a r e  shown i n  Figure I. 

RESULTS AND CONCLUSIONS 

I n  addi t ion  t o  the  ba s i c  t radeoff  comparison of configura- 
t i ons ,  t h e  r epo r t  contains t h e  r e s u l t s  of l imi ted  s t ud i e s  of 
s p e c i f i c  t echn ica l  aspects  such a s  ac tua to r  hys t e r e s i s ,  e f f e c t  
of self-check on f a i l u r e  p robab i l i t y ,  and t h e  app l ica t ion  of 
da ta  buses t o  redundant systems. I n  t h i s  synopsis,  however, f o r  
b rev i ty  the  r e s u l t s  a r e  l im i t ed  t o  the  t radeoff  matrix and t h e  
major conclusions which can be drawn from the  t radeoff  p lus  t h e  
individual  s tud ies .  

The t radeoff  comparison is  shown i n  the  t a b l e  below. It  can 
be seen t h a t  t he  two t r ip le-channel  conf igura t ions  a r e  q u i t e  close 
and t h a t  indeed a s l i g h t  change i n  t he  evaluat ion o r  weighting 
of e i t h e r  t h e  cos t  o r  appl icabi l i ty- to-Shut t le  f a c t o r s  could 
reverse  the  r e s u l t .  E i the r  conf igura t ion  would be q u i t e  satis- 
fac to ry  f o r  t he  bas ic  research purpose of the  F-8C DFBW program. 
I n  regard t o  Shu t t l e  a p p l i c a b i l i t y ,  t he  t radeoff  becofies t h e  
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QUADRUPLE REDUNDANT TRANSPORT CONFIGMATlOhl 

Figure  I,  Basic Conf igura t ions  Studied 
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importance of est imated c o s t  versus  an informed opinion on t h e  
relevance of t h e  two conf igura t ions  t o  t h e  S h u t t l e  f l i g h t  
con t ro l  system development, Such a  f i n a l  choice is c l e a r l y  
beyond t h e  scope of t h i s  s tudy,  bu t  comments on "Shu t t l e  appl i -  
c a b i l i t y "  a r e  o f fe red  i n  t h e  following conclusions.  

1) For t h e  purposes of t h e  NASA F-8C DFBW program, a 
t r i p l e  conf igura t ion  with a  high degree of self-check 
c a p a b i l i t y  would seem most s u i t a b l e .  The use of s e l f -  
check is  considered important because t h e  e f f e c t i v e -  
ness  of t h i s  f e a t u r e  i n  decreasing f a i l u r e  p r o b a b i l i t y  - 
without completely dup l i ca t ing  computers - w i l l  cause 
it t o  be used extens ive ly  i n  f u t u r e  systems. I n  t h i s  
p a r t i c u l a r  case t h e  exact  amount of self-check (and 
decrease i n  f a i l u r e  p r o b a b i l i t y )  c a p a b i l i t y  i s  n o t  
c r i t i c a l  because of t h e  presence of a  backup c o n t r o l  
system and t h e  experimental  na ture  of t h e  program. 
The d a t a  of Figures  I1 through V show c l e a r l y  t h a t  
t h e  inc lus ion  of t h e  backup w i l l  lower t h e  f a i l u r e  
p r o b a b i l i t y  t o  a  s a t i s f a c t o r y  l e v e l  f o r  a l l  cases .  
Fur ther ,  i n  a  t e s t  program t h e  f l i g h t  can be abor ted  
a t  t h e  f i r s t  f a i l u r e  i n d i c a t i o n  and thus  e s s e n t i a l l y  
preclude occurrence of a d d i t i o n a l  f a i l u r e s ,  

The secondary a c t u a t o r  h y s t e r e s i s  must be decreased t o  
below 0 .  lo sur face  motion i n  t h e  primary d i g i t a l  mode 
i n  o rde r  f o r  t h e  F-8C DFBW system t o  be e f f e c t i v e  i n  
advanced c o n t r o l  law research .  The b a s i c  reason f o r  
excessive a c t u a t o r  h y s t e r e s i s  i n  t h e  Phase I config- 
u ra t ion  i s  t h e  inadequate r a t i o  of fo rce  ga in  t o  
s t a t i c  f r i c t i o n .  This  r a t i o  can be improved by 
replac ing  the  e l ec t rohydrau l i c  valves and modifying 
t h e  d r i v e  e l e c t r o n i c s .  The add i t ion  of i n - l i n e  servo 
loop monitoring, s u i t a b l y  used, would provide two 
fa i l -op  servo c h a r a c t e r i s t i c s  and prevent  t h e  servo 
a r e a  from being t h e  l i m i t i n g  f a c t o r  i n  reducing sys- 
t e m  f a i l u r e  p r o b a b i l i t y .  The suggested servo modi- 
f i c a t i o n s  would a l s o  inc rease  servo ba-ndwidth which 
i n  t u r n  would improve o v e r a l l  performance i n  advanced 
c o n t r o l  law research .  

3 )  The conf igura t ion  considered t o  be most e f f e c t i v e  f o r  
a id ing  t h e  S h u t t l e  f l i g h t  c o n t r o l  development i s  t h a t  
labe led  "Triple-Redundant Shu t t l e"  . (Obviously, t h e  
"Quadruple Redundant Shu.ttleW conf igura t ion  would more 
c l o s e l y  resemble t h e  a c t u a l  S h u t t l e  arrangement, bu t  
c o s t  and i n s t a l l a t i o n  f a c t o r s  preclude i t s  use f o r  t h e  
F-8C program.) This t r i p l e  conf igura t ion  with t h e  
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a c t u a l  MDM and simulated ( i n  hardware) bus i n t e r f ace  
e l ec t ron i c s  would provide valuable experience i n  t h e  
use of d a t a  buses f o r  f l i g h t  con t ro l  s i g n a l  t rans-  
mission and would represent  f a i r l y  w e l l  t h e  Shu t t l e  
f l i g h t  con t ro l  system (FCS) a s  it w i l l  be configured 
a f t e r  one f a i l u r e .  I f  t h e  sensor/computer/servo 
buses a r e  not  used, t he  input/output (I/O) processing 
(whether i n  t he  AP-101 o r  i n  i n t e r f a c e  un i t s )  w i l l  be 
s i g n i f i c a n t l y  d i f f e r e n t  from t h a t  of t he  a c t u a l  
Shu t t l e  f l i g h t  con t ro l  system. This means t h a t  t h e  
housekeeping rou t ines  w i l l  be d i f f e r e n t  from t h a t  of 
t he  a c t u a l  Shu t t l e  system, and thus,  l i t t l e  of t h e  
experience w i l l  be d i r e c t l y  appl icable .  On t h e  o the r  
hand, computer synchronization methods, sensor/servo 
f a i l u r e  de tec t ion  programs and computer self-check 
rou t ines  could be evaluated with a non-data bus 
system, depending on t he  degree t o  which a c t u a l  
Shu t t l e  software can be used. Overal l ,  it would s e e m  
t h a t ,  inasmuch a s  t h e  major new a rea  i n  t h e  Shu t t l e  
FCS design is  t he  very soph is t i ca ted  da t a  bus con- 
f i gu ra t i on ,  a da ta  bus system would be des i rab le ,  
i f  a t  a l l  f e a s ib l e ,  i n  terms of program c o s t  and 
schedule. 
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PRELIMINARY SYSTEM DESIGN STUDY 
FOR A DIGITAL FLY-BY-WIRE FLIGHT 

CONTROL SYSTEM FOR AN F-8C AIRCRAFT 

C.L. Seacord and D.K.  Vaughn 

SECTION 1 

S U M M A R Y  

The ob jec t ive  of t h e  F-8C D i g i t a l  ~ly-By-Wire (DFBW) Con- 
t r o l  System study was t o  develop conceptual d e s i g n ( s )  of one o r  
more conf igura t ions  of highly r e l i a b l e  d i g i t a l  f l i g h t  c o n t r o l  
systems f o r  app l i ca t ion  t o  t h e  l a s t  phase of t h e  NASA F-8C DFBW 
research  program. Reconfigurable computer techniques,  a s  de- 
veloped i n  another  NASA-funded s tudy,  were t o  be used where 
appl icable .  

The primary q u a n t i t a t i v e  design ob jec t ive  was t h e  a t t a i n -  - 
ment of a mission f a i l u r e  p r o b a b i l i t y  of less than  1.0 x lo-.' 
f a i l u r e s  per  f l i g h t  hour f o r  t h e  complete DFBW c o n t r o l  system. 
Emphasis was a l s o  placed on developing a c t u a t o r  conf igura t ions  
t h a t  would improve t h e  system performance, and cons ide ra t ion  of 
t h e  p r a c t i c a l  aspects  of sensor/computer and computer/actuator 
i n t e r f a c e  implementation. The study r e s u l t s  were intended t o  
form t h e  b a s i s  f o r  t h e  prepara t ion  of procurement s p e c i f i c a t i o n s  
f o r  f l i g h t  c o n t r o l  components f o r  t h e  f i n a l  phase of  t h e  F-8C . 
DFBW program. 

The system conf igura t ions  t o  be considered w e r e  somewhat 
cons t ra ined  by a d e s i r e  t o  u t i l i z e  a s  much a s  poss ib le  of t h e  
equipment planned f o r  t h e  F-8C DFBW Phase I I a  and by t h e  space 
and power l i m i t a t i o n s  of t h e  F-8C a i r p l a n e  i t s e l f .  I n  add i t ion  
t o  f a i l u r e  p r o b a b i l i t y ,  t h e  system c h a r a c t e r i s t i c s  of c o s t  and 
m a i n t a i n a b i l i t y  w e r e  evaluated and used as  t h e  b a s i s  of a t rade-  
o f f  comparison. Early i n  t h e  study period NASA made a dec i s ion  
t h a t  t h e  F-8C DFBW Phase IIa and Phase I I b  programs should be 
combined and o r i en ted  t o  support  t h e  development of t h e  Space 
S h u t t l e  f l i g h t  c o n t r o l  system. 

Accordingly, an a d d i t i o n a l  c h a r a c t e r i s t i c  of " a p p l i c a b i l i t y  
t o  S h u t t l e  f l i g h t  c o n t r o l  development" was added f o r  use i n  t h e  
t r adeof f .  



Five  b a s i c  conf igura t ions  w e r e  def ined  as  appropr ia te  can- 
d i d a t e s  f o r  t h e  F-8C research  t a s k s ,  Options on t h e  b a s i c  con- 
f i g u r a t i o n s  were included t o  cover v a r i a t i o n s  i n  sensors ,  redun- 
dancy l e v e l s ,  d a t a  t ransmission techniques,  processor input /  
output  methods, and servo a c t u a t o r  arrangements, 

I n  regard t o  a c t u a t o r s ,  t h e  dynamic performance requi red  
f o r  c o n t r o l  l a w  research was determined, t h e  e x i s t i n g  perform- 
ance w a s  analyzed, and t h e  sources of d e f i c i e n t  performance were 
i d e n t i f i e d .  Several  ways of modifying and improving t h e  actu-  
a t o r s  w e r e  analyzed, and t h e  s a l i e n t  requirements on new compo- 
nents  w e r e  determined. 

The r e s u l t s  i n d i c a t e  t h a t  a t  l e a s t  t r i p l e  redundancy p lus  
a  high degree of i n - l i n e  monitoring w i l l  be  necessary t o  m e e t  - 
t h e  f a i l u r e  p r o b a b i l i t y  goal  of 1.0 x l o - ' ,  excluding t h e  e f f e c t  
of analog backup channels.  A t  t h i s  l e v e l  of r e l i a b i l i t y ,  t h e  
d i s t r i b u t i o n  of f a i l u r e  r a t e  through t h e  d i f f e r e n t  a reas  of t h e  
system (e.g. sensors ,  computers, o r  a c t u a t o r s )  is  such t h a t  i f  
any one a rea  is  given more redundancy - f o r  ins t ance ,  4 X  com- 
pu te r s  with 3X sensors  and a c t u a t o r s  - t h e  l e s s  redundant a reas  
become l i m i t i n g  f a c t o r s  and l i t t l e  o v e r a l l  improvement i s  noted. 
The app l i ca t ion  of d a t a  busing techniques t o  a  given system 
w i l l  have l i t t l e  e f f e c t  on f a i l u r e  p r o b a b i l i t y  unless  t h e  o r i g i -  
n a l  system lacks  a l l  c rossfeeds .  However, f o r  t h e  purpose of 
a id ing  t h e  S h u t t l e  f l i g h t  c o n t r o l  system development, it i s  
recommended t h a t  a  t r i p l e  system with da ta  bus be used, 

The secondary ac tua to r  performance is  marginal f o r  use with 
c u r r e n t  (Phase I) c o n t r o l  laws and w i l l  be inadequate f o r  ad- 
vanced c o n t r o l  law (CCV) research .  The performance can be made 
s a t i s f a c t o r y  by i n s t a l l i n g  improved e lec t rohydrau l i c  valves and 
redesigning t h e  servo mistrack and f a i l u r e  de tec t ion  arrangement. 



SECTION 2 

I N T R O D U C T I O N  

PRIOR STATUS 

NASA is  c u r r e n t l y  engaged i n  a f l i g h t  t e s t  program t o  
explore t h e  p o t e n t i a l  of D i g i t a l  Fly-By-Wire F l i g h t  Conkrol 
Systems. The NASA F l i g h t  Research Center has r e s p o n s i b i l i t y  
f o r  t h e  program and is supported by t h e  NASA Langley Research 
Center i n  t h e  a rea  of f l i g h t  c o n t r o l  software and hardware 
func t iona l  design. 

The Phase I por t ion  of t h e  program demonstrated completely 
fly-by-wire f l i g h t  using an F-8C a i r c r a f t  modified by rep lac ing  
t h e  mechanical f l i g h t  c o n t r o l  system with a fly-by-wire system 
which u t i l i z e d  an Apollo computer and i n e r t i a l  measurement u n i t ,  
t oge the r  with s p e c i a l l y  designed a c t u a t o r s  and i n t e r f a c e  elec- 
t r o n i c s .  The d i g i t a l  po r t ion  of t h e  system w a s  s i n g l e  channel 
(non-redundant) with f l i g h t  s a f e t y  being assured by t h e  i n s t a l -  
l a t i o n  of a t r ip le- redundant  analog d i r e c t  s t i ck - to -ac tua to r  
e l e c t r o n i c  c o n t r o l  system. 

The performance of t h e  d i g i t a l  fly-by-wire (DFBW) system 
i n  Phase I ,  although adequate f o r  an i n i t i a l  i n v e s t i g a t i o n  
( r e f s .  1, 2 )  was l imi ted  by t h e  b a s i c  c h a r a c t e r i s t i c s  of t h e  

Apollo equipment, p a r t i c u l a r l y  i n  regard t o  output  g r a n u l a r i t y .  
The o r i g i n a l  Phase I I a  program plan c a l l e d  f o r  improving t h e  
s e n s o r / d i g i t a l  e l e c t r o n i c s  by replac ing  the  Apollo equipment 
with s ta te -of - the-ar t  f l i g h t  c o n t r o l  sensors ,  and by using IBM 
AP-101 d i g i t a l  computers. The sensors  and d i g i t a l  e l e c t r o n i c s  
w e r e  t o  be arranged i n  a dual-redundant conf igura t ion ,  wi th  
u l t ima te  f l i g h t  s a f e t y  again being assured  by t h e  r e t e n t i o n  of 
the  t r ip le -ana log  backup sys tem. 

I n  Phase I I b ,  it was intended t o  convert  t h e  sensors  and 
t h e  d i g i t a l  e l e c t r o n i c s  t o  a completely f a i l - o p e r a t i o n a l  con- 
f i g u r a t i o n  with high mission r e l i a b i l i t y ,  and remove t h e  analog 
backup. The c u r r e n t  study w a s  intended t o  provide s u i t a b l e  
conceptual des igns  f o r  t h e  Phase I I b  f a i l - o p e r a t i o n a l  DFBW 
system. 

Soon a f t e r  t h e  i n i t i a t i o n  of t h i s  study e f f o r t ,  NASA re- 
o r i en ted  t h e  F-8C DFBW program. F i r s t  it was e s t a b l i s h e d  t h a t  
t h e  Phase I I b  DFBW FCS should be configured t o  support  develop- 
ment of t h e  Space S h u t t l e  f l i g h t  c o n t r o l  system a s  much as p r a c t i -  
cable;  then a f u r t h e r  dec is ion  was made t o  combine Phase I I a  and 



Phase I I b  i n  t h e  i n t e r e s t  of economy and schedule.  F i n a l l y ,  it 
was decided t o  r e t a i n  t h e  analog backup system (BCS) i n  t h e  
i n t e r e s t  of maximizing f l i g h t  s a f e t y .  

PURPOSE 

The purpose of t h e  s u b j e c t  study was t o  perform a pre- 
l iminary design study which would de f ine  d i g i t a l  FBW system(s)  
s u i t a b l e  f o r  t h e  l a s t  phase of t h e  F-8C DFBW program. Fur the r ,  
p a r t i c u l a r  a t t e n t i o n  was t o  be paid t o  t h e  improvement of t h e  
secondary ac tua to r s  used i n  t h e  Phase I program, The r e s u l t s  
of t h i s  study were o r i g i n a l l y  intended t o  be used a s  a b a s i s  f o r  
t h e  prepara t ion  of procurement s p e c i f i c a t i o n s ,  which would de- 
f i n e  t h e  modif icat ions,  o r  new equipment, necessary t o  convert  
t h e  dual  f a i l - s a f e  Phase I I a  system i n t o  a f a i l - o p e r a t i o n a l  
Phase I I b  system. 

Because of t h e  r e o r i e n t a t i o n  of t h e  program, s tudy r e s u l t s  
a r e  less d e t a i l e d  than o r i g i n a l l y  envisioned, b u t  i n s t e a d ,  cover 
design concepts f o r  s e v e r a l  systems which would be app l i cab le  
not  only t o  t h e  s p e c i f i c  F-8C program but  t o  t h e  development of 
FBW systems f o r  t r a n s p o r t  a i r c r a f t  i n  general .  

CONDITIONS OF STUDY 

The program a s  o r i g i n a l l y  planned involved t h e  c o l l e c t i o n  
of d a t a  from t h e  NASA Langley and F l i g h t  Research Centers ,  t h e  
C. S ,  Draper Laboratory (design of t h e  Phase I I a  DFBW System), 
Ultra-Systems, Inc. ,  and IBM, Inc ,  

The revised  program, because of t h e  emphasis placed on ap- 
p l i c a t i o n  t o  t h e  S h u t t l e  development, added t h e  NASA Johnson 
Space Center and Rockwell I n t e r n a t i o n a l  a s  sources of  d a t a .  
This r e o r i e n t a t i o n  of t h e  study d id  n o t  occur immediately a t  t h e  
s t a r t ,  bu t  took p lace  over a per iod of about two months. This 
s i t u a t i o n ,  p l u s  t h e  f a c t  t h a t  t h e  design of t h e  Phase I I a  equip- 
ment was n o t  completed p r i o r  t o  t h e  combination of Phase I I a  
with Phase I I b  (which n e c e s s i t a t e d  cons iderable  r edes ign) ,  
caused t h e  documentation on t h e  Phase IIa system t o  be r a t h e r  
sparse .  



SCOPE 

In t h e  reor iented  s tudy,  s e v e r a l  conf igura t ions ,  e i t h e r  
s p e c i f i c a l l y  t a i l o r e d  t o  t h e  F-8C program o r  appl icable  t o  t r a n s -  
p o r t  use,  were compared i n  a  t radeoff  matr ix  with regard t o  
mission r e l i a b i l i t y ,  a p p l i c a b i l i t y  t o  t h e  S h u t t l e  f l i g h t  con- 
t r o l  system development, and o the r  f e a t u r e s ,  The conf igura t ions  
considered were pr imar i ly  those which could be based on equip- 
ment planned f o r  Phase I I a  and meet t h e  space and power l imi ta -  
t i o n s  of t h e  F-8C a i r p l a n e ,  However, f o r  t h e  sake of g e n e r a l i t y ,  
some conf igura t ions  exceeding t h e  a i r p l a n e  l i m i t s  were included. 

The secondary ac tua to r  performance improvement, because of 
t h e  emphasis placed on it, was t r e a t e d  somewhat sepa ra te ly  from 
t h e  study of t h e  sensor/computer combination, b u t  i n  a  way t h a t  
makes t h e  ac tua to r  recommendat:ons s u i t a b l e  f o r  a l l  configura- 
t i o n s  s tudied .  

Those conf igura t ions  which appeared use fu l  on t h e  b a s i s  of 
mission r e l i a b i l i t y  were examined i n  some d e t a i l  t o  i n d i c a t e  
p o t e n t i a l  implementation problems o r  p e c u l i a r i t i e s .  Because of 
t h e  t iming of t h e  Phase I1 equipment design, recommendations 
f o r  a c t u a t o r  improvements were prepared midway through t h e  
study and made a v a i l a b l e  f o r  NASA' s  use.  

EARLIER WORK 

The c u r r e n t  study is  by no means t h e  f i r s t  i n  which t h e  
design of highly r e l i a b l e  f l i g h t  con t ro l  sys  tems , whether d i g i -  
t a l  o r  analog, has  been considered. I n  t h e  e a r l y  ' 6 0 8 s ,  con- 
s i d e r a b l e  work was done on t h e  s u b j e c t  i n  t h e  X-15, X-20, Gemini, 
Apollo, F-111, and SR-71 programs ( r e f s ,  3 ,  4 ,  5 ,  6 ) .  Much more 
r e c e n t l y ,  s e v e r a l  papers descr ib ing  cur ren t  s ta te -of - the-ar t  
development i n  t h i s  f i e l d  were presented a t  a  NASA Symposium i n  
J u l y  of 1974 (e.9. r e f s .  7 ,  8 ,  9 ) .  These references  a r e  not  
a l l - i n c l u s i v e ,  but  they a r e  bel ieved t o  be r ep resen ta t ive  of t h e  
h i s t o r i c a l  development and c u r r e n t  s t a t u s  of h ighly  r e l i a b l e  
f l i g h t  c o n t r o l  systems. 

SIGNIFICANCE 

In t h e  p a s t  few years  s e v e r a l  research  programs (e .9,  t h e  
A i r  Force LAMS and t h e  NASA ATT programs) have analyzed and pre- 
d i c t e d  t h e  b e n e f i t s  of f l i g h t - c r i t i c a l  e l e c t r o n i c  con t ro l  and/or 



complete fly-by-wire c o n t r o l  systems. These s t u d i e s  and 
tests have shown t h e  b e n e f i t s  of FBW c o n t r o l  t o  range from 
minor t o  very impressive.  In  l i g h t  of t h e s e  r e s u l t s ,  t h e  cur- 
r e n t  s tudy is  s i g n i f i c a n t  i n  t h a t  it i n d i c a t e s  t h a t  a s a t i s f a c -  
t o r i l y  r e l i a b l e  (comparable t o  c u r r e n t  mechanical/hydraulic con- 
t r o l  systems) DFBW system can be b u i l t  using a v a i l a b l e  t r anspor t -  
q u a l i t y  components. Fur ther ,  it i s  shown t h a t  t h e r e  a r e  a 
v a r i e t y  of system conf igura t ions  which can m e e t  t h e  b a s i c  reli- 
a b i l i t y  requirement. Each has p a r t i c u l a r  d e s i r a b l e  f e a t u r e s ,  
thus allowing an e f f i c i e n t  match of f u t u r e  DFBW c o n t r o l  systems 
t o  s p e c i f i c  miss ion /a i rc ra f t  requirements. 



SECTION 3 

A/D 

ATE 

AWG 

BCS 

BCU 

B I T  

CAB 

ccv 

CEP 

CPU 

D/A 

DAIS 

DB 

DFBW 

EHV 

EM1 

FAA 

FCS 

FDM 

Hz 

IBM 

I / O  

LIST OF ABBREVIATIONS AND SYMBOLS 

- Automatic tes t  equipment 

- American w i r e  gage 

- Backup c o n t r o l  system 

- Bus c o n t r o l  u n i t  

- Bui l t - in  test 

- C i v i l  Aeronautics Board 

- Control configured vehic le  

- Circu la r  error p r o b a b i l i t y  

- Centra l  processor  u n i t  

- Digital /analog 

- D i g i t a l  Avionics Information System 

- Data bus 

- D i g i t a l  fly-by-wire 

- Elect rohydraul ic  valve 

- Electromagnetic i n t e r f e r e n c e  

- Federal  Aviation Administration 

- F l i g h t  c o n t r o l  system 

- Frequency d i v i s i o n  mult iplexing 

- Frequency cyc les  pe r  second 

- I n t e r n a t i o n a l  Business Machine Corp. 

- Input/output 



I O P  - Input/outpuL processor  

LRU - Line-replaceable u n i t  

LVDT - Linear v a r i a b l e  d i f f e r e n t i a l  t ransformer 

MDM - Mult iplexer  demult iplexer  

MHz - Megahertz 
> #  

MIA - Multiplex i n t e r f  ace adapter  

MUX - Multiplexed 

NASA-FRC - NASA F l i g h t  Research Center 

NASA-LaRC - NASA-Langley Research Center 

NRZ - Non r e t u r n  t o  zero 

NTSB - National Transportat ion Safety Board 

SSIB - Subsystem i n t e r f a c e  board 

TDM - T i m e  d i v i s i o n  mult iplexing 

VCO - Voltage-controlled o s c i l l a t o r  

h - F a i l u r e  r a t e  ( f a i l u r e s  p e r  hour) 

M s e c  - Microsecond 

- Mean aerodynamic chord, f e e t  



SECTION 4 

F L I G H T  T E S T  V E H I C L E  D E S C R I P T I O N  

The f i r s t  a i r c r a f t  f l i g h t  tests of a  d i g i t a l  fly-by-wire 
c o n t r o l  system w e r e  conducted i n  Phase I of t h e  NASA D i g i t a l  
Fly-by-Wire program a t  t h e  NASA F l i g h t  Research Center. I n  t h i s  
f i r s t  phase of t h e  program, an F-8 a i r c r a f t  w a s  modified by 
replac ing  t h e  mechanical f l i g h t  c o n t r o l  system with an Apollo 
lunar  guidance computer, an i n e r t i a l  measurement u n i t ,  an e lec-  
t r o n i c  backup system, and an e lec t rohydrau l i c  secondary actua- 
t i o n  system. 

GENERAL 

NASA 802 is  a highly modified LTV F-8C. The a i r c r a f t  is 
the  prototype F-8C, Navy BUN0 145546, and has been a f l i g h t  test  
veh ic le  s i n c e  manufacture i n  1958. Its f l i g h t  l i m i t s  are: 

Mach 1.1 
Airspeed 600 KIAS (1111.9144 KPH IAS) 
A l t i t u d e  50 000 f t  (15,240 meters) 
Rol l  while i n  DFCS 70°/sec 
P i t c h  while i n  DFCS +60° 

Engine 

A P r a t t  and Whitney J57-P20A engine i s  i n s t a l l e d  i n  p lace  
of t h e  s tandard J57-P16. MIL t h r u s t  of t h e  J57-J20A i s  approxi- 
mately 10 800 l b  (4909 kg) and A/B t h r u s t  i s  about 18 000 I b  
(8181.8 kg) .  

Actuators 

The f i v e  dual- tandem sur f  ace power c o n t r o l  cy l inder s  u t i -  
l i z e  t h e  e x i s t i n g  dual  hydraul ic  supply systems, PC1 and PC2. 
The ram a i r  tu rb ine  can supply hydraul ic  pressure  a s  a  backup 
f o r  PC1. 

Each power c o n t r o l  cy l inder  i s  pos i t ioned by a hydraul ic  
secondary ac tua to r  (designed and manufactured by Hydraulic 
Research and Manufacturing). The secondary ac tua to r s  a r e  posi-  
t ioned by e l e c t r i c a l  commands from e i t h e r  t h e  primary o r  backup 
systems. 



Each secondary ac tua to r  has four  e l ec t rohydrau l i c  valves 
opera t ing  i n t o  t h r e e  separa te  hydraul ic  cy l inder s  suppl ied by 
t h e  two hydraul ic  systems. A f i f t h  valve mounted on t h e  ac tua to r  
body is  used only f o r  comparison, The primary system is  i d e n t i -  
f i e d  a s  channel 1 and i s  con t ro l l ed  by t h e  d i g i t a l  system, The 
backup systems a r e  a l l  i d e n t i c a l  and a r e  i d e n t i f i e d  a s  channels 2, 
3 ,  and 4 .  A s  shown i n  Figure 1 PC1  supp l i e s  pressure  t o  chan- 
n e l s  2 and 4 while PC2 supp l i e s  pressure  t o  channels 1 and 3 .  
The valve engage c i r c u i t s  a r e  designed t o  p r o h i b i t  simultaneous 
d r i v e  from t h e  primary and backup systems. 

E l e c t r i c a l  Sys t e m  

The e l e c t r i c a l  power d i s t r i b u t i o n  system i s  c u r r e n t l y  rep- 
resented  by t h e  diagram shown i n  Figure 2. A lOOA, 30V d-c 
f l i g h t  c o n t r o l  system (FCS) d i r e c t - d r i v e  generator  i s  i n s t a l l e d  
on t h e  J57-P20A engine. 

Four 11 ampere hour n i c k e l  cadmium b a t t e r i e s  a r e  mounted i n  
t h e  a i r c r a f t  t o  supply emergency power t o  each of t h e  four  FCS 
buses. They can supply a minimum of one hour BCS opera t ion ,  and 
10 minutes of primary opera t ion ,  

A high-capacity genera tor  i s  i n s t a l l e d  on t h e  ram a i r  
tu rb ine .  Its r a t i n g  is 4.2 KVA, and 30A dc. 

F l i g h t  Controls  

The f l i g h t  c o n t r o l  system uses t h e  c o n t r o l  s t i c k  and rudder 
pedals  t o  opera te  t h r e e  s e t s  of l i n e a r  v a r i a b l e  d i f f e r e n t i a l  
t ransformers  (LVDT) f o r  each a x i s ,  

The s tandard a i r c r a f t  f e e l  system has  no t  been a l t e r e d  
except f o r  t h e  add i t ion  of a r o l l  s t i c k  viscous damper loca ted  
on t h e  s t i c k  l inkage i n  t h e  main genera tor  bay. The s tandard  
F-8C g r i p  has been removed and replaced with a modified A i r  
Force B-8 g r i p .  

. .  . *> Control  -System Operation 

Control system opera t ion  i s  con t ro l l ed  by t h e  p i l o t  u t i -  
l i z i n g  a Mode panel ( loca ted  on t h e  instrument panel)  and a 
S ta tus  and Engage panel ( loca ted  on t h e  l e f t  console) .  

By means of t h e  Mode panel ,  t h e  p i l o t  can s e l e c t  t h e  mode 
i n  which t h e  a i r c r a f t  f l i g h t  c o n t r o l s  w i l l  funct ion ,  The Mode 
panel a l s o  d i sp lays ,  v i a  l i g h t s ,  t h e  s t a t u s  of var ious compo- 
nents  of t h e  d i g i t a l  po r t ion  of t h e  f l i g h t  c o n t r o l  system. 
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PHASE I - DFBW CONFIGURATION 

Figure 3 i l l u s t r a t e s  the  o v e r a l l  system mechanization of 
the  Phase 1 system. The p i l o t ' s  s t i c k ,  pedal ,  and t r i m  inpu t s  
were routed t o  t h e  d i g i t a l  computer a s  inpu t s  t o  t h e  primary 
system and t o  t h e  analog e l e c t r o n i c s  a s  inpu t s  t o  t h e  backup 
cont ro l ' sys tem.  A single-channel d i g i t a l  primary conf igura t ion  
was chosen f o r  t h e  f i r s t  phase t o  obta in  experience with t h e  
d i g i t a l  c o n t r o l  aspects  e a r l y  i n  t h e  t o t a l  fly-by-wire program. 
This subsystem, cons i s t ing  of a d i g i t a l  computer, an i n e r t i a l  
measurement u n i t ,  and a coupling d a t a  u n i t  which conta ins  t h e  
i n t e r f a c e  d ig i ta l - to-analog  and analog-to-digi ta l  conver ters  was 
assembled from h i g h - r e l i a b i l i t y  components of t h e  Apollo guid- 
ance system. The t o t a l  system design requi red  two fai l -opera-  
t i o n a l  r e l i a b i l i t y ;  the re fo re ,  a t r ip le-channel  analog backup 
system was mechanized. 

The Apollo lunar  guidance computer w a s  t h e  h e a r t  of t h e  
system. The c o n t r o l  laws, coordinate  t ransformations,  s i g n a l  
condi t ioning,  and f i l t e r i n g  were programmed on t h e  guidance 
computer together  with s e l f  test  and f a i l u r e  monitoring logic .  
Dedicated hardware wi th in  t h e  guidance computer accepted p i l o t  
con t ro l  inpu t s  d i r e c t l y .  The feedbacks used i n  t h e  c o n t r o l  l a w s  
were der ived from s i g n a l s  from the  Apollo i n e r t i a l  measurement 
un i t .  The i n e r t i a l  measurement u n i t  outputs  were gimbal angles  
and three-axis  pulse- in tegra t ing  pendulous accelerometer s i g n a l s  
r e f e r r e d  t o  a l o c a l  v e r t i c a l  alignment of the s t a b l e  platform. 
The d i s c r e t e  accelerometer s i g n a l s  en te red  the  guidance computer 
d i r e c t l y ,  bu t  t h e  gimbal angle s i g n a l s  went through an analog- 
t o - d i g i t a l  conversion i n  the  coupling d a t a  u n i t .  The d i g i t a l -  
to-analog conversion of t h e  secondary servo  a c t u a t o r  commands 
was a l s o  performed i n  the  coupling d a t a  u n i t ,  

PHASE I I a  - DFBW CONFIGURATION 

The Phase I I a  DFBW conf igura t ion  was planned t o  be a dual- 
channel, f a i l - s a f e  d i g i t a l  fly-by-wire s y s t W  using s ta te-of -  
the -a r t  computer components. Figure 4 shows Ei func t iona l  block 
diagram of one phase I I a  conf igura t ion  considered. 

This conf igura t ion  was intended t o  provide a v e r s a t i l e  sys- 
tem that could be used f o r  genera l  research  on d i g i t a l  c o n t r o l  
systems, The d i g i t a l  system used an IBM APlOl general-purpose 
processor  i n  each of t h e  two channels. The input /output  func- 
t i o n  was provided by two Charles  S. Draper Laboratory-designed 
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i n t e r f a c e  u n i t s .  Conventional r a t e  gyros,  a t t i t u d e  gyros,  and 
accelerometers furn ished  t h e  feedback requi red  f o r  t h e  c o n t r o l  
laws. The t r ip le-channel  backup c o n t r o l  system included sepa- 
r a t e  backup sensors  feeding t h e  Sperry analog backup e l e c t r o n i c s  
t o  provide augmentation. The a c t u a t o r  arrangement w a s  essen- 
t i a l l y  i d e n t i c a l  t o  t h e  conf igura t ion  used i n  t h e  Phase I por t ion  
of t h e  program. 

LIMITATIONS DISCLOSED BY PHASES I AND I I a  

The e a r l y  phases of t h e  program d i sc losed  a number of l i m i -  
t a t i o n s  t h a t  must be considered i n  t h e  cont inuing programs. 

E l e c t r i c a l  Power Limi ta t ion  

Information from NASA-FRC has ind ica ted  t h a t  t h e  a i r c r a f t  
e l e c t r i c a l  system i s  capable of supplying t h e  Phase IIa con- 
f i g u r a t i o n  descr ibed previous ly  b u t  would be overloaded i f  any 
s i g n i f i c a n t  a d d i t i o n a l  load (such as a t h i r d  AP 101 processor)  
w a s  added. 

The servo  engage va lves  a r e  one of t h e  s i g n i f i c a n t  use r s  
of power. The system inc ludes  20 engage valves and each valve 
r e q u i r e s  approximately one ampere. During opera t ion  wi th  t h e  
primary f l i g h t  c o n t r o l  system, a l l  engage valves must be energized;  
consequently, 30 X 1 X 28 o r  560 volt-amperes of power a r e  re- 
qui red  f o r  t h i s  purpose alone.  

A s i n g l e  100A, 30V d-c genera tor  f o r  FCS use i s  c u r r e n t l y  
i n s t a l l e d  on t h e  a i r c r a f t .  Power from t h i s  genera tor  i s  suppl ied  
through var ious  switching and c i r c u i t  breakers  t o  four  FCS buses. 
This genera tor  could be replaced with a 200 o r  300A genera tor .  
However, t h e  l a r g e r  genera tors  r equ i re  more space and could re- 
q u i r e  some a d d i t i o n a l  modif icat ion,  such a s  a d d i t i o n a l  buses o r  
heavier  wir ing.  

Hydraulic Power Limi ta t ion  

Hydraulic power l i m i t a t i o n s  w e r e  noted on s e v e r a l  occasions 
during t h e  Phase I f l i g h t  test ,  During t h e  landing mode a t  low 
engine rpm and with considerable  turbulence c l o s e  t o  t h e  ground, 
the  hydraul ic  pressure  drop f r a n  high su r face  a c t i v i t y  opera t ion  
sometimes caused revers ion  t o  t h e  backup c o n t r o l  system. 



This  problem could be solved by replac ing  t h e  p r e s e n t  
hydraul ic  pumps with higher-capaci ty  pumps. The space a v a i l -  
ab le  i n  t h e  a r e a  of t h e  pumps is very l imi ted ,  however, and such 
replacement may r e q u i r e  a d d i t i o n a l  a i r c r a f t  modif icat ions,  

Secondary Actuator Hysteres is  and Granular i ty  

The design d e t a i l s  and performance of t h e  secondary a c t u a t o r s  
a r e  descr ibed i n  r e f .  10. Sperry ind ica ted  i n  an unpublished re- 
p o r t  t h a t  i n  t h e  course of p i l o t  eva lua t ion ,  performed on t h e  NASA 
F-8C DFBW simulator  with a c t u a l  servos ,  t h e  n o n l i n e a r i t y  l e v e l s  
( h y s t e r e s i s  and g r a n u l a r i t y )  w e r e  found t o  be much l a r g e r  than 
t y p i c a l .  The r e p o r t  s t a t e s :  "This c h a r a c t e r i s t i c  caused completely 
unsa t i s fac to ry  performance i n  a l l  nega t ive - s t a t i c  margin (48 per- 
c e n t  of cg) p i t c h  conf igura t ions ,  except  power approach. I n  t h e  
p o s i t i v e  s t a t i c  margin (forward cg) conf igura t ions ,  t h e  h y s t e r e s i s  
and g r a n u l a r i t y  n o n - l i n e a r i t i e s  genera l ly  r e s u l t e d  i n  poor damping, 
no t  a sus ta ined  l i m i t  cyc le ."  

The r e p o r t  recommended t h a t  a l l  secondary a c t u a t o r  non- 
l i n e a r i t i e s  be reduced such t h a t  t h e  s ingle-servo channel t o t a l  
h y s t e r e s i s  o r  g r a n u l a r i t y  no t  exceed O . 1 °  of sur face .  However, 
it noted t h a t  " the  improved system w i l l  s t i l l  e x h i b i t  o s c i l l a -  
t i o n s  which w e  f e e l  w i l l  prove unacceptable".  

Equipment Bay Space Limi ta t ions  

Figure 5 shows t h e  primary l o c a t i o n s  a l l o c a t e d  f o r  DFBW 
components i n  t h e  f l i g h t  test  a i r c r a f t .  

The l a r g e s t  compartment is loca ted  d i r e c t l y  behind t h e  
p i l o t .  Most of t h e  system e l e c t r o n i c s  components a r e  mounted 
on a p a l l e t ,  removable a s  a u n i t ,  i n  t h i s  compartment. The en- 
velope dimensions de f in ing  t h e  p a r t i c u l a r  shape and volume 
capable of being housed i n  t h i s  compartment a r e  s p e c i f i e d  i n  
Figure 6 .  

I t  i s  apparent  t h a t  equipment bay space is  very l i m i t e d  i n  
t h e  a i r c r a f t .  In t roduct ion  of a t h i r d  computational channel 
w i l l  r equ i re  e s s e n t i a l l y  a completely new layout  of t h e  equip- 
ment i n  t h e  p a l l e t  a r e a  and l i k e l y  n e c e s s i t a t e  moving some com- 
ponents t o  o t h e r  a reas .  Some small  components may be accomo- 
dated i n  t h e  nose area, f o r  ins t ance .  

Poss ib le  methods of providing a d d i t i o n a l  space inc lude  
modif icat ion of t h e  a i r c r a f t  s t r u c t u r e  t o  provide f a i r e d  bulges,  
o r  mounting equipment i n  pods which could be a t tached t o  t h e  
wings. 
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SECTION 5 

S Y S T E M  D E S I G N  C O N S I D E R A T I O N S  

FCS REQUIREMENTS 

The requirements def ined  f o r  the  F-8C DFBW c o n t r o l  system 
may be divided i n t o  s i x  ca tegor ies :  

o Funct ional  
o Performance 
o R e l i a b i l i t y  
o Safe ty  
o Main ta inab i l i ty  
o Operat ional  environment 

The requirements i n  these  ca tegor ies  a r e  der ived from a 
number of sources which, i n  some cases ,  have been i n c o n s i s t e n t .  
Consequently, t h i s  sec t ion  at tempts  t o  i n t e g r a t e  these  sometimes 
d i f f e r i n g  viewpoints i n t o  a r a t i o n a l  set of r e a l i z a b l e  goals .  

The primary source of requirements is t h e  con t rac tua l  state- 
ment of work f o r  t h i s  prel iminary system design study. Other 
inf luences  on t h e  f i n a l  requirements a r e  due t o  t h e  r e s u l t s  and 
problems encountered i n  t h e  Phase I f l i g h t  test  program, t h e  
e f f e c t s  of r e o r i e n t a t i o n  t o  support  t h e  Space S h u t t l e  DFBW con- 
t r o l  system development, t h e  progress  and r e s u l t s  of t h e  Recon- 
f i g u r a b l e  Computer s tudy,  and the  progress  and r e s u l t s  of  t h e  
Advanced Control Law study r e c e n t l y  completed by Honeywell under 
NASA con t rac t  NAS1-12680. 

The b a s i c  ob jec t ive  of t h i s  study as it has developed i s  
the  conceptual design of a r e l i a b l e  d i g i t a l  fly-by-wire c o n t r o l  
system f o r  t h e  F-8C research  a i r c r a f t  d i r e c t e d  toward t h e  l a s t  
phase of t h e  program with f l i g h t  test  beginning i n  e a r l y  1976, 
The following subsect ions de f ine  t h e  requirements f o r  t h i s  con- 
t r o l  system, t h e i r  source,  and r a t i o n a l e  behind them. 

Funct ional  

F u l l - d i q i t a l  fly-by-wire. - The Phase I I b  f l i g h t  c o n t r o l  
system s h a l l  be completely c o n t r o l l e d  by d i g i t a l  means. A l l  
i npu t  commands, feedback s i g n a l s ,  and mode s e l e c t i o n  s i g n a l s  
s h a l l  be provided t o  t h e  d i g i t a l  p rocessor ( s )  where c o n t r o l  l a w  



computation shall be performed. No mechanical or analog backup 
control system shall be required to satisfy the specified reli- 
ability requirements. 

Control modes. - The flight control system shall provide 
modes and functions which can be categorized as conventional 
augmentation/autopilot functions or as advanced control concepts 
as indicated below: 

1. Conventional augmentation/autopilot functions 

A) Three-axis augmentation 

B) Command control modes 

2. Advanced control concepts 

A) Stability augmentation of a statically unstable 
airframe 

. . 

B) Maneuver load control 

C) Ride quality control 

D) Envelope limiting (such as g limit control) 

Performance 

The contractual statement of work for this study did not 
specify flying qualities or an applicable flying qualities 
specification. It is assumed that the performance requirements 
established for the unaugmented aircraft would be the minimum 
acceptable, however significantly improved performance capability 
in accordance with the research purposes of the program is 
expected. 

Flying qualities shall be at Level 1 as defined in Paragraph 
1.5 of MIL-F-8785B (ASG) when all aircraft systems are operating 
normally. 

Flying qualities shall be maintained at Level 1 (as above) 
in the event of any single failure. Failures that result in 
flight envelope restriction or mission degradation shall be 
indicated on an advisory panel. Failure transients shall be 
minimized. I 



Reliability 

Reliability of the FCS shall be such as to obtain a fail- - 

ure rate no greater than complete flight control system 
failures per hour, This level of reliability is validated as 
being reasonable and acceptable by data from CAB and NTSB sources 
(refs. 11 and 12) for the period 1962 - 1969, which show the 
mechanical primary flight control systems of commercial aircraft 
experienced a failure rate of 1.19 X failures per flight hour. 

Configurations including possible single-point failure 
modes shall not be permitted regardless of the reliability level. 
Failure compensation, in accordance with the reconfigurable 
computer concepts, shall be automatic upon detection of the 
failure . 

Safety 

To assure flight safety, all candidate configurations will 
be designed to satisfy the Federal Aviation Regulations for air- 
worthiness of transport aircraft; FAR 25. The FAR paragraphs 
considered applicable for the FCS are: 

25.671 : General (control system) 

25.672: Stability augmentation and 
automatic, and power operated 
systems 

25,1301: Equipment systems and.installations 

25.1329: Automatic pilot system 

Backup Sys tem 

It has been decided by NASA-Flight Research Center that an 
analog backup control system must be provided to alleviate flight 
test risks. A number of reasons may be cited to justify this 
stand :: 

1) This is a one-of-a-kind vehicle and experimental 
system. Loss of the aircraft would represent a 
very serious loss of investment in the program 
and would probably bring research in this impor- 
tant area to a standstill for some time. 



2) Modif icat ions  t o  t h e  a i r c r a f t  and/or t es t  systems 
a r e  very common i n  t h i s  type of a research  program; 
t h e r e f o r e ,  t h e  p r o b a b i l i t y  of in t roducing  f a i l u r e s  
is g r e a t e r ,  and consequently,  improved safeguards  
must be provided. 

3 )  The p o s s i b i l i t y  of an undiscovered s ing le -po in t  
f a i l u r e  e x i s t i n g  i n  a system under development is  
much more l i k e l y  than i n  a product ion system. 

Main ta inab i l i t y  

The c o n t r a c t u a l  s ta tement  of work s p e c i f i e s  t h e  f l i g h t  con- 
t r o l  system unscheduled maintenance r a t e  s h a l l  n o t  exceed 0.02 
maintenance man-hours pe r  f l i g h t  hour and scheduled maintenance 
s h a l l  n o t  be requi red  a t  less than 300 h r  of f l i g h t .  

S p e c i f i c a t i o n  of such an unscheduled maintenance r a t e  i s  
app l i cab le  t o  a long- term o p e r a t i o n a l  program involving l a r g e  
numbers of a i r c r a f t  wi th  a wel l -def ined maintenance s t r u c t u r e  
using automated test equipment; however, it does n o t  appear t o  
be appropr i a t e  f o r  a development program such a s  t h i s ,  Deter- 
mination of maintenance r a t i o  r e q u i r e s  a d e t a i l e d  d e f i n i t i o n  of 
the  conf igu ra t ion  and maintenance philosophy which was n o t  i n  
accordance wi th  t h e  planned scope of t h i s  s tudy,  Consequently, 
Honeywell d i d  n o t  de f ine  o r  u t i l i z e  maintenance r a t i o  i n  evalu- 
a t i n g  t h e  candidate  con£ i g u r a t i o n s  . However, t h e  mean-time- 
between-maintenance a c t i o n s  (based upon summation of p i ece  p a r t  
f a i l u r e  r a t e s )  was determined f o r  each conf igu ra t ion  i n  t h e  
t r a d e o f f .  

The most immediate concerns wi th  regard t o  m a i n t a i n a b i l i t y  
a r e  t h a t  t h e  techniques a s s u r e  a s a f e  c o n t r o l  system: one t h a t  
i s  e a s i l y  and s w i f t l y  maintained,  t h a t  d e t e c t s  and prevents  
l a t e n t  f a i l u r e  bui ldup,  and t h a t  provides  t h i s  c a p a b i l i t y  a t  a 
minimum program c o s t .  

Opera t iona l  Environment 

The system s h a l l  be capable of ope ra t ing  undegraded under 
any l o g i c a l  combinations of c l imate  and t r a n s p o r t  a i r c r a f t  en- 
vironmental  f a c t o r s  a s  s p e c i f i e d  by t h e  FAA and a s  w i l l  l i k e l y  
be experienced by t h e  F-8C a i r c r a f t .  

T e s t  f l i g h t s  w i l l  be conducted a t  NASA/FRC Edwards AFB, 
C a l i f o r n i a .  T e s t  f l i g h t s  w i l l  have an approximate t i m e  du ra t ion  
of two hours.  Various combinations of t h e  environments speci-  



fied herein can occur simultaneously, with the exception of 
vibration and shock. 

The DFBW control system shall operate during environmental 
exposure and shall operate within performance specifications 
after non-operating exposure to the following environments: 

o Altitude - The components in electronic equipment 
compartments shall be exposed to ambient pressures 
equivalent to altitudes between sea level and 15 240m 
(50 000 ft). 

The components within the cabin shall be exposed to 
ambient pressures equivalent to altitudes between 
sea level and 15 240m (50 000 ft). 

o Temperature - The components in electronic equipment 
compartments shall be exposed to ambient temperatures 
between -55°C (-65°F) and +55"C (+131°F). Ambient 
temperature is that temperature of the immediate 
surrounding air and structure adjacent to the equip- 
ment. 

The components within the cabin shall be exposed 
totambient temperatures between -55OC (-65°F) and 
+55"C (+131°F). 

o Temperature/altitude - The components in electronic 
equipment compartments shall be exposed to the tem- 
perature/altitude environment as illustrated in 
Figure 7. 

The components within the cabin shall be exposed 
to the temperature/altitude environment as illus- 
trated in Figure 7. 

o Shock - All components shall withstand exposure to 
shock in any direction having a terminal peak saw- 
tooth waveform with an amplitude of 10 g and a 
time duration of 15 ms. 

o Acceleration - All components shall withstand 
exposure to acceleration of a maximum g level as 
indicated below, 

Fore 
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UP 
Down 
Lateral 
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Figure 7. Altitude Versus Temperature 

o Electromagnetic interference - The requirements 
of MIL-STD-461 (A) shall apply to the DFBW fliqht - -  - - 
control system as indicated in Table I. 

o Natural hazards - The DFBW control system shall be 
mechanized to minimize any effects in the event the 
aircraft is struck by lightning. 

o Vibration - The DFBW control system shall withstand 
exposure to sine wave vibration as indicated in 
Figure 8. 

o Ground environments - The environmental extremes 
during transportation, handling, and storage shall 
not exceed the flight environments and the following: 



TABLE I .  - EM1 REQUIREMENTS 

CEO1 30 Hz - 50K Hz 
CEO2 10K Hz - 50K Hz 
CEO4 50K Hz - 50M Hz 

CEO3 30 Hz - 50K Hz 
CEO5 50K Hz - 50M Hz 

RE 02 broadband 14K Hz-1G Hz 
RE 0 2 . 1  14K Hz-12.4G Hz (C.W.) 
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- - 
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Figure  8 ,  V i b r a t i o n  P r o f i l e  



a )  Rela t ive  humidity - Rela t ive  humidity of up t o  100 
percent  and condit ions wherein condensation takes  
place i n  t h e  form of water  o r  f r o s t  f o r  per iods of 
t i m e  of up t o  1 2  h r  maximum. 

b) Sand and dus t  - Sand and d u s t  e x t e r n a l  t o  t h e  a i r -  
plane encountered i n  d e s e r t  a reas  and having a - 
test  equiva lent  of 140-mesh s i l i c a  f l o u r  with a 
p a r t i c l e  v e l o c i t y  of up t o  500 ft/mjn (152.4 M4min) 
and a p a r t i c l e  dens i ty  of 0.25 g / f t  ( 8 . 8 3  g/M 1.  

PERFORMANCE 

P o t e n t i a l  Performance Improvement 

Projec t ion  of t h e  performance improvement a l ready achieved 
with analog fly-by-wire c o n t r o l  provides a n t i c i p a t i o n  of the  i m -  
provement which may be expected from d i g i t a l  fly-by-wire systems. 

Analog fly-by-wire c o n t r o l  technology was f u l l y  va l ida ted  
with the  success fu l  completion of t h e  AF 680J Survivable F l i g h t  
Control  System Program. Applicable f i g h t e r  f l i g h t  c o n t r o l  laws 
w e r e  demonstrated under r e a l i s t i c  t a c t i c s  i n  t h e  F-4C TWAD 
(Tac t i ca l  Weapon Delivery) c o n t r o l  augmentation program ( r e f .  13) 
which demonstrated s i g n i f i c a n t l y  improved unguided weapon de- 
l i v e r y  performance over conventional F-4 a i r c r a f t .  For example, 
i n  two separa te  s e t s  of t e s t i n g ,  dive bombing CEP w a s  reduced by 
27 percent  with t h e  TWEAD system. Improved a i r - t o - a i r  t r ack ing  
performance over t h e  conventional F-4 SAS was a l s o  achieved with 
TWEAD . 

Handling q u a l i t i e s  improvement a t t a i n a b l e  i n  t r a n s p o r t  a i r -  
c r a f t  has a l s o  been inves t iaged ( r e f .  1 4 )  i n  a C - 1 4 1  equipped 
with a two-axis s ide - s t i ck  and a fly-by-wire command auqmentation 
system. F l i g h t  test r e s u l t s  have demonstrated s i g n i f i c a n t  re-  
duct ions i n  p i l o t  workload, and hence, l e s s  p i l o t  f a t i g u e .  In- 
s t ead  of high-control column fo rces  f o r  performing l a r g e  maneuvers, 
simple w r i s t  a c t i o n  with lower s t i c k  fo rces  provided p r e c i s e  con- 
t r o l  of t h e  l a r g e  a i r c r a f t  wi th  a minimum of e f f o r t .  

I n  add i t ion  t o  t h e s e  c a p a b i l i t i e s  of fly-by-wire c o n t r o l s  
i n  t h e  a rea  of dynamic performance and handling q u a l i t i e s ,  a 
d i g i t a l l y  implemented system can, because of i t s  inheren t  p rec i -  
s ion  o f f e r  improvement i n  mode con t ro l  and redundancy management. 
The design f a c t o r s  c r i t i c a l  t o  t h e  r e a l i z a t i o n  of these  p o t e n t i a l  
improvements a r e  discussed b r i e f l y  i n  t h e  following paragraphs.  



C r i t i c a l  Fac tors  i n  D i g i t a l  Design 

The design of an a i r c r a f t  d i g i t a l  c o n t r o l l e r  t o  meet dynamic 
performance ob jec t ives  can be approached i n  two ways: 1) s a t i s -  
f ac to ry  analog c o n t r o l l e r  t r a n s f e r  funct ions  can be approximated 
t o  t h e  requi red  degree by d i g i t a l  computation; o r  2) d i r e c t -  
d i g i t a l  design techniques (perhaps i n  conjunction wi th  optimal 
cont r01 ,~theory)  can be used t o  d e f i n e  a d i g i t a l  c o n t r o l l e r  with- 
out  going through t h e  i n i t i a l  analog design s t a g e  ( t h e  c o n s t r a i n t s  
placed on an optimal c o n t r o l l e r  f o r  manned a i r c r a f t  by airframe 
and p i l o t  f a c t o r s  usua l ly  r e s u l t  i n  c o n t r o l  laws f a i r l y  s i m i l a r  
t o  those  of a we l l  designed analog system). 

I n  e i t h e r  case,  t h e  more important f a c t o r s  of t h e  d i g i t a l  
design i n  regard t o  performance are:  

o D i g i t a l  word length  

o I t e r a t i o n  r a t e  

o Transport  delays (o the r  than d e l i b e r a t e l y  
introduced f i l t e r  time cons tan t s )  

o F i l t e r  algorithms 

During t h e  p a s t  seve ra l  yea r s ,  a number of s t u d i e s  on t h e s e  
s u b j e c t s  have been published by indus t ry  and government agencies 
and t h e  t rade-off  and requirements a r e  f a i r l y  wel l -es tabl i shed .  
Software techniques f o r  implementing d i g i t a l  c o n t r o l  i n  s p e c i f i c  
computers have a l s o  been developed and used, although l e s s  
l i t e r a t u r e  is  a v a i l a b l e  on t h i s  aspect .  Example s t u d i e s  on t h e s e  
f a c t o r s  a r e  t h e  s u b j e c t s  of r e f s .  15 through 17. 

Mode c o n t r o l  and redundancy management a r e  inf luenced by 
processor  design f e a t u r e s  such a s  : 

o P r i o r i t y  i n t e r r u p t s  

o Synchronization c i r c u i t r y  
, . 

o Crossfeed (intercom) provis ions  

o S e l f - t e s t  c a p a b i l i t y  

V i r t u a l l y  a l l  processors  inc lude  a t  l e a s t  one e x t e r n a l  i n t e r -  
rupt .  The a v a i l a b i l i t y  of a d d i t i o n a l  i n t e r r u p t s  can s impl i fy  both 
processor  modif icat ions and software design when implementing re- 
dundant sys t e m s  . Simi la r ly ,  t h e  a v a i l a b i l i t y  of c i r c u i t r y  t o  



permit  synchronizat ion and d i r e c t  communication of two o r  more 
processors  i n  a multicomputer o r  mult iprocessor  conf igura t ion  
can f a c i l i t a t e  implementation without  hardware modif icat ion.  

A high degree of self-test c a p a b i l i t y  can, of  course,  s i g -  
n i f i c a n t l y  inf luence  redundancy management concepts.  This  capa- 
b i l i t y  is  l a r g e l y  obtained by w r i t i n g  t h e  requi red  test  r o u t i n e s  
i n t o  t h e  system software,  b u t  memory s i z e  and access  t o  c e r t a i n  
r e g i s t e r s  can a f f e c t  t h e  e x t e n t  t o  which t h e  s e l f - t e s t  can be 
c a r r i e d .  I 

The a v a i l a b i l i t y  of t h e  aforementioned f e a t u r e s  i n d i c a t e s  
t o  some e x t e n t  t h e  ease  wi th  which a p a r t i c u l a r  computer can be 
adapted t o  implement a  redundant conf igura t ion .  However, t h e s e  
f e a t u r e s  a r e  n o t  s o  unique t h a t  they cannot be provided by modi- 
f i c a t i o n  o r  expansion and thus  almost any d i g i t a l  computer with 
s u f f i c i e n t  speed could be adapted t o  redundant opera t ion .  

I n  t h e  case of applying t h e  IBM AP-101 computer t o  t h e  F-8C 
DFBW FCS t h e r e  is no doubt t h a t  it can meet t h e  dynamic perform- 
ance requirements,  and with reasonable c a r e  i n  designing 1/0 and 
crossfeed  c i r c u i t s ,  t h e  redundancy requirements a s  w e l l .  

Control  Function C r i t i c a l i t y  

Control  funct ions  i n t e r a c t  with redundancy requirements 
i n  two areas:  (1) t h e  " c r i t i c a l i t y "  a s soc ia ted  w i t h  t h e  p a r t i -  
c u l a r  c o n t r o l  funct ion  and ( 2 )  and a n a l y t i c  na tu re  of t h e  c o n t r o l  
funct ion.  Control  funct ions  may be ca tegor ized  by c r i t i c a l i t y  
as follows: 

o  F l i g h t - c r i t i c a l  dur ing  e n t i r e  mission 

o  F l i g h t - c r i t i c a l  during a por t ion  of t h e  mission 

o  F l i g h t - c r i t i c a l  f o r  c e r t a i n  f l i g h t  regimes 

o  Miss ion-c r i t i ca l  (no t  f  l i g h t - c r i t i c a l )  

The f i r s t  category c o n s i s t s  of t h e  funct ions  which, when 
l o s t ,  could l ead  t o  t h e  l o s s  of t h e  a i r c r a f t  i n  any f l i g h t  re- 
gime such as fly-by-wire f l i g h t  c o n t r o l  and f l u t t e r  con t ro l .  The 
second category c o n s i s t s  of c o n t r o l  funct ions  which, when l o s t ,  
could l ead  t o  l o s s  of t h e  a i r c r a f t  during l imi ted  por t ions  of t h e  
mission. An example of t h i s ,  although n o t  p a r t  of t h i s  s tudy,  
is auto-land. The f l i g h t - c r i t i c a l  f o r  c e r t a i n  f l i g h t  regimes 
category might include funct ions  such a s  augmentation of air- 
frame s t a t i c  s t a b i l i t y .  Loss of t h e s e  c o n t r o l  funct ions  pre- 
c ludes t h e  a i r c r a f t  opera t ion  i n  c e r t a i n  f l i g h t  regimes. 



The m i s s i o n - c r i t i c a l  (not  f l i g h t - c r i t i c a l )  funct ions  are 
those which, when inopera t ive ,  preclude t h e  completion of a 
s p e c i f i c  mission b u t  whose l o s s  does no t  compromise t h e  s a f e t y  
of t h e  a i r c r a f t ,  By ca tegor iz ing  t h e  c o n t r o l  funct ions  i n  t h i s  
manner, an assessment of t h e  redundancy requirements can be made, 
and computer capac i ty ,  s i g n a l  flow, and o t h e r  f l i g h t  c o n t r o l  sys- 
t e m  requirements may be determined. 

The a n a l y t i c  na tu re  of  c o n t r o l  funct ions  a l s o  impacts 
redundancy. Examples of such f a c t o r s  a r e  ga in  v a r i a t i o n s ,  s i g -  
n a l  dynamic ranges and forward-loop i n t e g r a t i o n s .  

A l t e r a t i o n  of t h e  ga in  of a  given s i g n a l  pa th  may requ i re  
a l t e r a t i o n  of t h e  comparison monitoring t o  ensure v a l i d  i n t e r -  
channel mistrack d e t e c t i o n  and y e t  avoid nuisance disengagements. 

Comparison monitoring of s i g n a l s  having l a r g e  dynamic ranges 
must be given s p e c i a l  a t t e n t i o n .  For example, it may be de- 
s i r a b l e  t o  provide l i m i t e d  mistrack threshold  a l t e r a t i o n  a s  a  
funct ion  of t h e  average s i g n a l  magnitude of t h e  redundant 
channels. 

Perhaps t h e  most s i g n i f i c a n t  aspect  of t h e  c o n t r o l  funct ion  
a n a l y t i c  na ture  t h a t  must be c.onsidered i s  whether o r  n o t  fo r -  
ward-loop i n t e g r a t i o n  i s  p resen t .  I f  forward-loop i n t e g r a t o r s  
a r e  p resen t ,  it is necessary t o  employ techniques which c o n s t r a i n  
t h e  i n t e g r a t o r s  t o  t r a c k  together .  Two b a s i c  approaches are 
evident .  F i r s t ,  by crossf  eeding an integrator-to-integrator 
output  e r r o r  s i g n a l ,  t h e  i n t e g r a t o r s  can be forced t o  t r a c k .  
Second, i f  i d e n t i c a l  s i g n a l s  a r e  processed by t h e  computers, t h e  
i n t e g r a t o r s  w i l l  t r a c k  together .  The s e l e c t i o n  of i n t e g r a t o r  
equa l i za t ion  technique w i l l  impact t h e  redundancy technique i n  
general  and t h e  f i n a l  system conf igura t ion  i n  p a r t i c u l a r .  

RELIABILITY 

R e a l i s t i c  R e l i a b i l i t y  Goals 

The F-8C DFBW program presen t s  a  unique and d ive r se  set  of 
r e l i a b i l i t y  requirements. The v e h i c l e  i s  a  m i l i t a r y  a i r c r a f t  
opera t ing  i n  a  research  environment t o  poss ib ly  s imula te  commer- 
c i a l  t r a n s p o r t  problems. Therefore,  t h e  F-8C DFBS f l i g h t  c o n t r o l  
system should be 1) s u f f i c i e n t l y  s a f e  f o r  f l i g h t  t e s t  purposes 
(perhaps m i l i t a r y  r e l i a b i l i t y  requirements a r e  app l i cab le )  and 
2 )  r e p r e s e n t a t i v e  of acceptable  commercial t r a n s p o r t  systems. 



A commercial t r a n s p o r t  fly-by-wire c o n t r o l  system f u n c t i o n  
must be f u l l y  dependable. P r o b a b i l i t y  of t o t a l  loss-of-funct ion 
should be no g r e a t e r  than t h e  p r o b a b i l i t y  of encountering a mech- 
a n i c a l  c o n t r o l  system o r  major s t r u c t u r a l  f a i l u r e ,  al though t h i s  
l e v e l  may n o t  be achieved i n  a research  and development s i t u a t i o n .  

The s p e c i f i c a t i o n  of r e l i a b i l i t y  design requirements f o r  
e l e c t r i c a l  c o n t r o l  systems is  a complex and c r u c i a l  func t ion  a s  
these  r e l i a b i l i t y  requirements e s t a b l i s h  t h e  redundancy l e v e l s  
f o r  n o t  only t h e  c o n t r o l  channels,  se rvo  a c t u a t o r s ,  and senso r s ,  
but  equa l ly  important ,  t h e  e l e c t r i c a l  and hydrau l i c  supp l i e s ,  
It now appears ,  from r e c e n t  d a t a ,  t h a t  e a r l y  f a i l u r e  r a t e  goa ls  
e s t a b l i s h e d  f o r  fly-by-wire c o n t r o l  systems may have been over ly  
severe  i n  ccmparison t o  t h e  r e s u l t s  being experienced on conven- 
t i o n a l  c o n t r o l  systems i n  many of our  c u r r e n t  m i l i t a r y  a i r c r a f t  
designs.  

Representa t ive  A i r  Force s a f e t y  d a t a  ( r e f .  18) f o r  a p e r i ~ d  
of 10 yea r s  (1964 t o  1973) show a c u r r e n t  f i g h t e r  a i r c r a f t  - l o s s  
r a t e  due t o  f l i g h t  c o n t r o l s  a t  a r a t e  of 54.6 pe r  l o 7  f l i g h t  
hours and due t o  hydrau l i c  systems of 35.1 pe r  l o 7  hours f o r  a 
combined r a t e  of 89.7 p e r  l o 7  f l i g h t  hours.  Large bomber and 
t r a n s p o r t  a i r c r a f t  a r e  e x h i b i t i n g  a major acc iden t  r a t e  of 5.5 - 
per  10'  f l i g h t  hours due t o  f l i g h t  c o n t r o l  system f a i l u r e s .  
Rotary wing a i r c r a f t  a r e  t y p i c a l l y  encountering l o s s e s  equiva- 
l e n t  t o  19.2 pe r  l o 7  f l i g h t  hours f o r  f l i g h t  c o n t r o l  f a i l u r e s ,  
and 9.6 p e r  l o 7  f l i g h t  hours f o r  hydrau l i c s  f o r  a combined t o t a l  
r a t e  of l o s s  of 28.8 p e r  l o 7  f l i g h t  hours.  

Navy d a t a  ( r e f .  18 and 19)  i n d i c a t e s  equ iva len t  primary 
f l i g h t  c o n t r o l  system-related a i r c r a f t  l o s s  r a t e s .  During t h e  
10-year t i m e  per iod  of 1960 t o  1970, a n a l y s i s  of t h e  F-4, F-8, 
A-5, A-6, and A-7 f i g h t e r s  shows a combined average of 55 a i r c r a f t  
l o s s e s  per  l o 7  f l i g h t .  hours due t o  f l i g h t  c o n t r o l s  and an average 
a i r c r a f t  l o s s  r a t e  of 34.7 p e r  l o 7  f l i g h t  hours due t o  hydrau l i c  
systems f o r  a combined t o t a l  of 89-7 pe r  107 f l i g h t  hours.  The 
average Navy mishap r a t e  due t o  f l i g h t  c o n t r o l s  ( a c c i d e n t s ,  in -  
c i d e n t s ,  and ground acc iden t s )  was 9 , 4  mishaps p e r  l o 5  f l i g h t  
hours.  This mishap r a t e  i s  approximately 20 t i m e s  h igher  than 
the  l o s s  r a t e .  This  same r e p o r t  sugges ts  t h a t  a more r e a l i s -  
t i c  f a i l u r e  r a t e  goa l  f o r  fly-by-wire c o n t r o l s  would be 20 a i r -  



c r a f t  l o s s e s  pe r  l o 7  f l i g h t  hours no t  inc luding  a i r c r a f t  e lec-  
t r ica l  o r  hydraul ic  power. This goal  would rep resen t  a three-  
to-one improvement i n  s a f e t y  over c u r r e n t  conventional f i g h t e r  
primary f l i g h t  c o n t r o l  system experience,  

A number of papers on fly-by-wire systems f o r  commercial ... 
t r a n s p o r t  a i r c r a f t  have used a goal  of 2.3 x lo - '  f a i l u r e s  per  
hour which was based upon CAB/FAA commercial t r a n s p o r t  d a t a  i n  
t h e  1949 t o  1952 time period and d i d  no t  inc lude  f u l l y  powered 
con t ro l s .  More recen t  d a t a  f o r  t h e  per iod of 1962-1969 from CAB 
and NTSB sources show t h e  mechanical f l i g h t  con t ro l  systems of 
commercial t r a n s p o r t  a i r c r a f t  experienced a f a i l u r e  r a t e  of  1.19 
x l o m 7  f a i l u r e s  -per f l i g h t  hour. 

A goal  of less than 1 x f a i l u r e s  per  f l i g h t  hour has 
been c i t e d  a s  r e a l i s t i c  f o r  t h e  1980-85 advanced t r a n s p o r t  
f l i g h t  c o n t r o l  designs.  

This d i s p a r i t y  of d a t a  and goa l s  i n d i c a t e s  t h e  wide range 
of reasonable r e l i a b i l i t y  goals  which could be appl ied  t o  t h e  
F-8C program. It is  apparent t h a t  t h e  1 x 10'~ f a i l u r e  p e r  
f l i g h t  hour requirement is n o t  unreasonable f o r  a t r a n s p o r t  air- 
c r a f t .  Y e t ,  i n  t h e  F-8C, t h i s  must be balanced a g a i n s t  t h e  c o s t  
requi red  t o  achieve t h e  goal  as w e l l  a s  consis tency with o the r  
a i r c r a f t  systems such a s  e l e c t r i c a l  and hydraul ic  supp l i e s .  

Preliminary System R e l i a b i l i t y  Analysis 

High opera t iona l  r e l i a b i l i t y  may be achieved by t h e  proper 
app l i ca t ion  of t h e  following f e a t u r e s ,  ind iv idua l ly  o r  i n  
var ious  combinations : 

o Redundant channels 

o Independent backup sys  tern 

o Cross-feeding 

o Bui l t - in  t e s t  (both p r e - f l i g h t  and i n - f l i g h t  
s e l f - t e s t )  

o In- l ine  monitoring 



o Reduced complexity 

o  High- re l i ab i l i ty  p a r t s  

The following s impl i f i ed  r e l i a b i l i t y  a n a l y s i s  was performed 
e a r l y  i n  t h e  study t o  e s t a b l i s h  some reasonable prel iminary sys- 
tem redundancy concepts based upon t h e  r e l a t i o n s h i p  of t h e s e  fac-  
t o r s  i n  t h e  F-8C DFBW program. 

F l i g h t  c o n t r o l  channel models considered. - The s impl i f i ed  
channels and t y p i c a l  f a i l u r e  r a t e s  f o r  t h e  elements making up 
these  channels a r e  shown i n  Figure 9 .  Addit ional  assumptions 
made i n  t h e  a n a l y s i s  are l i s t e d  below: 

o  F a i l u r e  rate of a d i g i t a l  channel i s  i n  t h e  range 
of t o  f a i l u r e s  pe r  hour. 

D I G I T A L  CHANNEL ( 3 AXES ) 

COMPL ELECTRONICS 
SERVO VALVE 

(INCLUDES ANALOG 8 l NPUTS 
DIGITAL ELEMENTS 

4 x l o - 5  3 x 10-4 6 x 1 0 - 5  6x10 '~  TO 1 o - ~  

ANALOG BACKUP CHANNEL (SINGLE AXIS ) 

SERVO VALVE 
l NPUT 

I o -4 2 x loe5  3 XIO-5 

TOTAL = 1.5 X 

Figure 9. Control  Channel Models 
( F a i l u r e  Rates per  Hour) 



o F a i l u r e  r a t e  of an analog channel is  approximately 
1.5 x  l o m 4  f a i l u r e s  per hour pe r  a x i s  o r  f o r  3 
axes is  4-5  x l o w 4  f a i l u r e s  per hour. 

o  These systems do n o t  - inc lude  t h e  a c t u a t i o n  
funct ion;  t h e  p r o b a b i l i t i e s  of system f a i l u r e  
do n o t  inc lude  t h e  p r o b a b i l i t y  of a c t u a t o r  - 
f a i l u r e s  o r  of e l e c t r i c a l  o r  hydraul ic  supply 
f a i l u r e s .  

o  Mission t i m e  = 1 hour. 

o  P e r f e c t  comparison monitoring and switching. 

o  The analog backup i s  a  stand-by t r i p l e  channel 
funct ion  and requ i res  two o r  t h r e e  channels t o  
perform t h e  funct ion.  

Redundant conf igura t ions  considered. - The n ine  t y p i c a l  
redundant conf igura t ions  considered i n  t h i s  a n a l y s i s  a r e  l i s t e d  
i n  Table 11. I n  t h i s  t a b l e ,  t h e  number of d i g i t a l  and/or back- 
up channels i s  i n d i c a t e d  by numerical s u p e r s c r i p t s ,  The sub- 
s c r i p t  "C" i n d i c a t e s  comparison-monitored systems, while t h e  
s u b s c r i p t  "T" i n d i c a t e s  s e l f - t e s t  with 95  percent  c a p a b i l i t y  of 
d e t e c t i n g  a l l  computational f a u l t s  is  used i n  add i t ion  t o  com- 
par i son  monitoring. 

Pacing f a i l u r e  e f f e c t s .  - Table 111 shows t h e  major cause 
f o r  a b o r t  and major t o t a l  system f a i l u r e  cause f o r  each of t h e  
t y p i c a l  redundant conf igura t ions .  The t e r m  "abort"  used h e r e i n  
denotes t h e  case i n  which a  f l i g h t  t e s t  mission is  cancel led  o r  
no t  completed due t o  concern f o r  f l i g h t  s a f e t y  a s  a  r e s u l t  of one 
o r  more component f a i l u r e s .  



TABLE 11, - CANDIDATE SYSTEMS 

Comparison p l u s  
95% s e l f  test  

Comparison p l u s  
95% s e l f  test  

Comparison p l u s  
s e l f  tes t  

TABLE 111. - PACING FAILURE EFFECTS 

Major t o t a l  
f a i l u r e  c a u s e  

One channe l  f a i l s  

One channe l  f a i l s  and 
s e l f  test  f a i l s  

Two channe ls  f a i l  

Two channe ls  f a i l  and 
s e l f  tes t  f a i l s  

One channe l  f a i l s  and 
backup system f a i l s  

Two channe ls  f a i l  and 
s e l f  test  f a i l s  

Two channe ls  f a i l  and 
backup system f a i l s  

One d i g i t a l  channe l  and 
one ana log  channe l  f a i l s  

Two channe ls  f a i l  and 
s e l f  test  f a i l s  

System 

2 
Dc 

D T ~  

DC 

'T 

DC2B3 

DT2B3 

DC3B3 

D ~ ~ B ~  

D ~ ~ B ~  

Major a b o r t  cause  

One channe l  f a i l s  

One channe l  f a i l s  

One channe l  f a i l s  

Two channe ls  f a i l  

One c h a n n e l  f a i l s  

One channe l  f a i l s  and 
s e l f  test  f a i l s  

Two channe ls  f a i l  

One channe l  f a i l s  

One channe l  f a i l s  



P r o b a b i l i t y  of a b o r t  o r  f a i l u r e  c a l c u l a t i o n s ,  - The calcu- 
l a t i o n  of p r o b a b i l i t y  of a b o r t  and p r o b a b i l i t y  of t o t a l  system 
f a i l u r e s  f o r  each of t h e  n i r e  t y p i c a l  redundant conf igu ra t ions  
is included below, 

1) Two d i g i t a l  channels,  comparison monitoring and no analog 
backup: For t h i s  conf igura t ion ,  it i s  assumed t h a t  any component 
f a i l u r e  w i l l  r e s u l t  i n  both an a b o r t  and t o t a l  system f a i l u r e ,  

P ( a b o r t )  = p r o b a b i l i t y  of a b o r t ,  

where t = 1 h r  

??( total  f a i l u r e )  = 2 h D t  = 2 x t o  2 x l o m 4  

2 )  Two d i g i t a l  channels ,  comparison p l u s  95 pe rcen t  s e l f - t e s t  
and no analog backup: For t h i s  conf igu ra t ion  it i s  assumed t h a t  
t he  l o s s  of any channel w i l l  r e s u l t  i n  an a b o r t .  

P ( a b o r t )  = 2 h D t  = 2 x  t o  2 x  

where t = 1 h r  

Fur the r ,  it i s  assumed t h a t  i f  t h e  f i r s t  channel f a i l u r e  is  
de tec t ed  by s e l f - t e s t  (95 pe rcen t  of t h e  t i m e ) ,  t h e  mission w i l l  
cont inue with  t h e  one remaining channel,  I f  t h e  f i r s t  channel 
f a i l u r e  i s  no t  de tec t ed  by s e l f - t e s t  (5  pe rcen t  of t h e  t i m e )  both 
channels w i l l  t u r n  of f  v i a  comparison monitoring and a t o t a l  sys- 
t e m  f a i l u r e  w i l l  occur.  

A very c l o s e  approximation of t h e  p r o b a b i l i t y  of t o t a l  sys- 
t e m  f a i l u r e  i s  

2 
P ( t o t a 1  f a i l u r e )  = 2(0.05 h D t )  + 0.95 ( h D t )  = 

to + to l o - * )  

P ( t o t a 1  f a i l u r e )  = 2 (0.05) A D t  = t o  

where t = 1 h r  



3) Three d i g i t a l  channels,  comparison monitoring, and no 
analog backup: For t h i s  conf igura t ion ,  it is  assumed t h a t  any 
single-channel f a i l u r e  w i l l  r e s u l t  i n  an abor t .  I n  o t h e r  words, 
i f  only two channels o u t  of t h e  t h r e e  a r e  opera t ing ,  t h e  mission 
w i l l  be  aborted.  

where t = 1 h r  

For t o t a l  system f a i l u r e  it is  assumed t h a t  two of t h e  t h r e e  
channels have t o  f a i l .  With comparison monitoring a t  l e a s t  two 
of t h e  t h r e e  channels must be opera t ing  f o r  comparison. 

(3ADt) ( 2 I D t )  
P ( t o t a 1  f a i l u r e )  = = 3hD2t2 = 3 x l o m 6  t o  3 x 

2 ! 

4 )  Three d i g i t a l  channels,  comparison + 95 pe rcen t  s e l f - t e s t ,  
no analog backup: For t h i s  conf igura t ion ,  it i s  assumed t h a t  two 
channels must f a i l  f o r  an a b o r t ,  o r  i f  only one channel i s  work- 
ing,  t h e  mission w i l l  be aborted.  

where t = 1 h r  

For mission r e l i a b i l i t y ,  it i s  assumed t h a t  i f  t h e  second 
channel f a i l u r e  is  de tec ted  by s e l f - t e s t  (95 pe rcen t  of t h e  t i m e )  
t h e  system w i l l  cont inue t o  opera te  with one channel.  On t h e  
o the r  hand, i f  t h e  second channel f a i l u r e  i s  n o t  de tec ted  by 
s e l f - t e s t  (5 percen t  of t h e  t ime) the t o t a l  system w i l l  t u r n  o f f  
v i a  comparison monitoring. 

A very c l o s e  approximation of t h e  p r o b a b i l i t y  of t o t a l  sys-  
t e m  f a i l u r e  is 

(3hDt) (0.05) ( 2 h D t )  (3hDt) (2) (0.95) ( h D t )  ( h D t )  
P ( t o t a 1  f a i l u r e )  = + 

2 : 3: 



The f i r s t  term: 
(aDt) (005) (2ADt) 2 - 7 

2 ! = 0.15 t = 1.5 x 10 t o  
D 

(3ADt) (2)  (095) ( A D t )  
2 

The second term: -9 = hDt) = 10 t o  10 
-12 

3: 

is s m a l l  with r e s p e c t  t o  t h e  f i r s t  t e r m  and t h e r e f o r e  can be neg- 
l ec ted .  

(3ADt) (0.05) (2ADt) 
P ( t o t a 1  f a i l u r e )  = = 0.15 it2 = 1.5 x 

2 ! 

5) Two d i g i t a l  channels,  t r ip le -channe l  analog backup, compari- 
son monitoring: For t h i s  conf igura t ion ,  it is  assumed t h a t  any 
d i g i t a l  channel f a i l u r e  w i l l  r e s u l t  i n  an abor t .  The f a i l u r e  
s t a t u s  of t h e  analog backup has no inf luence  on an a b o r t  dec i s ion .  

P ( a b o r t )  = 2ADt = 2 x l o m 3  t o  2 x where t = 1 h r  

For  mission r e l i a b i l i t y  i t  i s  assumed t h a t  t h e  one d i g i t a l  
channel and t h e  analog backup must f a i l  f o r  t o t a l  l o s s  of t h e  
system. With comparison monitoring between t h e  two d i g i t a l  chan- 
n e l s ,  l o s s  of any d i g i t a l  channel r e s u l t s  i n  a t o t a l  l o s s  of t h e  
d i g i t a l  channels,  and a switch t o  t h e  analog backup provides ad- 
d i t i o n a l  redundancy, 

( Z A D t )  (3AAt) ( Z A A t )  
P ( t o t a 1  f a i l u r e )  = 3 : 

where 2ADt = 2 x t o  2 x and 

A A = analog channel f a i l u r e  r a t e  = 4.5 x 

Therefore,  
-11 

P ( t o t a l  f a i l u r e )  = (40.50) (10 t o  10-12) 

= 4 x 1 0  -lo t o  4 x 10 -11 



6 )  Two d i g i t a l  channels,  comparison monitoring + 95 percent  
s e l f - t e s t ,  with a t r i p l e  channel analog backup: For t h i s  con- 
f i gu ra t i on ,  it is  assumed t h a t  t h e  l o s s  of t h e  d i g i t a l  funct ion  
w i l l  r e s u l t  i n  mission abor t .  

P (abor t )  = (2) (0.05) Dt = l o m 4  t o  where t = 1 h r  

For mission r e l i a b i l i t y ,  t h r e e  sequences of f a i l u r e s  could 
occur : 

o Fa i l u r e  Sequence 1. The f i r s t  d i g i t a l  channel f a i l u r e  
i s  not  de tec ted  by t he  s e l f - t e s t  (5 percent  of t i m e )  . 
For t h i s  sequence, t h e  two d i g i t a l  channels w i l l  t u r n  
o f f  because of miscompare and t he  analog backup w i l l  be 
switched on, and t h e  analog backup must f a i l  (two analog 
channel f a i l u r e s )  f o r  a t o t a l  system f a i l u r e  (complete 
l o s s  of system funct ion)  . 

o Fa i l u r e  Sequence 2 .  The f i r s t  d i g i t a l  channel f a i l u r e  
is  detec ted  by s e l f - t e s t  (95 percent  of t i m e )  and t h e  
second d i g i t a l  channel f a i l u r e  i s  no t  de tec ted  by s e l f -  
test  (5 percent  of t i m e ) .  For t h i s  sequence it i s  
assumed t h a t  t he  analog backup cannot be switched on. 
I n  t h i s  case,  a system f a i l u r e  occurs a f t e r  t h e  secohd 
d i g i t a l  channel f a i l u r e .  

o Fa i l u r e  Sequence 3 .  The f i r s t  d i g i t a l  channel f a i l u r e  
is  detec ted  by s e l f - t e s t  (95 percent  of t i m e )  and t h e  
second d i g i t a l  channel is a l s o  de tec ted  by self-test. 
For t h i s  sequence, it is  assumed t h a t  t h e  analog backup 
w i l l  be switched on, and t h e  analog backup must f a i l  
(two analog channel f a i l u r e s )  f o r  a t o t a l  system f a i l u r e  
(complete l o s s  of system func t ion) .  

The p robab i l i t y  of t o t a l  system f a i l u r e  can be approximated 
by t he  summation of t he  p r o b a b i l i t i e s  of f a i l u r e  sequences 1 
through 3 .  Hence, t h e  p robab i l i t y  of l o s s  of t h e  t o t a l  system 
funct ion  i s  approximately : 



f a i l u r e  sequence 2 
V 

P ( t o t a 1  system) = 
( 2 )  ( o o % D t )  (3AAt) (aAt) (2) (0.95hDt) (.05hDt) + 

3 1 2 ! 

f a i l u r e  sequence 3 
v / 

P ( t o t a 1  system) = (2 x 10-l1 t o  2 x 10-12) + (5 x l o m 8  t o  5 x 10-lo) 

7) Three d i g i t a l  channels,  comparison monitoring with a t r i p l e -  
channel analog backup: For t h i s  conf igura t ion  it is  assumed t h a t  
two d i g i t a l  channels must f a i l  f o r  a mission abor t .  The f a i l u r e  
s t a t u s  of t h e  analog backup system has no inf luence  on an abor t  
dec is ion .  

where t = 1 hr  and A D  = l o w 3  t o  l o m 4  s o  t h a t  

P (abor t )  = 3 x 10-6 t o  3 x 10-8 

For t o t a l  system f a i l u r e  it i s  assumed t h a t  two d i g i t a l  channels 
must f i r s t  f a i l  and then two of t h e  t h r e e  analog backup channels 
must f a i l .  

(3hDt) (2hDt)  (3hAt) (2hAt) 
P ( t o t a 1  f a i l u r e )  = 

4 ! 

where: t = 1 hr .  A D  = l o e 3  t o  l o m 4 .  and h A  = 

P ( t o t a 1  f a i l u r e )  = (0.75) h i  h A  
2 



8) Two d i g i t a l  channels,  dual-channel analog backup, and 
comparison monitoring: The p r o b a b i l i t y  of t o t a l  system f a i l u r e  
r e s u l t s  d i f f e r  i f  t he  analog backup system conf igura t ions  a r e  
dual  channel i n s t e a d  of t r i p l e  channel,  

2A Dt 2XAt 
P ( t o t a l  f a i l u r e )  = 

2 ! 

where: A D  = t o  10 - 10 

O r ,  P ( t o t a 1  f a i l u r e )  = 

i n s t e a d  of 4.0 x 10 -lo t o  4,O x 10 -I1 with a t r i p l e -  
channel analog backup. 

9)  Two d i g i t a l  channels,  comparison monitoring + 95 pe rcen t  
s e l f - t e s t ,  with a dual-channel analog backup: I n  this case (dual  
analog backup) t h e  p r o b a b i l i t y  of t o t a l  system f a i l u r e  can be 
approximated by : 

(2) (0.05) ( h D t )  (2hAt) 
P ( t o t a 1  f a i l u r e )  = 

2 ! 

Ins tead  of 5 x l o s 8  t o  5 x 10 -lo f o r  t h e  t r ip le-analog  backup 
channel. 



The r e s u l t a n t  ranges of abor t  p r o b a b i l i t i e s  and t o t a l  sys- 
tem f a i l u r e  p r o b a b i l i t i e s  ca lcu la ted  f o r  t h e  n ine  d i f f e r e n t  con- 
f i g u r a t i o n s  is  p l o t t e d  i n  F igure  10. The primary conclusion t h a t  
may be drawn from t h i s  f i g u r e  is  t h a t  a t  l e a s t  a t h r e e - d i g i t a l  
channel system with e i t h e r  s e l f - t e s t  o r  a backup system i s  re- 
qui red  f o r  mission r e l i a b i l i t y  and f l i g h t  s a f e t y .  

The previous c a l c u l a t i o n s  involve t h e  sensor  and computation 
por t ions  of hypo the t i ca l  conf igura t ions ,  bu t  do no t  inc lude  t h e  
ac tua to r  por t ions ,  Typical ly ,  f l i g h t  c o n t r o l  systems may be 
divided i n t o  t h r e e  func t iona l  s e c t i o n s  cons i s t ing  of  sensors ,  
computation, and ac tua t ion  each having approximately the  same 
f a i l u r e  r a t e ,  Consequently, a complete system may be pro jec ted  
t o  have a f a i l u r e  p r o b a b i l i t y  l a r g e r  than  t h e  above ca lcu la ted  
va lues  by a r a t i o  of 3:2, - 

MAINTAINABILITY 

Main ta inab i l i ty  can be considered a s  t h e  p r o b a b i l i t y  t h a t  
t h e  system w i l l  be operable  when c a l l e d  upon t o  perform a mission. 

The maintenance concept recommended here  i s  based upon 
Honeywell's understanding of t h e  maintenance systems t h a t  w i l l  
be a v a i l a b l e  f o r  t h e  F-8C a i r c r a f t  combined with those  main- 
t a i n a b i l i t y  c h a r a c t e r i s t i c s  t h a t  can be inheren t ly  designed i n t o  
t h e  F-8C DFBW system, Based on t h e s e  aspects  t h i s  recommended 
maintenance concept w i l l  provide maximum equipment a v a i l a b i l i t y  
with minimum r e p a i r  f a c i l i t i e s ,  The recommended maintenance con- 
cept  f o r  t h e  recommended r e p a i r  l e v e l s  is  discussed below. 

F l i g h t  Line 

Correc t ive  maintenance a t  t h i s  l e v e l  i s  aimed a t  cur ing  any 
F-8C system f a u l t s  and r e s t o r i n g  t h e  a i r c r a f t  back i n t o  s e r v i c e  
a s  quickly  a s  p,--siblea Maintenance c o n s i s t s  of f l i g h t - l i n e  
system-level t roubleshooting t o  f a u l t y  l i n e  replaceable  u n i t s  
( L R U S ) ,  replacement of t h e s e  f a u l t y  LRUs, and system checkout t o  
assure  t h a t  t h e  systems have been re turned  t o  an opera t iona l  
s t a t u s .  A c t i v i t i e s  a t  t h i s  l e v e l  inc lude  on-a i rc ra f t  l i n e  check 
and o n - a i r c r a f t  maintenance. 





On-aircraf t  l i n e  check - ( v e r i f i c a t i o n  of f a i l u r e s ) .  - This 
a c t i v i t y  involves : 

o Line check, without e x t e r n a l  ATE o r  p i l o t  a s s i s t ,  
w i l l  be provided by BIT, 

o  The l i n e  check, accomplished only with bu i l t - in -  
test ,  w i l l  d e t e c t  90-95 percent  of a l l  f a i l u r e s .  

o  Based on p a s t  Honeywell experience it i s  judged 
t h a t  t h i s  t a s k  can be accomplished i n  less than  
1 minute (excluding access t ime) . 

On-ai rcraf t  maintenance. - This a c t i v i t y  involves:  

o  The system BIT  w i l l  be used t o  l o c a l i z e  f a i l u r e s  
t o  a  s p e c i f i c  LRU. 

o When f a u l t  l o c a l i z a t i o n  i s  accomplished with B I T  
a lone,  t h e  t a s k  can be accomplished wi th in  2 
minutes. 

o  Only a  s i n g l e  crew member w i l l  be requi red  t o  
perform t h i s  BIT  f a u l t  l o c a l i z a t i o n  funct ion.  

o  I f  t h i s  i n i t i a l  B I T  t e s t i n g  has n o t  i s o l a t e d  
t h e  f a u l t ,  a d d i t i o n a l  t e s t i n g  w i l l  be requi red  
(a l imi ted  degree of exe rc i s ing  c o n t r o l s  and 
reading a i r c r a f t  i n d i c a t o r s  w i l l  be r e q u i r e d ) ,  

o  When a d d i t i o n a l  t e s t i n g  over  BIT  is  requi red  
t o  i s o l a t e  a  f a i l u r e  t o  s p e c i f i c  l ine- replacable  
u n i t  (LRU) an a d d i t i o n a l  3 - 0  minutes over  BIT 
f a u l t  l o c a l i z a t i o n  w i l l  be requi red .  

o  Excluding t h e  sensors  and a c t u a t o r s ,  t h e  B I T  
using t h e  same s i n g l e  r e p a i r  c r e w  m e m b e r  w i l l  
l o c a l i z e  95 percent  of t h e  remaining system 
f a i l u r e s  t o  t h e  LRU l e v e l .  

w .  >; . ,  
o Once t h e  system f a i l u r e  has been l o c a l i z e d  t o  

% ," 
a p a r t i c u l a r  LRU, a c t u a l  system r e p a i r  is ac- 
complished by replac ing  t h e  suspected f a u l t y  
LRU with one t h a t  i s  known t o  be wi th in  test  
s p e c i f i c a t i o n .  



o A l l  LRUs should be designed with alignment 
f e a tu r e s  and quick disconnect ,  where poss ib le ,  
t o  be removable wi th  common hand t o o l s ,  

o Each system LRU of a p a r t i c u l a r  type w i l l  be 
d i r e c t l y  interchangeable with o the r  LRUs of 
t he  same type. 

o Once access  has been gained t o  a f a u l t y  LRU, 
it has been t y p i c a l l y  found t h a t  t he  f a u l t y  
equipment can be removed and replaced wi th in  
1 0  min of elapsed time by a s i n g l e  crew member 
(except f o r  a c t u a t o r s ) .  

o System BIT w i l l  a l s o  be u t i l i z e d  t o  v e r i f y  f a u l t  
co r rec t ion  a f t e r  system r e p a i r  has been completed. 

o Components of t h e  type planned f o r  t he  F-8C 
DFBW system do no t  r equ i re  prevent ive maintenance 
(except f o r  a c tua to r s )  . 

The mean co r r ec t i ve  maintenance t i m e  goal  est imated t o  re- 
s t o r e  a f a u l t y  system (excluding ac tua to r s )  i n  t h e  a i r c r a f t  is: 

1.0 minute f o r  v e r i f i c a t i o n  

3.0 minutes f o r  f a u l t  i s o l a t i o n  (worst case)  

10.0 minutes f o r  LRU replacement 

2.0 minutes f o r  BIT  checkout - 
16.0 minutes t o t a l  mean co r r ec t i ve  maintenance t i m e  

(MTTR) excluding ac tua to r s .  

Hangar Level 

A l l  LRUs t h a t  a r e  removed from t h e  system a t  t h e  f l i g h t  l i n e  
l e v e l  a r e  de l ive red  t o  the  hangar l e v e l .  Generally,  r e p a i r  of t h e  
system a t  t h i s  l e v e l  i s  l imi ted  t o  LRU t roubleshooting and re- 
placement of cards  o r  modules. 

Using manual test  equipment and spare  cards/modules t h e  
f a u l t  i n  t h e  LRU w i l l  be i s o l a t e d  t o  t h e  s p e c i f i c  card o r  module 
causing t h e  LRU f a u l t .  The de fec t ive  card  o r  module w i l l  then 
be replaced and the  LRU checked ou t ,  This approach w i l l  minimize 
LRU down t i m e .  Based on Honeywell experience, it is  judged 



t h a t  t h e  average t i m e  t o  perform t h i s  t a s k  w i l l  be  l e s s  than 1.0 
hour. This excludes sensors  and a c t u a t o r s ,  

The BIT may be used i n  conjunct ion w i t h  t h e  manual test 
equipment t o  v e r i f y  f a u l t  c o r r e c t i o n  a f t e r  LRU r e p a i r  has been 
completed. Faul ty  plug-in ca rds  w i l l  be  s e n t  t o  t h e  shop l e v e l  
f o r  r e p a i r ,  Faul ty  gyros,  accelerometers ,  and s t i c k  t ransducer  
assemblies w i l l  be re turned  t o  t h e  shop f o r  poss ib le  r e p a i r  o r  
f u r t h e r  processing, and then  s e n t  t o  t h e  sub-unit  vendor f o r  
r e p a i r  o r  replacement. Specia l  test  equipment a t  the hangar 
l e v e l  may inc lude  r a t e  f i x t u r i n g  f o r  t h e  gyro LRUs, a d iv id ing  
head f o r  accelerometer LRUs and fo rce  f i x t u r e s  f o r  t h e  s t i c k  
t ransducer  LRU. This equipment may be l i m i t e d  t o  t h e  shop, the re -  
by requ i r ing  t h e s e  LRUs t o  be shipped d i r e c t l y  t o  t h e  shop f o r  
maintenance a c t i o n s ,  

Shop Level 

Repair a t  t h i s  l e v e l  should be r e s t r i c t e d  t o  t h a t  which re- 
q u i r e s  s k i l l ,  t o o l s ,  o r  p e c u l i a r  ground support  equipment no t  
normally nor economically placed i n  t h e  hangar. This  inc ludes  
r e p a i r  of plug-in cards  and sub-units,  and p o s s i b l e  f a u l t  i s o -  
l a t i o n  of rate gyro, accelerometer,  and s t i c k  f o r c e  t ransducer  
LRUs , 

Repair of a Honeywell-manufactured plug-in c i r c u i t  ca rd  nor- 
mally can be accomplished wi th in  1 , 5  hours. C e h t r a l  processor  
u n i t  (CPU) o r  memory cards  genera l ly  r e q u i r e  2,25 hours whereas 
a f a u l t y  gyro may requ i re  16 hours of r e p a i r ,  , 

Repair of t h e  CPU o r  memory card  i s  n o t  n6rmally recommended 
a t  t h e  shop l e v e l  because of t h e  s p e c i a l  equipment and tech-  
niques required f o r  f a i l u r e  i s o l a t i o n .  S imi lar ly ,  r e p a i r  of  
i n e r t i a l  devices  (gyros and accelerometers)  and t h e  s t i c k  t r a n s -  
ducer assembly i s  n o t  recormnended'at t h e  shop. These sub-units 
should be re turned  t o  t h e  vendor f o r  r e p a i r  o r  replacement. This 
is e s p e c i a l l y  t r u e  f o r  a o n e - a i r c r a f t  system such a s  t h e  F-8C, 
This approach w i l l  in f luence  t h e  number of s p a r e  a s skpb l i e s  re- 
qui red  f o r  t h e  f i e l d  maintenance l e v e l ,  With t h i s  recommended 
maintenance concept f o r  t h e  shop r e p a i r  l e v e l ,  an N T ~ R  of 2.5 
hours has  been experienced f o r  s i m i l a r  types  of a i r c r a f t  equip- 
ment on o t h e r  Honeywell programs. 



The candidate  conf igura t ions  formulated i n  this study must 
comply with t h e  s a f e t y  requirements of FAR-25 ( t h e  a i rwor th iness  
standards:  Transport  category a i r p l a n e s ) ,  and i n  p a r t i c u l a r  
paragraphs 25.1309 and 25.1329 (amendment 25-23 of May 8 ,  1971),  
A discuss ion  of t h e  s p e c i f i c  requirements and t h e  manner of 
showing compliance follows i n  Tables IT7 and V ,  

TABLE IV. 25,1309 - EQUIPMENT SYSTEMS AND INSTALLATIONS 

description. In all  cases, the probability is 
less than 1 x 10-7. 

C) Warning information must be provided to 
alert the crew to unsafe system operating 
conditions, and to enable them to take appro- 
priate corrective action. Systems, controls, 
and associated monitoring and warning 
means must be designed so  that crew er rors  
that would create additional hazards a r e  
improbable. 

d) Compliance with the requirements of sub- 
paragraphs (b) and (c)  of this subsection 
mdst be shown by analysis, and where neces- 
salry, by appropriate ground, flight, or 
flight siqulator tests. The analysis must 
consider:" 

1) Possible modes of failure, including 
malfbctions and damage from ex- 
ternal sources. 

2)  The probability of multiple failures 
and undetected failures. 

3) The resulting effects on the airplane 
and occupants, considering the stage 
of flight and operating conditions, and 

4 )  The crew warning cues, corrective 
action required, and the capability of 
detecting faults. 

The in-flight monitoring (or self-test) includes 
both software and hardware. One part of the 
hardware is the annunciators o r  failure warn- 
ing displays. 

Compliance with these requirements was demon- 
strated by the success path analysis of each 
configuration. This analysis did consider the 
factors listed in subparagraphs (d), 1, 2, 3, 
and 4. 



TABLE IV* 25,1309 - EQUIPMENT SYSTEMS AND INSTALLATIONS 
(CONCLUDED ) \ 

FAR-25 requirement I 
- 

e) Each installation whose functioning is re-  
quired by this subchapter, and that requires 
a power supply, is an "essential load" on 
the power supply. The power sources and 
the system must be able to supply the fol- 
lowing power loads in probable operating 
combinations and for probable durations: 

1) Loads connected to the system with 
the system functioning normally. 

2) Essential loads, after failure of any 
one prime mover, power converter, 
or energy storage device. 

3) Essential loads after failure of: 

i ) Any one engine on two-or-three 
engine airplanes, and 

ii) Any two engines on four or more 
engine airplanes. 

4 )  Essential loads for which an alternate 
source of power is required by this 
chapter, after any failure or mal- 
function in any one power supply sys- 
tem, distribution system, or other 
utilization system. 

f )  In determining compliance with subpara- 
graphs (e) (2 )  and (3) of this subsection, the 
power loads may be reduced under a mon- 
itoring procedure consistent with safety in 
the kinds of operation authorized. Loads 
not required in controlled flight need not be 
considered for the two-engine inoperative 
condition on airplanes with four or more 
engines. 

g) In showing compliance with paragraphs 
(a) and (b) of this subsection with regard 
to the electrical system and equipment 
design and installation, critical environ- 
mental conditions must be considered. For 
electrical generation, distribution, and 
utilization equipment required by or  used in 
complying with this chapter, except equip- 
ment covered by Technical Standard Ordprs 
containing environmental test procedures, 
the ability to provide continuous safe se r -  
vice under foreseeable environmental 
conditions may be shown by environmental 
tests, design analysis, or reference to 
previous comparable service experience on 
other aircraft. 

Comments 

The aircraft electrical system four 
isolated d-c buses. The hydraulic system pro- 
vides two isolated sources which a re  each able 
to supply full pressure and adequate flow 
capability. 

Not applicable, a s  this iS a single-engine 
aircraft. 

Electrical power for fly-by-wire controls 
requires higher quality dependability than now 
currently available from the nominal MIL-STD- 
704 which permits spikes and interruptions not 
tolerable for precision control. Thus, the 
electrical supply must undergo processing, 
filtering, and regulation within the power sup- 
plies of the flight control system. Considerable 
ingenuity is required to provide sufficient in- 
dependent and isolated power sources for a quad- 
redundant electrical flight control system on a 
single-engine aircraft. Electrical busses must 
be maintained independently to avoid single- 
failure points. Batteries for backup electrical 
power sources can weigh sizable amounts and 
require additional maintenance support to ensure 
safe operating conditions. 

The critical environmental conditions defined 
in this subsection a re  similar to the environ- 
mental requirements of a number of Honeywell 
operating digital systems including the a i r  data 
computer system and the performance and 
assessment monitor (PAFAM) used in the Douglas 
DC-10. 



TABLE V. 25.1329 - AUTOMATIC PILOT SYSTEM 
v 

e) Attitude controls must- operate in the plane All controls shall operate in accordance with 
and sense of motion specified in 25.777 (b) the common conventions a s  specified. 
and 25.779 (a) for cockpit controls. The 
direction of motion must be plainly indicated 

action. Fail 
iques described 

elsewhere in this s 

be positive interlocks and sequencing of simple modification of the sequencing by pro- 
engagement to prevent improper operation. gram changes. 
Protection against adverse interaction of 

I 
integrated components resulting from a 
malfunction, is also required. 



NATURAL HAZARDS 

Lightning S t r i k e  Information 

A i r c r a f t  a r e  s t ruck  q u i t e  f requent ly  by na tu r a l  l igh tn ing  
discharges.  The average i s  one s t r i k e  pe r  2,500 hours f o r  t h e  
commercial a i r l i n e s  f l e e t  with damage severe enough t o  requ i re  
r e p a i r  according t o  information provided by t he  Lightning and 
Trans ients  Research I n s t i t u t e ,  Minneapolis, MN. Most of t h e  
work of t h e  Lightning and Trans ients  Research I n s t i t u t e  is con- 
cerned with research  on l i gh tn ing  phenomena and r e l a t e d  t ran-  
s i e n t s ,  and i n  p a r t i c u l a r ,  a i r c r a f t  l i gh tn ing  p ro tec t ion  and 
r e l a t e d  r ad io  i n t e r f e r ence  reduct ion.  I n  t h e  period 1946 - 1969 
L & T has prepared about 500 r epo r t s  which dea l  with t h i s  a rea  
of research.  

I n  t he  p r e - j e t  e r a  where l i t t l e  a t t e n t i o n  was paid t o  
l i gh tn ing  p ro tec t ion ,  t o t a l  e l e c t r i c a l - e l e c t r o n i c  systems f a i l -  
ures  w e r e  occas ional ly  repor ted ,  bu t  with modern jet a i r c r a f t ,  an 
extens ive  amount of l igh tn ing  p ro tec t ion  i s  done on t he  a i r c r a f t  
and t o  da te ,  no complete e l e c t r i c a l  system f a i l u r e s  have occurred 
from l ightn ing .  Recent informal information i nd i ca t e s  t h a t  t he  
new l a r g e r  a i r c r a f t  such a s  t h e  Boeing 747 and Douglas DC-10 a r e  
more su scep t i b l e  t o  l igh tn ing  s t r i k e s  than smaller  a i r c r a f t .  No 
q u a n t i t a t i v e  da t a  i n  t h i s  regard has been published, however. 

E l e c t r i c a l  system problems due t o  l igh tn ing  s t r i k e s  on 
f i g h t e r  a i r c r a f t  have been repor ted  over t h e  years  and a r e  f a i r -  
l y  w e l l  documented with evidence of a w i d e  range of problems 
ranging from complete e l e c t r i c a l  system f a i l u r e  t o  minor damage 
t o  various e l e c t r i c a l - e l e c t r o n i c  c i r c u i t s .  

Lightning s t r i k e s  of a i r c r a f t  i n  f l i g h t  were recorded i n  
29 ins tances  i n  a 10-year period covered by the  da t a  supplied 
from t h e  Naval Safety Center ( r e f .  19) . Damage ranged from minor 
t o  l o s s  of one a i r c r a f t .  Figure 11 shows t he  l i gh tn ing  s t r i k e  
r a t e  on a year-by-year ba s i s ,  with t h e  average r a t e  of l igh tn ing  

s t r i k e s  being 0.716 s t r i k e  pe r  10' f l i g h t  hours with a peak of 
two s t r i k e s  per  l o 5  hours i n  1967. Four l i gh tn ing  s t r i k e s  re- 
s u l t e d  i n  e l e c t r i c a l  system damage i n  t h e  a i r c r a f t ,  and one of 
these  four  a i r c r a f t  was l o s t  because of t o t a l  e l e c t r i c a l  power 
f a i l u r e  . 

Some of t h e  c h a r a c t e r i s t i c s  of n a t u r a l  l igh tn ing  discharges 
t o  a i r c r a f t  a r e  described i n  Table V I .  



YEAR 

Figure  11, L i g h t n i n g  S t r i k e  R a t e  ( B a s e d  on F 4 ,  
F8, A 5 ,  A6 ,  and A7 A i r c r a f t )  ' 

TABLE V I .  - CHARACTERISTICS OF NATURAL LIGHTNING 
DISCHARGES TO AIRCRAFT 

C u r r e n t  - a m p e r e s  

C h a r g e  t ransfer 
- coulombs 



A t y p i c a l  l igh tn ing  s t r i k e  has been defined i n  a  m i l i t a r y  
s p e c i f i c a t i o n  a s  r equ i r ing  equiva lent  components of 100,000- 
&peres c r e s t  5  x 10 psec waveshape, followed by an in termedia te  
25 coulomb 5000-ampere c r e s t  pulse  of 10 mil l isecond dura t ion  of 
one second. Recent evidence has ind ica ted  s t r o k e s  of  much grea t -  
e r  magnitude and consequently much h igher  energy. A r t i f i c i a l  test 
discharges a r e  being w r i t t e n  i n t o  new s p e c i f i c a t i o n s  and used i n  
tests on new a i r c r a f t  components where s a f e t y  of f l i g h t  is  
involved. 

Lightning Pro tec t ion  
t 

One of t h e  major concerns of opera t ing  an a i r c r a f t  with a  
fly-by-wire c o n t r o l  system i s  a c a t a s t r o p h i c  l o s s  of a l l  e lec-  
t r i c a l  power. Even l o s s  of power f o r  a  s h o r t  per iod of t i m e  can 
r e s u l t  i n  l o s i n g  c o n t r o l  of t h e  a i r c r a f t .  One of t h e  causes of 
e l e c t r i c a l  f a i l u r e  i s  l i g h t n i n g  discharge through t h e  a i r c r a f t ,  
and t h e  advent of all-weather a i r c r a f t  opera t ion  has increased 
the  p o s s i b i l i t y  of such l i g h t n i n g  s t r i k e s .  A s  noted e a r l i e r ,  
the  p r o b a b i l i t y  of a  l i g h t n i n g  s t r i k e  i s  i n  t h e  a r e a  of 0.7 t o  
40 per  l o 5  f l i g h t  hours. E l e c t r i c a l  system problems r e s u l t i n g  
from l i g h t n i n g  discharge have va r i ed  from genera tors  being t r i p -  
ped of f  t h e  l i n e  and i n t e r m i t t e n t  warning l i g h t  opera t ion  t o  
minor damage t o  var ious e l e c t r i c a l  and e l e c t r o n i c  c i r c u i t s ,  The 
use of more s e n s i t i v e  s o l i d  s t a t e  e l e c t r o n i c  components and 
higher-speed l o g i c  c i r c u i t s  w i l l  i nc rease  the  p o t e n t i a l  hazard 
from l i g h t n i n g  e f f e c t s  which produce electromagnet ic  pulses  i n  
c o n t r o l  c i r c u i t r y .  It has been demonstrated i n  r ecen t  years  t h a t  
f o r  s p e c i f i c  veh ic les ,  f a i r l y  complete l i g h t n i n g  p r o t e c t i o n  can 
be provided. Because of t h e  test  c a p a b i l i t i e s  which have been 
developed f o r  l i g h t n i n g  s t u d i e s ,  much has been learned  about t h e  
discharge phenomena through a i r c r a f t  and t h e  s t r u c t u r a l  design 
techniques needed t o  provide p r o t e c t i o n  f o r  d e l i c a t e  equipment. 

Lightning and Trans ient  Research I n s t i t u t e  of Minneapolis 
has done extens ive  study on t h i s  s u b j e c t ,  Their  genera l  conclu- 
s ions  a s  t o  t h e  e x t e n t  of damage.to be expected from l i g h t n i n g  
s t r i k e s  is  t h a t  t h e  phys ica l  l o c a t i o n  of t h e  e l e c t r i c a l  and e lec-  
t r o n i c  boxes and t h e  e l e c t r i c a l  wir ing  w i l l  be t h e  determining 
f a c t o r .  The r i s k  can be minimized by proper loca t ion  of compo- 
nents  and wir ing,  and i f  necessary,  a c t u a l  t e s t s  can be conducted 
t o  v e r i f y  t h e  lack of s u s c e p t i b i l i t y  t o  l i g h t n i n g  damage. 



I t  must be made clear t h a t  p ro tec t ion  of e l e c t r o n i c  equip- 
ment cannot be divorced from t h e  problem of t h e  i n s t a l l a t i o n  i n  
the a i r c r a f t ,  s i n c e  t h e  coupling mechanisms a r e  determined large-  
l y  by t h e  geometry of t h e  i n s t a l l a t i o n .  Component l o c a t i o n  w i t h i n  
ind iv idua l  boxes must a l s o  be considered. A s  t o  pu l se  dura t ion ,  
the  microsecond t r a n s i e n t s  w i l l  be t h e  primary problem t o  be con- 
s ide red  i n  t h e  p ro tec t ion  system design. 

The b a s i c  s t e p s  t o  be followed i n  providing l i g h t n i n g  protec-  
t i o n  of e l e c t r o n i c  systems a r e :  

o Pulse-coupling pa ths  i n t o  t h e  veh ic le  i n t e r i o r  
must be determined. 

o S u s c e p t i b i l i t y  of e l e c t r o n i c s  must be measured. 

o Surge p ro tec t ion  must be developed f o r  problem 
a reas .  

The s o l u t i o n  t o  t h e  l i g h t n i n g  s t r i k e  problem involves start- 
ing with t h e  b a s i c  design of t h e  a i r c r a f t  t o  be t h e  most e f fec -  
t i v e .  This p o i n t  was a l s o  emphasized by work repor ted  on i n  
r e f .  20 and 21.  

SKEWED SENSOR ARRAYS 

Conventional f l i g h t  c o n t r o l ,  a t t i t u d e  re fe rence?  and i n e r t i a l  
systems have normally used orthogonal t r i a d s  of gyros and accel-  
erometers t o  obta in  three-axis  rate, a t t i t u d e  and/or acce le ra t ion  
information. Redundant systems have been mechanized simply by 
dup l i ca t ing  t h e  t r i a d s  a s  necessary.  Skewed sensor  a r r a y s  o f f e r  
the following advantages when used i n  redundant systems ( r e f ,  22)  : 

o Minimum number of ind iv idua l  sensors  

o Minimum in terconnect ing  wir ing 

o Pentad provides s i n g l e  f a i l u r e  i s o l a t i o n  - 
s i n g l e  f a i l  ope ra t ive  c a p a b i l i t y  (equiva lent  
t o  t r i p l e  channel orthogonal a r rays  ) 

o Hexad provides dua l  f a i l u r e  i s o l a t i o n  - 
dual  f a i l  ope ra t ive  c a p a b i l i t y  (equiva lent  
t o  quadruple channel) 

o Accuracy improvement through averaging 



Skewed sensor  configurat ions a r e  based on two assumptions -- 
t h a t  sensed information (angular displacement o r  acce le ra t ion)  is  
equal ly important from a l l  d i r ec t i ons  and t h a t  sensor  accuracy is 
accelerat ion-  o r  gravi ty-  independent. Under these  assumptions, 
it can be shown t h a t  sensors whose s e n s i t i v e  input  axes a r e  placed 
normal t o  t h e  faces  of regular  polyhedra, which d iv ide  t h e  t h r e e  
dimensional space i n t o  equal regions,  comprise optimum systems. 

R e l i a b i l i t y  

The skewed redundant strapped-down a r ray  i s  an e f f i c i e n t  
means f o r  increas ing r e l i a b i l i t y .  The des i red  r e l i a b i l i t y  l e v e l  
d i c t a t e s  t h e  number of sensors  which must be used i n  a system. 
The dual  (or  t r i p l e )  redundancy of a f ive-  (or  s ix-)  sensor a r ray  
may be necessary t o  achieve t h e  prescribed r e l i a b i l i t y  l eve l .  
Since t h e  e f f e c t i v e  redundancy of dual  o r  t r iple-orthogonal  sets 
may be achieved with pentad o r  hexad a r rays  which requ i re  fewer 
sensors ,  t he  o v e r a l l  system r e l i a b i l i t y  is improved by t h e  e l i m i -  
nat ion of t he  f a i l u r e  r a t e  due t o  t h e  de le ted  sensors .  

Fau l t  Detection and I so l a t i on  

A t  l e a s t  three-noncoplanar sensors a r e  necessary t o  provide 
f u l l  three-axis  information i n  three-dimensional space. Addition 
of a four th  sensor ,  not  al igned with any of t h e  o the r  t h r ee ,  t o  
complete a t e t r a d ,  provides fau l t -de tec t ion  capab i l i ty .  This con- 
f i gu ra t i on ,  however, i s  i n s u f f i c i e n t  t o  provide f a u l t  i s o l a t i o n ;  
t h a t  is, a f a u l t  can be detec ted  by not ing a disagreement among 
the  outputs  of t h e  sensors ,  bu t  t h e  f a i l e d  sensor cannot be iden- 
t i f i e d ,  

The addi t ion  of a f i f t h  sensor  completes a pentad, no t h r e e  
sensors  of which a r e  coplanar. The f i v e  sensors i n  a pentad can 
be combined t h r e e  a t  a t i m e  t o  form 1 0  "voting t r i a d s " ,  which can 
provide pos i t i ve  f a u l t  i s o l a t i o n  a s  w e l l  a s  de tec t ion ,  by using a 
voting technique among t h e  10 t r i a d s .  That is, assuming f a i l u r e  
of a s i ng l e  sensor ,  t h e  four  t r i a d s  no t  involving t h e  f au l t y  sen- 
so r  w i l l  continue t o  show agreement, while t h e  o the r  s i x  which 
involve t h e  f a u l t y  sensor  w i l l  not.  The same technique can be 
used t o  d e t e c t  but  not  i s o l a t e  a second sensor f a i l u r e .  

The addi t ion  of a s i x t h  sensor  can provide two l e v e l s  of 
f au l t - i so l a t i on  capab i l i t y ,  i f  des i red .  Although no t  required 
f o r  f a u l t  i s o l a t i o n  of a s i n g l e  f a i l u r e ,  t he  add i t ion  of a s i x t h  
sensor t o  form a hexad provides g r ea t e r  accuracy and more r e l i a b l e  
s i ng l e - f au l t  i s o l a t i o n  capab i l i t y  s ince ,  i n  e f f e c t ,  t h e  outputs  



from 20 vot ing t r i a d s  a r e  compared and averaged i n  t h e  p a r i t y  and 
processing equat ions.  These computational techniques a l s o  permit 
t h e  d e t e c t i o n  and i s o l a t i o n  of t h e  second sensor  f a i l u r e  i n  t h e  
hexad conf igura t ion .  A t h i r d  sensor  f a i l u r e  w i l l  be de tec ted  b u t  
cannot be i d e n t i f i e d ,  

Accuracy 

Expected system accuracy i s  s t a t i s t i c a l  i n  na tu re  and i m -  
proves with t h e  number of sensors  employed. The r e l a t i v e  improve- 
ment p e r  added sensor  diminishes as t h e  number of sensors  i n c r e a s e s ,  
The g r e a t e s t  reduct ion  i n  mean var iance ,  25 percent ,  i s  r e a l i z e d  
i n  going from a t r i a d  t o  a t e t r a d .  Adding a f i f t h  and s i x t h  sen- 
s o r  r e s u l t s  i n  a f u r t h e r  reduct ion  i n  mean variance by 15 percent  
and 10 percent ,  r e spec t ive ly .  

When performing an accuracy ana lys i s ,  cons idera t ion  must be 
given t o  t h e  mean variance of t h e  remaining a r rays  after one ( o r  
more) sensors  have been removed from t h e  var ious  optimum a r rays .  
I n  e s t a b l i s h i n g  system conf igura t ions ,  cons idera t ion  must a l s o  
be given t o  t h e  r e l a t i v e  computational d i f f i c u l t y  i n  processing 
t h e  sensor  d a t a  of t h e  var ious  t runcated  arrangements a s  we l l  a s  
t h e  o r i g i n a l  a r rays .  

1 

System var iance  o r  mean var iance  i s  determined by i n t e g r a t i n g  
and averaging t h e  var iance over  t h e  e n t i r e  3-0 space.  For sensors  

2 with zero  means and with equal  var iances (a ) ,  t h e  mean var iance  
n 

( 1  of an opt imal ly  o r i en ted  n-sensor a r ray  can be shown t o  be 
-2 -2/n 
on = 3a . Minimum-variance a r rays  may be developed t o  provide 
optimum systems which a r e  p a r t i c u l a r l y  compatible with c e r t a i n  
sensors .  

The skewed sensor  a r ray  provides s i g n a l s  which a r e  cross-  
coupled between axes,  and furthermore,  cannot be i d e n t i f i e d  w i t h  
a p a r t i c u l a r  redundant channel. Input  of  t h e  sensor  s i g n a l s  t o  
t h e  computational elements may be accomplished by a number of 
d i f f e r e n t  methods; however, a common method of using t h e  a r r a y  
d a t a  is by analog crossfeed of a l l  sensor  s i g n a l s  t o  t h e  inpu t s  
of a l l  redundant channels.  Var ia t ions  i n  t h e  analog- to-d ig i ta l  
conversion are reduced by transforming t h e  d a t a  t o  t h e  c o r r e c t  
coordina te  system and then  performing an averaging o r  median 
s e l e c t i o n  process .  



The f l e x i b i l i t y  of a skewed sensor  a r ray  i s  somewhat l imi ted  
when compared with redundant orthogonal sensor  sets - due t o  t h e  
f a c t  t h a t  t h e  skewed sensor  a r r a y  uses i d e n t i c a l  sensors  i n  a l l  
pos i t ions .  Thus, t h e  range of t h e  sensors  must be e s t ab l i shed  by 
t h e  a x i s  r equ i r ing  t h e  g r e a t e s t  v a r i a t i o n ,  A s  a consequence, n u l l  
of £ s e t  may be an apprec iable  por t ion  of t h e  useable  range i n  some 
cases ( f o r  those  axes which do no t  experience t h e  f u l l  range of 
r a t e  o r  a c c e l e r a t i o n ) ,  

A s  ind ica ted  i n  r e f ,  23, t h e  sensor  range need n o t  corres-  
pond e x a c t l y  t o  t h e  maximum range of t h e  axes,  bu t  i s  dependent 
upon t h e  p a r t i c u l a r  sensor  o r i e n t a t i o n  chosen. The r e s u l t s  of 
r e f ,  23 show t h a t  when cons t ra ined  t o  one maximum r a t e  c a p a b i l i t y  
sensor,  t h e  skewed cone conf igura t ion  with a c e n t r a l  ha l f  angle 
of 77' i s  super io r ,  i n  terms of  t o t a l  veh ic le  axes e r r o r  amplif i -  
ca t ion ,  t o  t h e  dodecahedron and octahedron conf igura t ions ,  In  
o the r  words, t h e  cone conf igura t ion  al lows a s i n g l e  gyro, with 
r e l a t i v e l y  - low maximum r a t e  c a p a b i l i t y ,  t o  be used i n  an environ- 
ment when t h e  maximum r a t e  about one a x i s  ( r o l l )  is considerably 
g r e a t e r  than t h a t  about t h e  o t h e r  two axes ( p i t c h  and yaw). For 
example an orthogonal system r e q u i r i n g  300°/sec r o l l  r a t e  sensors  
and 60°/sec p i t c h  and yaw r a t e  sensors  can be compared with an 
octahedron using 212O/sec sensors ,  a dodecahedron using 256O/sec 
sensors  o r  a 77" cone conf igura t ion  using l lOO/sec  sensors .  

Another l i m i t a t i o n  of t h e  skewed sensor  a r r a y  is t h e  l o c a t i o n  
of a l l  sensors  a t  a s i n g l e  p o i n t .  The c a p a b i l i t y  t o  d i s t r i b u t e  
sensors  t o  var ious  loca t ions  i n  t h e  a i r c r a f t  may be. ,ve,ry des i ra -  
b l e  i n  research  of new f l i g h t  c o n t r o l  techniques.  

DIGITAL TECHNIQUES 

Signal  Transmission 

The computer i n  a d i g i t a l  f l i g h t  c o n t r o l  system processes  
d i g i t a l  s i g n a l s  and i s s u e s  d i g i t a l  commands, The s i g n a l s  are 
a measure of a c t i v i t y  wi th in  t h e  analog world. The commands, i n  
tu rn ,  r e q u i r e  some response i n  t h e  analog world. The d i g i t a l  
c o n t r o l l e r  ope ra tes  upon an a l i e n  environment. A t  some p o i n t  i n  
t h e  process,  a sensor  information conversion from analog t o  d i g i -  
t a l  d a t a  i s  required;  l ikewise ,  a conversion from d i g i t a l  commands 
back t o  analog responses i s  required.  



The point of the foregoing is that, at present, the DFCS 
has to interface with an all-analog world. This discussion will 
be concerned with means of bringing in and putting out analog 
signals to and from the computer, There are basically two ways 
that this can be handled: 

1) Each analog signal can have a dedicated, hardwired 
transmission line connecting the sensor or servo to 
the computer unit. This is called direct dedicated 
signal transmission. 

2) Analog signals can be grouped or assembled at one or 
more remote locations and then sent to the processor 
along a common bus. This method is called multiplexed 
transmission. 

Direct dedicated signal transmission. - The most straight- 
forward way of interfacing the computer to the flight control 
subsystems is through direct dedicated wires to the sensors and 
actuators. 

The direct dedicated transmission subsystem has been applied 
to many system designs. The more significant advantages of direct 
dedicated signal transmission are: 

o Simple centralized control mechanisms 

o Well understood technology 

o Minimal A/D and D/A parts 

o Minimal system hardware cost 

Control of the 1/0 wires is centralized in the CPU. Since 
the lines are dedicated in a master (CPU) to slave (sensor) re- 
lationship the 1/0 program in the CPU will always have access 
to the data at the sensor. Thus there is no need for a complex 
control program or hardware controller as will be seen in the 
multiplex case. 

The wiring for the simplex case is minimalo straightforward, 
and totally isolated since it is only point-to-point dedicated 
wires, 

The direct-dedicated signal transmission approach has the 
following potential disadvantages: 



o Greater weight and space requirements 

o Complex redundancy implementation with no 
reconfiguration capability 

o Low utilization of wiring 

o Nonmodular/low flexibility 

o Noise problems 

o System synchronization and intercommunication 
problems 

Perhaps the foremost problem is the large wire bundles that 
result. In this type of system, every copy of every signal is 
connected to each channel of the redundant autopilot. A quad- 
ruple~ system, for example, would, as a base, require a quantity 
of wires equal to four times the combined number of signal sources 
and servos. In addition to these, a number of supporting wires 
such as fault announcing, detection logic interconnects, etc., 
must be added. Thus, most of the advantages of simplicity are 
lost as redundancy is increased. The inherent isolation of the 
point-to-point wiring and centralized control exclude much capa- 
bility for system reconfiguration as a result of a single failure. 

Another drawback in use'of hardwiring in redundant systems 
is the number of multiple connectors required. Increased cost, 
increased space, and decreased reliability are the result of 
additional connectors, which collectively have a significant 
impact. 

An additional disadvantage is the relatively low utilization 
of wiring (i.e., bus bandwidth). This means that even though the 
wire is the most reliable part of the 1/0 system, it must be 
duplicated many times. 

A fourth significant disadvantage is the non-modularity 
and non-flexibility of the 1/0 subsystem. It is difficult to 
adapt the configuration to a change in sensor complement or level 
of redundancy without appreciable redesign. Each additional or 
different device may require new point-to-point wiring and a new 
interface design. Additionally, these analog intercommunications 
suffer from noise problems which are significantly reduced in 
digital transmission. It should be noted that noise (EM11 prob- 
lems contaminate each channel and thus, are difficult to protect 
against, even in a triplex system with voting. 



Synchronization and in te rp rocessor  communications cannot be 
accomplished by d i r e c t  I / O ,  Consequently, where d i r e c t  dedicated 
1/0 is  used, another  multiplexed i n t e r f a c e  must a l s o  be provided 
f o r  t h e  synchronization and intercom funct ions ,  

I n  conclusion, t h e  d i rec t -dedica ted  1/0 approach is  a w e l l  
understood, s t ra ight forward  method f o r  implementation of non- 
redundant systems b u t  it inc reases  exponent ial ly  i n  complexity 
a s  the  l e v e l  of redundancy increases .  

Multiplexed s i q n a l  t ransmission.  - The mult iplex bus con- 
f i g u r a t i o n  has an e f f e c t i v e  inc rease  i n  e f f i c i ency  due t o  the 
foilowing advantages of d i g i t a l  t ransmission of inpu t  and output  
data .  

o High noise  immunity 

o Simple d a t a  d i s t r i b u t i o n  t o  mul t ip le  d e s t i n a t i o n s  

o Increased bus bandwidth u t i l i z a t i o n  (higher  d a t a  
flow r a t e  per  w i r e )  

The high noise  immunity reduces t r a n s i e n t  e r r o r s  caused by 
noisy s i g n a l s .  This  can s i g n i f i c a n t l y  reduce t h e  nuisance d i s -  
engage type of problems, 

D i g i t a l  addressing allows the  same d a t a  values t o  be t r ans -  
mi t ted  t o  a l l  processors  simultaneously.  A s u b s t a n t i a l  inc rease  
i n  bandwidth u t i l i z a t i o n  permits  many more sensors  t o  sha re  t h e  
same d a t a  d i s t r i b u t i o n  system and allows maximum modularity and 
f l e x i b i l i t y  i n  t h e  software 1/0 area.  

I n  using mult iplexing technology t h e r e  a r e  many dec i s ions  
the  system des igner  must make t h a t  a r e  n o t  i s s u e s  i n  d i r e c t  
s i g n a l  t ransmission systems. The following subsect ions d i scuss  
some of t h e  numerous opt ions  a v a i l a b l e  t o  the  designer  of multi-  
plexed conf igura t ions .  

Frequency d i v i s i o n  mult iplexing (FDM) : I n  FDM systems, 
each s i g n a l  t o  be processed i s  assigned a c a r r i e r  frequency. 
This frequency i s  then modulated about i t s  nominal o r  c e n t e r  
value a s  a funct ion  of the  amplitude of t h e  analog s i g n a l  being 
processed. This i s  o f t e n  handled with a vol tage-control led 
o s c i l l a t o r  (VCO). The accuracy of t h i s  s o r t  of an arrangement 
is  h ighly  dependent upon t h e  l i n e a r i t y  of t h e  VCO and t h e  accuracy 
of i t s  nominal frequency. 



Each analog s i g n a l  w i l l  have i ts own VCO with i t s  own unique 
cen te r  frequency. There must be enough spread i n  t h e  cen te r  f r e -  
quencies t o  avoid a l l  p o s s i b i l i t y  of overlap.  The outputs  of 
these  VCOs a r e  combined i n  a mixer and ported onto a s i n g l e  t r ans -  
mission l i n e .  Band separa t ion  f i l t e r s  a r e  used a t  t h e  o t h e r  end 
t o  recover t h e  var ious c a r r i e r  f requencies .  Each carrier i s  then 
de tec ted  by some s u i t a b l e  means t o  e x t r a c t  t h e  analog s i g n a l  
content .  

T i m e  d i v i s i o n  mult iplexing (TDM):  I n  TDM systems, each ana- 
log  s i g n a l  i s  assigned t o  a t i m e  s l o t  and i s  t r ansmi t t ed  as 
sampled da ta .  A bus c o n t r o l  device  is  then  used t o  a s s ign  t h e  
bus t o  each of t h e  analog s i g n a l s  dur ing  i t s  t i m e  s l o t .  No two 
analog s i g n a l s  w i l l  ever  have access  t o  t h e  bus simultaneously,  
which i s  i n  sharp  c o n t r a s t  t o  FDM, where a l l  s i g n a l s  a r e  t r ans -  
mi t ted  simultaneously and continuously.  

I n  TDM systems, one of  t h e  f i r s t  dec i s ions  t o  be made i s  t h e  
type of  modulation t o  be used, Some of t h e  more common opt ions  
a r e  : 

1) Amplitude modulation, where t h e  analog s i g n a l ,  modu- 
l a t e d  on a c a r r i e r ,  i s  simply connected t o  t h e  t r ans -  
mission bus during t h a t  s i g n a l ' s  t i m e  s l o t .  

2 )  Pulse width modulation (PWM) ,  where t h e  analog s i g n a l  
is " d i g i t i z e d "  by encoding i t s  value i n t o  t h e  width o r  
dura t ion  of a pu l se  of cons tant  amplitude. When t h a t  
p a r t i c u l a r  s i g n a l ' s  t i m e  s l o t  comes up, a pu l se  of t h e  
c o r r e c t  "width" w i l l  be  t r ansmi t t ed  along t h e  bus. 

Pulse code modulation (PCM), where each analog s i g n a l  
is  converted t o  a d i g i t a l  word of a s u i t a b l e  number of 
b i t s .  When t h e  appropr ia te  t i m e  s l o t  comes along, t h e  
d i g i t a l  coded word w i l l  be t ransmi t ted  a s  a t r a i n  of  
uniform pu l ses  with some r u l e  t o  d i s t i n g u i s h  "ones" 
from "zeroes",  Manchester encoding is one example of 
a s p e c i f i c  implementation of PCM with s p e c i a l  encoding 
f o r  e r r o r  de tec t ion .  

Another dec i s ion  t o  be made is t h e  choice of  bus all,ocati,on 
o r  commutation s t r a t e g y .  There a r e  b a s i c a l l y  two types:  

1) Sequent ia l ly ,  where t i m e  s l o t s  a r e  assigned according 
t o  some f ixed ,  p e r i o d i c  algorithm. 

2 )  Demand, where t i m e  s l o t s  a r e  assigned on a demand o r  
reques t  bas i s .  Some master device must c r e a t e  t h i s  
demand. 



I n  t h e  f i r s t  case,  a l l  s i gna l s  w i l l  be ported onto t h e  bus 
and t ransmit ted  i r r e spec t i ve  of whether they a r e  required by t h e  
FCS f o r  t he  mode present ly  being contro l led .  I n  t he  la t ter  case,  
the  FCS w i l l  l i m i t  i t s  reques ts  t o  t he  required s i gna l s  only. 

Another decision t o  be made i s  t he  method of da t a  i d e n t i f i -  
cat ion.  I f  sequent ia l  bus assignment i s  chosen? t he r e  a r e  
ba s i ca l l y  two methods of i d e n t i f i c a t i o n  t h a t  can be used: 

1) Time-slot, where the  rece iver  computes t h e  same bus 
a l l oca t i on  algorithm a s  t he  sender. Signals  a re  
i d e n t i f i e d  by t h e i r  time s l o t  assignments, 

2 )  Coded, where each d i f f e r e n t  s i gna l  has i t s  own unique 
iden t i fy ing  l a b e l  t h a t  is  t ransmit ted  along with t he  
da t a  i n  t he  form of a header word. 

If demand bus assignment is  chosen, the da ta  i d e n t i f i c a t i o n  
is  r e s t r i c t e d  t o  t he  coded type s ince  the re  i s  no algorithm t o  be 
duplicated.  

The type of transmission method - p a r a l l e l  o r  s e r i a l  - must 
a l s o  be se lec ted .  I n  the  p a r a l l e l  case,  a l l  b i t s  t h a t  make up 
a multiplexed word a r e  assigned t h e i r  own individual  transmis- 
s ion  l i n e  and a r e  t ransmit ted  simultaneously. However, t h e  
analog s i gna l s  would s t i l l  be sampled and transmit ted according 
t o  t h e i r  t i m e  s l o t s .  

I n  t he  s e r i a l  case,  a l l  of t he  b i t s  t h a t  make up a multi-  
plexed word a r e  t ransmit ted  consecutively on t he  same transmis- 
s ion  l i n e .  In  o the r  words, t he  b i t s  t h a t  go t o  make up a multi- 
plexed word a r e  assigned bi t- t ime-slots  within t h e  word t i m e  
s l o t s  corresponding t o  each of t he  various analog s igna l s .  This 
is  accomplished by a pa r a l l e l - t o - s e r i a l  converter.  The rece iver  
a t  t h e  o the r  end must perform t h e  inverse  operat ion t o  recons t ruc t  
t he  multiplexed word from the  individual  b i t s .  This  is accomp- 
l i shed  by a s e r i a l - t o -pa ra l l e l  converter  ( i . e . ,  a p a r a l l e l  load- 
ab le  s h i f t  r e g i s t e r )  . 

It is obvious t h a t  the  s e r i a l  method requ i res  considerably 
fewer w i r e s .  This savings must be paid f o r  by adding t h e  para- 
l l e l - t o - s e r i a l  and s e r i a l - t o -pa ra l l e l  converters  and t h e  corres-  
ponding reduction i n  t he  amount of da t a  t h a t  can be t ransmit ted  
within the  same time period. 



Global versus dedicated buses : A major t radeof  f  considera- 
t i o n  s t i l l  remains: should t h e  mul t ip lex  bus be g loba l  o r  dedi- 
cated.  Global, a s  t h e  name sugges ts ,  means it covers t h e  e n t i r e  
universe of d a t a  s i g n a l s  o r ,  i n  t h i s  case ,  a l l  t h e  a i r p l a n e  
s i g n a l s .  Dedicated means i t s  use w i l l  be r e s t r i c t e d  t o  some 
subse t  of t h e  spectrum of s i g n a l s  of t h e  1/0 devices.  

F l i g h t  c o n t r o l  qystems a r e  n o t  t h e  only ones t h a t  s t and  t o  
b e n e f i t  from multiplexed conf igura t ions .  For example, o t h e r  
systems t h a t  could p r o f i t  a r e  t h e  navigat ion system, t h e  f l i g h t  
d i r e c t o r  system, e t c ,  I f  a l l  of these  systems a r e  combined i n t o  
a common mult iplex bus with a l l  u n i t s  access ib le  by a l l  o t h e r  
u n i t s ,  a g lobal  bus would r e s u l t .  I f ,  on t h e  o t h e r  hand, i t e m s  
pecu l i a r  t o  t h e  navigat ion system a r e  t h e  only ones t h a t  a r e  on 
a p a r t i c u l a r  bus, then it would be c a l l e d  a dedicated bus. The 
dec is ion  a s  t o  which is  b e s t ,  g loba l  o r  dedicated,  is  beyond t h e  
scope of t h i s  e f f o r t ,  However, some f a c t o r s  t h a t  would impact 
t h a t  dec is ion  a r e  ou t l ined  below. 

Dedicated buses can be operated e i t h e r  sequen t i a l ly  o r  on a 
demand b a s i s .  Global buses usual ly  have a s p e c i a l  device which 
a c t s  a s  a master t r a f f i c  c o n t r o l l e r .  The t r a f f i c  c o n t r o l l e r  would, 
no doubt, operate  i n  some sequen t i a l  fash ion  bu t  would requ i re  
the  o t h e r  devices t o  e s s e n t i a l l y  respond on demand. This  allows 
f o r  a maximum reconf igura t ion  and da ta  crossfeeding t o  improve 
r e l i a b i l i t y ,  

Global buses a r e  more prone t o  t i m e  s a t u r a t i o n  than a r e  
dedicated buses,  A given bus design has a c e r t a i n  channel capa- 
c i t y  o r  the  a b i l i t y  t o  handle a c e r t a i n  number of t r a n s a c t i o n s  
i n  t h e  a v a i l a b l e  t i m e ,  Global buses have more t r a n s a c t i o n s  t o  
handle than dedicated buses. Furthermore, t h e  l a r g e r  number of 
va r i ab les  r equ i re  longer  l a b e l s  t o  provide unique i d e n t i f i c a t i o n .  
For example, e i g h t  va r i ab les  r e q u i r e  t h r e e  b i t s  while 16 v a r i a b l e s  
r equ i re  four  b i t s ,  Global buses no t  only have more, b u t  a l s o  
longer header words t o  handle than do dedicated buses,  

Global buses have more te rminals  o r  p o r t s ,  hence, more 
opportuni ty f o r  l i n e  jamming o r  o t h e r  c a t a s t r o p h i c  f a i l u r e s .  I f  
the  navigat ion system had i ts  own dedicated bus, it would n o t  
be poss ib le  f o r  a f a i l u r e  i n  t h e  navigat ion system t o  propagate 
i n t o  t h e  f l i g h t  con t ro l  system. The same l e v e l  of assurance 
would be more d i f f i c u l t  t o  ob ta in  i n  a g loba l  configurat ion.  

Each bus, whether it is global  o r  dedicated,  r equ i res  a t r a f -  
f i c  c o n t r o l l e r ,  The t o t a l  amount of e l e c t r o n i c s  would be less i f  
a g lobal  bus were used than it would be i f  t h e  g loba l  s t r u c t u r e  
were p a r t i t i o n e d  i n t o  s e v e r a l  dedicated s t r u c t u r e s .  



Shut t l e  t i m e  d iv i s ion  mult iplex (TDM) bus, - The Space 
Shu t t l e  TDM bus implementation, and severa l  o the r  implementations 
such a s  t he  F15 MU: and A i r  ~ o & e  ASD Standard MUX w & r e  considered 
appropriate  f o r  da ta  bus development. The Shu t t l e  type was 
se lec ted .  

o To b e t t e r  prove the  Shu t t l e  technology and 
redundancy management scheme 

o To u t i l i z e  hardware developed f o r  Space Shu t t l e  
program without a high c o s t  development program 

Sa l i en t  fea tures :  The s a l i e n t  f ea tu res  of t h i s  MUX imple- 
mentation a r e  : 

1) Message Transmission 
o Half duplex, 1 MHz s e r i a l  
o Asynchronous terminal  operat ion 
o 5 vsec response t i m e  
o B i t  p a r i t y  
o Dis t r ibuted  message v e r i f i c a t i o n  
o 28-bit words (16 b i t s  of da ta )  

2 )  Protocol 
o Command word followed by up t o  32 da ta  words 
o 32 MDMs poss ib le  
o Message overr ide  
o No terminal-to-terminal transmissions 

3)  Control 
o Centra l  con t ro l  by s i n g l e  CPU; a l l  o the r  

devices a r e  s l aves  
o Any CPU is capable of con t ro l l ing  any bus 
o Allocat ion i s  s t a t i c ;  r ea l loca t ion  (recon- 

f igura t ion)  requi res  consensus of a l l  pro- 
cessors  

4 )  Signal Techniques 
o Manches ter biphase 
o Special  da t a  and con t ro l  sync s i gna l s  
o Pa r i t y  -- 1 b i t  per word 
o Transformer coupled 

Figure 1 2  i l l u s t r a t e s  t he  r e l a t i onsh ip  between t h e  major 
components of a mult iplex da t a  bus. For t h e  purposes of t h i s  re- 
po r t ,  t h e  following Space Shu t t l e  terminology and abbreviat ions 
w i l l  be used inasmuch a s  t h e  bus arrangement described i s  
e s s e n t i a l l y  t h a t  being developed f o r  t h e  Shu t t l e :  



Figure 12. Relat ionship Between Components 
of a Multiplex Data Bus 

o MDM - Multiplex de-multiplexer 

o MIA - Multiplex i n t e r f a c e  adapter  

o TDM - Time d iv i s i on  mult iplexing 

o FDM - Frequency d iv i s i on  mult iplexing 

o BCU - Bus con t ro l  u n i t  

o SSIB - Subsystem i n t e r f a c e  board 

o MUX - Multiplexed 

The MDM is t h e  Shu t t l e  s tandard bus i n t e r f a c e  module which 
connects f l i g h t  con t ro l  devices t o  two independent MUX buses. 
An MDM is composed of two independent microprogrammed c o n t r o l l e r s  
which provide dual-redundant paths t o  a primary and backup bus. 



The major func t iona l  blocks of an .PIDM a r e  i l l u s t r a t e d  i n  Figure 
13, A subsystem i n t e r f a c e  board i n t e r f a c e s  each redundant chan- 
n e l  sensor  set t o  a dual-redundant D/A o r  A/D conver ter ,  The 
mul t ip le  i n t e r f a c e  adapter  (MIA) provides t h e  i n t e r f a c e  with t h e  
da ta  bus, This  complete assembly c o n s t i t u t e s  an lvlDM channel,  
E i t h e r  t h e  primary o r  backup channel can access  t h e  sensors ,  
thus  f a c i l i t a t i n g  f a u l t  i s o l a t i o n  and f u l l  recovery t o  t r i p l e x  
opera t ion  i f  a bus o r  MDM channel f a i l s ,  For example, proces- 
s o r  2 can s t i l l  read redundant sensor  set  1 d a t a  and redundant 
sensor  set 2 ,  while  processor  3 reads  redundant sensor  set 3 
da ta ,  thus  allowing f u l l  t r i p l e x  opera t ion  by sha r ing  d a t a  wi th  
processor  1, Simplex o r  duplex sensors  w i l l  be connected t o  a l l  
t h r e e  MDMs, al lowing each processor  t o  access  t h a t  i n p u t ,  

The MIA provides t h e  s i g n a l  condi t ioning  f o r  t r a n s m i t t i n g  
and rece iv ing  Manchester-coded d a t a  on t h e  bus. The c o n t r o l  and 
t iming block provides d a t a  buf fe r ing ,  address recogni t ion ,  and 
cornland execut ion sequencing. The SSIB i s  a c i r c u i t  t h a t  i n t e r -  
faces  t h e  s i g n a l s  from t h e  sensor  o r  t o  t h e  a c t u a t o r  by dual  
pa ths  through t h e  MDM as shown i n  t h e  i n s e t  of Figure 12. 

The X U  provides an i n t e r f a c e  between t h e  processor  and a l l  
redundant buses. Each processor  i s  capable of c o n t r o l l i n g  any 
bus and responds t o  reques ts  on a l l  buses.  A s i m p l i f i e d  block 
diagram of t h e  BCU i s  shown i n  Figure 1 4 ,  The processors  a r e  
connected t o  t h e  bus with t h r e e  independent M I A s  which allow t h e  
computer t o  c o n t r o l  any one bus, and respond t o  t h e  o t h e r  two, 
Under program c o n t r o l ,  each processor  can decide which bus it 
w i l l  c o n t r o l ,  which i s  t h e  method used by Shu t t l e .  

1/0 s i g n a l  flow sequence: This  subsec t ion  desc r ibes  t h e  
a c t i o n s  and d a t a  t ransformations requi red  f o r  i n p u t t i n g  FCS sen- 
s o r  d a t a  i n t o  t h e  computer and ou tpu t t ing  d a t a  t o  t h e  f l i g h t  con- 
t r o l  system (FCS) a c t u a t o r s ,  

Path A of Figure 15 i l l u s t r a t e s  t h e  d a t a  flow f o r  inpu t .  , 

Under c o n t r o l  of t h e  execut ive  schedule,  t h e  processor  determines 
it is  t i m e  t o  read sensor  X. The processor  executes  an i n p u t  
r o u t i n e  which determines t h e  c o r r e c t  P%DM address  and SSIB address  
and command sequence t o  be executed by t h e  MDM i n  o rde r  t o  read ,  
d i g i t i z e ,  and t r ansmi t  t h e  sensor  da ta .  This information from 
the  command b u f f e r  i s  used by t h e  BCU, under processor  c o n t r o l ,  
t o  t r ansmi t  a message on t h e  bus d i r e c t i n g  mm t o  read,  d i g i t i z e ,  
and t r ansmi t  da ta .  The BCU reads,  t h e  command b u f f e r  converts  
from p a r a l l e l  t o  s e r i a l  and encodes t h e  b i t  stream before  sending 
it on t h e  bus. A 1 1  MDMs l i s t e n  t o  t h e  header t r a n s m i t t e r  on t h e  
bus; only one w i l l  f i n d  a ma%& t o  i t s  address  and rece ive  t h e  
command data .  
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Figure 15 .  Simplified Signal Flow for Sensor Input 
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The KDM i n t e r p r e t s  t h e  r eques t  from t h e  processor  by: 

o Addressing t h e  c o r r e c t  SSIB 

o Commanding t h e  analog MUX t o  connect t h e  SSIB 
t o  t h e  A/D 

o Commanding t h e  A/D conversion 

o Buffering t h e  d i g i t i z e d  va lue ,  

(Any t ransmission on the bus would normally involve mul t ip le  
readings of s e v e r a l  sensors ,  ) 

The MDM would then  format a,message which would be seri- 
a l i z e d  and Manchester encoded and t ransmi t ted  on t h e  bus. During 
t h e  d i g i t i z i n g  per iod ,  t h e  processor  would have s e t  up t h e  BCU 
t o  read i n  t h e  ensuing message by decoding and s e r i a l - t o - p a r a l l e l  
convert ing t h e  b i t  stream and s t o r i n g  t h e  d a t a  i n  t h e  i n p u t  buf- 
f e r .  

Path B of Figure 15 i l l u s t r a t e s  t h e  s impl i f i ed  s i g n a l  flow 
f o r  output .  Af te r  t h e  processor  has completed computation and 
vot ing,  t h e  c o r r e c t  d a t a  value is  s t o r e d  i n  t h e  output  b u f f e r ,  
The processor  then  executes a r o u t i n e  t o  determine t h e  c o r r e c t  
command and header address t o  r o u t e  t h e  output  d a t a  through t h e  
c o r r e c t  MDM t o  t h e  r i g h t  subsystem, Under c o n t r o l  of t h e  proces- 
s o r ,  t h e  BCU moves t h e  information from t h e  command buf fe r  and 
t h e  output  buf fe r  t o  t h e  BCU b u f f e r ,  Under c o n t r o l  of t h e  pro- 
cessor ,  t h e  BCU converts  it i n t o  a Manchester s e r i a l  b i t  stream 
which is s e n t  o u t  on t h e  bus, 

A l l  MDMs r ece ive  t h e  header word and check f o r  t h e i r  own 
address,  I f  t h e r e  i s  a match, t h e  MDM copies  t h e  following com- 
mand and d a t a  i n t o  i t s  b u f f e r ,  The MDM then  executes t h e  com- 
manded opera t ion ,  i n  t h i s  case:  

o Addresses t h e  c o r r e c t  SSIB 

o Interconnects  the  SSIB and t h e  D/A converter  

o Commands t h e  analog conversion of t h e  d a t a  which i s  
condit ioned by the  SSIB and s e n t  t o  t h e  intended 
subsys t e m  

CUsually, s e v e r a l  words of d a t a  a r e  processed s e q u e n t i a l l y  f o r  
each message t o  enhance bus u t i l i z a t i o n , )  



At each step in this process, error checking is being done 
in parallel (i.e., parity checking). A normal sensor read, com- 
pute and actuator output cycle would require three message trans- 
missions across the bus plus three messages for voting the output 
data. 

Computer-to-Computer 1/0 Alternatives 

When considering computer-to-computer data transmission, 
there are many options open to the designer, This subsection dis- 
cusses some of the important problems and alternatives which must 
be considered in implementing crossfeed between computers in a 
f 1igh.t control sys tem. 

The first choice is between multiplex signal transmission 
and direct signal transmission architectures. For multiplexed 
systems, computer crossfeed is handled directly by allowing each 
computer to interface with the data bus and respond to commands 
on the bus. Thus, for multiplexed systems, crossfeed between 
computers comes inherently in the system concept, The only addi- 
tional cost is for the needed interface to a global bus which is 
tied to all other computers. 

The direct signal transmission architecture does not support 
computer crossfeed. One alternative is to implement some simple 
form of multiplex data bus between the computers with other inter- 
faces being direct. The solution is costly because it involves 
mixed technology. Figure 16 illustrates this type of architecture. 
This solution pays the penalties for the disadvantages of both 
technologies. 

The other alternative is to provide direct interfaces 
from each computer to every other computer, These interfaces 
are different from the normal direct 1/0 subsystem interfaces 
because they connect two intelligent master devices rather than 
a master and a slave device. Thus, a more complex interface 
with some kind of synchronization interlock is required. Such 
an interface is generally termed a Channel-to-Channel Adapter 
(CCA) . 

Figure 17 describes the major functional blocks in a Channel- 
to-Channel Adapter. The key features are: 

o Address and data buffers to allow asynchronous 
communication 

o Synchronizing interlock to ensure only one master 
at a time 
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Figure 16. Mixed Technology Archi tec ture  

Figure 18 shows how a t r i p l e x  conf igura t ion  would be i n t e r -  
connected t o  allow complete crossfeed of da t a  with a s i ng l e  
redundant communication channel. 

One add i t iona l  problem must be considered: t h e  redundancy- 
r e l i a b i l i t y  of t h e  interconnect ion scheme. Since t h e  channel- 
to-channel adapter i s  not  a t r i v i a l  i n t e r f ace ,  an FCS system must 
provide recovery from a f a i l u r e  i n  t h e  computer crossfeed system. 
This means c o s t l y  dupl ica t ion  of channel-to-channel adapters  f o r  
the  d i r e c t  s i gna l  transmission a rch i t ec tu re .  But t h e  mult iplex 
system has inherent  redundancy which accomodates mul t ip le  i n t e r -  
faces.  Redundant intercommunication i n  t h e  multiplexed bus can 
be accomplished by t h e  simple add i t ion  of s tandard i n t e r f a c e  
modules. 
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Computer t o  Data Bus I n t e r f a c e  Al te rna t ives  

When considering d i rec t -dedica ted  I / O ,  t h e  computer i n t e r -  
face problem i s  not  s i g n i f i c a n t ,  s ince  a s i n g l e  i n t e r f a c e  box 
i s  s l ave  t o  the  computer, The problem degenerates t o  consider- 
a t i o n  of CPU loading and hardware cos t .  But with d a t a  bused 1/0 
the re  i s  a d i s t r i b u t e d  1/0 system which incurs  overhead f o r  both 
con t ro l  of shared resources and f o r  addressing general-purpose 
modular i n t e r f a c e s ,  Addi t ional ly ,  a new type of e l e c t r i c a l  i n t e r -  
face is  introduced: a biphase Manches t e r  transformer-coupled bus,  
A s  a r e s u l t ,  t h e  t r a d e o f f s  a re  n o t  a s  c lear -cut .  The following 
subsect ions d iscuss  t h e  c r i t i c a l  t r a d e o f f s  i n  implementing t h e  
CPU t o  d a t a  bus i n t e r f a c e .  

There a r e  t h r e e  poss ib le  a l t e r n a t i v e s  t o  implementing t h e  
computer- to-MUX bus i n t e r f a c e  assembly : 

o Di rec t  CPU t o  bus i n t e r f a c e  with software support  

o Separate 1/0 processor  hardware and software 

o A compromise hybrid of t h e  two o t h e r  choices 

The f i r s t  choice would be t h e  l e a s t  c o s t l y ,  s imples t  so lu t ion .  
The second a l t e r n a t i v e  was the  choice f o r  t h e  S h u t t l e  program, 
which maximized f l e x i b i l i t y ,  performance and r e l i a b i l i t y .  The 
t h i r d  was se lec ted  a s  t h e  b e s t  compromise f o r  t h e  DAIS program. 

In  evalua t ing  t h e  candidate a l t e r n a t i v e s ,  consider  t h e  follow- 
ing aspects :  

o Specia l  i n t e r f a c e  funct ions  

o Bus da ta  r a t e s  and overheads 

o Loading on CPU 

o Functional complexity 

o Simultaneous a c t i v i t i e s  requirements 

o Response t i m e  requirements 

o Hardware c o s t  and development time 

o Software and memory c o s t s  

o F l e x i b i l i t y  and r e l i a b i l i t y  



With a MUX bus as defined i n  a previous subsec t ion ,  t h e  
pro tocol  and funct ion  s f  t h e  CPU i n t e r f a c e  is  f ixed ,  

The most important s p e c i a l  funct ions  performed i n  t h e  bus 
i n t e r f a c e  a r e  z 

o P a r a l l e l - s e r i a l  conversion 

o Binary NRZ t o  biphase Manchester encoding 

o Compare address on the bus t o  t h e  device address 

o Generate and check p a r i t y  

o I n t e r p r e t  command funct ion  

o Buffer t ransmission 

o Control bus; i , e , ,  send i n i t i a t e  commands, format 
messages 

o Address t h e  c o r r e c t  PllDM 

o Cheek f o r  e r r o r s  

Any v i a b l e  candidate  must provide these  basic s p e c i a l  func- 
t i o n s .  The following subsec t ion  d i scusses  t h e  t r a d e o f f s  f o r  t h e  
t h r e e  i n t e r f a c e  a l t e r n a t i v e s ,  

Di rec t  CPU t o  bus i n t e r f a c e ,  - For data-bused systems, d i -  
r e c t  CPU-to-bus connections are no t  poss ib le  wi th  t h e  A P l O l  
because : 

o The A P l O l  1/0 i n t e r f a c e  cannot provide a l l  t h e  
s p e c i a l  funct ions  requi red  t o  i n t e r f a c e  with t h e  
bus, 

o The e l e c t r i c a l  i n t e r f a c e  of t h e  A P l O l  i s  n o t  com- 
p a t i b l e  with t h e  e l e c t r i c a l  i n t e r f a c e  on t h e  bus. 

o The q u a n t i t y  of t h e  support  sof tware and memory 
requi red  would be l a r g e .  

o The response t i m e  of t h e  CPU would n o t  be f a s t  
enough t o  allow it t o  execute  anything b u t  bus 
c o n t r o l  func t ions ,  

o Simultaneous bus a c t i v i t y  would be very d i f f i c u l t  
t o  handle i n  t h e  support  sof tware,  



Thus, t h e  d i r e c t  CPU-to-bus connection with support  i n  s o f t -  
ware is deemed n o t  a v i a b l e  a l t e r n a t i v e .  

Separate  1/0 processor .  - The S h u t t l e  design has  incorporated 
a separa te  input /output  processor  ( IOP)  a s  t h e  CPU-to-bus i n t e r -  
face.  I n  t h a t  system, t h e r e  a r e  f i v e  processors  and 26 buses. 
The CPU loading f a c t o r s  d i c t a t e  the  need f o r  a sepa ra te  IOP 
although t h e  hardware c o s t  i s  high. I n  t h e  F-8C program, t h e r e  
a r e  s i z e ,  power, weight, c o s t ,  problems which make t h i s  a l t e r -  
na t ive  i n f e a s i b l e .  S p e c i f i c a l l y ,  t h e  major cons idera t ions  include: 

o Phys ica l  space l i m i t a t i o n s  w i l l  no t  allow t h r e e  
I O P s  t o  be i n s t a l l e d  

o Hardware c o s t  and d e l i v e r y  schedule f o r  an I O P  
a r e  incompatible with t h e  F-8C FBW goa l s  

o The F-8C i n t e r f a c e  requirement i s  less compli- 
ca ted  than f o r  S h u t t l e  thus  making t h e  execut ion 
overhead and f u n c t i o n a l  complexity of t h e  I O P  
implementation unnecessary 

o The F-8C d a t a  r a t e s ,  response t i m e  requirements,  
CPU loading,  and func t iona l  requirements do no t  
warrant  t h e  IOP complexity and r e s u l t a n t  decrease 
i n  r e l i a b i l i t y .  

I 

Hybrid Compromise. - A s  a r e s u l t  of studying t h e  F8 FBW re- 
quirements it is  c l e a r  t h a t  n e i t h e r  of t h e  two previous a l t e r n a -  
t i v e s  are viable .  A compromise design has been worked ou t  t h a t  
has t h e  following c h a r a c t e r i s t i c s  : 

o U t i l i z e s  t h e  s tandard  MIA assembly t o  provide t h e  
s p e c i a l  func t ions  while  minimi zing development 
c o s t s  

o Provides a simple hardware b u f f e r  t o  allow 
synchronous bus and CPU execut ion while s impli-  
fy ing  CPU software and allow simultaneous 
a c t i v i t i e s  on a l l  t h r e e  buses 

o Provides minimal c o n t r o l  and i n t e r f a c e  l o g i c  
t o  allow t h e  CPU t o  c o n t r o l  t h e  MIAs with a 
minimum of software overhead and memory 
loca t ions .  

F l i g h t  c o n t r o l  funct ions  r equ i r ing  1/0 a t  40 t o  100 t i m e s  
per  second w i l l  be w e l l  wi th in  t h e  d a t a  t r a n s f e r  r a t e  of t h e  DMA 
channel, thus  minimizing CPU loading. 



Summary. - The i n t e r f a c e  between t h e  CPU and t h e  bus has 
many important aspects  which must be considered i n  s e l e c t i n g  one 
of t h e  implementation a l t e r n a t i v e s ,  The CPU cannot be d i r e c t l y  
connected t o  t h e  bus and then supported with software only,  

The I O P  implementation is  not  f e a s i b l e  f o r  t h e  F-8 system 
as  a r e s u l t  of s i z e ,  weight, and c o s t  cons idera t ions .  A compro- 
m i s e  design of much reduced hardware complexity supported by s o f t -  
ware provides a b e t t e r  s o l u t i o n  without l o s s  of f l e x i b i l i t y  and 
commonality with Shu t t l e  performance. Thus, the  bus con t ro l  u n i t ,  
shown i n  Figure 1 4  and used a s  shown i n  Figures 12 and 15, was 
chosen f o r  implementation of t h e  simulated S h u t t l e  d a t a  bus con- 
f igura t ions .  

Redundant Channel Synchronization 

General. - Synchronization of redundant d i g i t a l  computer 
channels may be separated i n t o  two ca tegor ies ,  micro sync and 
macro sync. I n  micro synchronization, t h e  clocks used by t h e  in-  
d iv idua l  computers a r e  synchronized, Thus p r e c i s e  synchronizat ion 
i s  obtained. I n  macro synchronizat ion,  t h e  redundant computers 
a re  "forced" i n t o  synchronism a t  d i s c r e t e  ins t ances  i n  t i m e ,  e.g.,  
a t  t h e  beginning of each computation i n t e r f a c e .  However, s i n c e  
t h e  redundant c locks run independently, synchronism is  n o t  main- 
t a ined  during t h e  i n t e r v a l .  

Synchronization requirements,  - The e s s e n t i a l  requirement 
regarding synchronization of redundant d i g i t a l  systems i s  t h a t  
computer opera t ions  be s u f f i c i e n t l y  w e l l  synchronized t o  permit 
d a t a  exchange of f r e sh  information. Such exchange i s  used f o r  
exchange of sensor  inpu t s  f o r  c rossfeed ,  s e l e c t i o n ,  and/or 
m n i t o r i n g  by each of t h e  channels,  Data exchange i s  a l s o  used 
f o r  c rossfeed  of computer i n t e r n a l  and output  parameters f o r  
monitoring o r  o t h e r  purposes, Since such d a t a  exchange opera t ions  
can be implemented t o  be t o l e r a n t  of s l i g h t  skew between channels,  
p r e c i s e  synchronization i s  no t  required.  However, a g ross  l e v e l  
of synchronizat ion is  requi red ,  The macro sync def ined  e a r l i e r  i s  
c o n s i s t e n t  with t h i s  requirement, 

Micro synchronization. - I n  micro synchronizat ion,  c locks 
a r e  forced t o  be synchronous by one of s e v e r a l  methods, 

Provided t h a t  t h e  computers a r e  i n i t i a l l y  s t a r t e d  simulta- 
neously and t h a t  no f a i l u r e s  ( t r a n s i e n t  o r  permanent) occur,  t h e  
redundant channels opera te  i n  complete synchronism. Computer 
s t a t e s  (e.g. ,  A r e g i s t e r ,  program counter ,  e t c . )  w i l l  be i d e n t i c a l  
and b i t  f o r  b i t  comparisons may be performed a t  any t ime, Note 
t h a t  due t o  s l i g h t  skew introduced by c i r c u i t s  i n  d i f f e r e n t  clock 



paths,  very s l i g h t  skew w i l l  e x i s t  a t  clock edges; hence s t a t e s  
w i l l  no t  be i d e n t i c a l  f o r  a s h o r t  i n t e r v a l  ( 5300 nano seconds) 
surrounding clock edges, However, t h i s  s l i g h t  skew poses no 
problem i n  implementing channel comparison techriiques. To assu re  
t h a t  t h e  computers s t a r t  simultaneously and t o  permit recovery 
from t r a n s i e n t s  a f f e c t i n g  a s i n g l e  channel, macro synchronizat ion 
is a l s o  required.  

Several  methods e x i s t  f o r  obta in ing  micro synchronizat ion,  
a s  follows:: 

1) Common clock - This method uses a s i n g l e  c lock  f o r  a l l  
channels,  Since the  clock is  no t  redundant, t h i s  
method y i e l d s  a f a i r l y  l a r g e  s ingle-poin t  f a i l u r e  prob- 
a b i l i t y  and i s  n o t  acceptable ,  

2 )  Synchronized c locks  - Redundant clocks wi th  crossfed  
synchronizat ion s i g n a l s  a r e  used i n  t h i s  method, 
Slower clocks a r e  "forced" i n t o  synchronism with t h e  
f a s t e s t  clock thereby providing micro synchronizat ion.  
Each channel must inc lude  monitoring of t h e  crossfed  
synchronizat ion s i g n a l s  a s  we l l  as of i t s  own clock.  

Crossfed clocks - In  t h i s  method, t h e  clock i n  each 
channel is  crossfed  t o  o t h e r  channels.  Each channel 
automatical ly  s e l e c t s  one of t h e  t h r e e  clock s i g n a l s ,  
Since t h e  s e l e c t i o n  c r i t e r i o n  is  i d e n t i c a l  i n  t h e  
t h r e e  channels,  one of t h e  clocks i s  s e l e c t e d  by a l l  
of t h e  channels providing synchronism. An i n - l i n e  
f a i l - s a f e  monitor is  requi red  i n  each channel f o r  t h i s  
method. 

Macro synchronizat ion.  - Two methods have been considered 
f o r  obta in ing  macro synchronizat ion,  namely: 

1) Halt  r e l e a s e  - I n  t h i s  method each channel wa i t s  
f o r  o t h e r  channels before proceeding with t h e  next  
computation i n t e r v a l ,  On completion of i t s  compu- 
t a t i o n a l  t a s k ,  each computer e n t e r s  t h e  HALT s t a t e ,  
await ing r e l e a s e  f o r  t h e  next  i t e r a t i o n ,  Each chan- 
n e l  inc ludes  a real- t ime counter  t o  develop t h e  HALT 
RELEASE which enables t h e  computer t o  proceed t o  t h e  
next  i t e r a t i o n .  To provide macro synchronizat ion,  
each channel wa i t s  u n t i l  a l l  channels a r e  ready before  
r e l e a s i n g  i t s  own computer. Thus synchronizat ion a t  
t h e  beginning of each computation i t e r a t i o n  is  ob- 
t a i n e d ,  



While wait ing f o r  a slower channel, each channel 
cont inues t o  count. I f  t h e  wa i t  i s  excessive,  a s  
determined by a majori ty  of t h e  t h r e e  channels, t h e  
two good channels a r e  re leased  i n  synchronism. 
Monitoring of t h e  r e l a t i v e  synchronism of t h e  t h r e e  
channels i s  accomplished by software. 

Real-time counter adjustment - I n  t h i s  method, each 
channel reads t h e  real- t ime counter  values of t h e  
o the r  channels a s  w e l l  a s  i t s  own and generates  a 
"count value" t o  be loaded i n t o  i t s  real-t ime counter 
f o r  t h e  next  i t e r a t i o n .  I n  t h i s  manner, each chan- 
n e l  a d j u s t s  i t s  count i n t e r v a l  t o  coincide w i t h  o t he r  
channels a t  t h e  beginning of each i t e r a t i o n  t o  ob ta in  
synchronism. Monitoring is r ead i l y  accomplished i n  
software by examining t h e  r e l a t i v e  real-t ime count 
values.  

Conclusions. - Of t h e  synchronization techniques considered, 
the  HALT RELEASE macro sync technique appears t o  m e e t  t h e  requi re-  
ments with t h e  l e a s t  c o s t  and r i s k  po t en t i a l .  Micro synchroniza- 
t i on ,  with i t s  a t t endan t  increased hardware, p o t e n t i a l  f o r  s i ng l e -  
po in t  f a i l u r e s ,  and dependence on a f a i l - s a f e  i n - l i ne  monitor, 
imposes pena l t i e s  which obvia te  i t s  u t i l i z a t i o n .  The real-t ime 
counter adjustment form of macro synchronization provides poorer 
synchronization performance. For example, if one clock d r i f t s  
somewhat wi th in  i t s  allowable spec i f i c a t i on  band, t h e  real- t ime 
counter "count value" adjustment occurs i n  t h e  subsequent i t e r a -  
t i o n  and is  intended t o  provide s t a r t  po in t  synchronizat ion f o r  
t he  i t e r a t i o n  a f t e r  t h a t .  Thus, e f f e c t i v e  synchronizat ion per- 
formance l i m i t s  a r e  l a r g e r  than  f o r  t h e  HALT RELEASE method. 

RECONFIGURABLE COMPUTER STUDY 

A s p e c i f i c  t a sk  of t h i s  s tudy was t o  review and u t i l i z e  
where poss ib le  t h e  r e s u l t s  of t h e  NASA-sponsored Reconfigurable 
Computer System (RCS) Study i n  evaluat ing  t h e  redundant computer 
conf igura t ions  f o r  t h e  F-8C Fly-By-Wire System. Due t o  t h e  
schedules of t h e  two s t ud i e s ,  only an in te r im r epo r t  on t h e  RCS 
study was ava i l ab l e  f o r  use i n  t h e  F-8C study. 

The scope of t h e  reconfigurable computer s tudy was broad i n  
na ture  and aimed pr imar i ly  a t  t he  development of new a n a l y t i c a l  
techniques.  Thus, t a sk s  such a s  t h e  q u a l i t a t i v e  s p e c i f i c a t i o n  
of f a u l t  to lerancefand a n a l y t i c  modeling a r e  t h e o r e t i c a l l y  r a t h e r  
than p r a c t i c a l l y  or iented .  The r e s u l t s  ava i l ab le ,  although 
i n t e r e s t i n g ,  a r e  no t  y e t  u se fu l  i n  an implementation t radeoff  
study. 



The in te r im r epo r t  on the  RCS study discussed s eve ra l  i n t e r -  
e s t i ng  techniques f o r  improving system r e l i a b i l i t y ,  bu t  which could 
not  be q u a n t i t a t i v e l y  fac tored  i n t o  t he  t radeoff  study a t  t h i s  
t ime, Examples a r e  t h e  roll-back and roll-ahead techniques t o  
compensate f o r  t r a n s i e n t  f a u l t s ,  These techniques may very w e l l  
have app l i ca t ion  t o  f u tu r e  redundant DFBW systems, bu t  t h e  imple- 
mentation of t h e  techniques w i l l  have t o  be more f u l l y  defined 
before a use fu l  evaluat ion  can be made, 

One important aspect  is  connected with t h e  purpose of t h e  
techniques per  Ser which i s  t o  handle t r a n s i e n t  f a i l u r e s .  The 
s ign i f i cance  of techniques f o r  t r a n s i e n t  f a i l u r e  compensation de- 
pends# of course,  on t h e  prevalence of t r a n s i e n t  f a i l u r e s ,  There 
have been few at tempts  t o  ob ta in  q u a n t i t a t i v e  da t a  on t h e  frequency 
of occurrence of t r a n s i e n t  f a i l u r e s ,  Usually t h e  approach has been 
t o  c o r r e c t  t h e  design of t h e  device i n  ques t ion  s o  $hat t h e  t r ans -  
, i e n t  f a i l u r e s  s t op  appearing. Indeed, while  it may'be apparent 

t h a t  t r a n s i e n t  f a i l u r e s  a r e  occurr ing,  it is o f t en  d i f f i c u l t  t o  
pin po in t  t h e  exact  t i m e  o r  loca t ion  of t h e  f a i l u r e .  S imi lar ly ,  
it might be d i f f i c u l t  t o  select appropr ia te  po in t s  f o r  de tec t ing  
o r  co r rec t ing  t r a n s i e n t  f a i l u r e s  i f  these  f a i l u r e s  a r e  s o  ephem- 
e r a l  t h a t  it has no t  been poss ib le  t o  "design them outq'  of t h e  
equipment. 

With these  po in t s  i n  mind, it is  suggested t h a t  t h e  ana ly t i -  
c a l  work on t r a n s i e n t  f a i l u r e  de t ec t i on  and compensation should be 
accompanied by experimental work t o  quant i fy  t h e  prevalence of 
t r a n s i e n t  f a i l u r e s  and t h e  environments which cause them, 

ACTUATOR CONSIDERATIONS 

The su r face  and secondary ac tua to r s  of t h e  NASA F-8C f l i g h t  
research  veh ic le  were reviewed i n  regard t o  t h e i r  use i n  t h e  con- 
t inu ing  F-8C DFBW program. The review ind ica ted  t h r e e  aspects  
t h a t  should be considered i n  d e t a i l .  These w e r e  1) modif icat ions 
needed t o  adapt t h e  Phase I secondary ac tua to r s  f o r  use i n  t h e  
Phase I1 program; 2 )  modif icat ions t h a t  would be required t o  simu- 
l a t e  t h e  Shu t t l e  ac tua t ion  system, and 3)  means f o r  providing 
backup con t ro l  systems. These aspects  a r e  covered i n  t h e  follow- 
ing  pages, 

F-8C Phase I Actuation System 

The F-8C has f i v e  separa te  f l i g h t  con t ro l  su r faces  a s  shown 
i n  Figure 5. Each su r face  is  dr iven by a dual-redundant power 
ac tua to r ,  I n  order  t o  convert  t h i s  a i r c r a f t  t o  use a fly-by-wire 
con t ro l  system, t h e  mechanical con t ro l  system was disconnected 



from t h e  inpu t  of  t h e  power ac tua to r  and secondary ac tua to r s  w e r e  
i n s t a l l e d  t o  pos i t i on  t h e  power ac tua tor .  

Figure 19 is a s impl i f i ed  diagram of t h e  e x i s t i n g  (Phase I) 
F-8C secondary ac tua to r .  This  ac tua to r  has a t o t a l  of f i v e  
e lec t rohydrau l i c  servovalves,  two of which a r e  p resen t ly  used f o r  
dual-channel, comparison-monitored commands from t h e  d i g i t a l  coma 
p u t e r ( s ) .  In  Phase I t h e  s i n g l e - d i g i t a l  computer supplied dual  
outputs;  i n  Phase I I a  t h e  dua l -d ig i t a l  computers would each have 
dr iven one valve. The remaining t h r ee  a r e  used i n  a three-channel 
analog backup con t ro l  system (BCS). A l l  channels a r e  provided 
with engage valves f o r  i s o l a t i n g  and bypassing purposes, a s  w e l l  
a s  d i f f e r e n t i a l  pressure  sensors  f o r  in terchannel  monitoring i n  
the  BCS mode. 

MONITOR 

VALVE 
DIGITAL 

COMMANDS ACTIVE 

j. 
VALVE VALVE 

BES 1 B C ~  2 BCS 3 

Figure 14. Exis t ing  F-8C Secondary Actuators 



Analysis of NASA F-8C Actuators  

Actuator performance l i m i t a t i o n s ,  - F-8C servo  a c t u a t o r  
respcnse requirements w e r e  def ined i n  " D i g i t a l  CCV F l i g h t  Control  
Laws" s t u d i e s  conducted a t  Honeywell under c o n t r a c t  NAS1-12680. 
A summary of t h i s  i n v e s t i g a t i o n  is included i n  Appendix A. The 
requirements s p e c i f i e d  t h e r e i n  a r e  e s s e n t i a l l y  i n  agreement with 
those def ined  ( a s  s t a t e d  i n  an unpublished Sperry r e p o r t ) .  

The q u a l i t a t i v e  performance of t h e  NASA F-8C servo a c t u a t o r s  
was f u l l y  observed and we l l  documented during t h e  Phase I D i g i t a l  
Fly-By-Wire F l i g h t  T e s t  Program a t  NASA-FRC. The marginal-to- 
inadequate performance of both t h e  primary and backup c o n t r o l  
systems i n  some f l i g h t  regimes was recognized and determined t o  
be due t o  servo n o n l i n e a r i t i e s  ( a s  s t a t e d  i n  an unpublished 
Sperry r e p o r t ) ,  I n  add i t ion ,  a number of poss ib le  cont r ibutory  
e f f e c t s  w e r e  i d e n t i f i e d  as follows: 

1) The 0 -05-see f i l t e r  i n  f r o n t  of t h e  ac tua to r  loop, 
i n s e r t e d  t o  g e t  r i d  of t h e  " d i g i t a l  s t a i r c a s e "  

2 )  Inadequate p o s i t i o n a l  ga in  of t h e  backup a c t u a t o r  loop 

3 )  Excessive f r i c t i o n  i n  t h e  tr iple-tandem a c t u a t o r  

4 )  Inadequate force  ga in  i n  t h e  backup a c t u a t o r  loop 

5)  Surface ac tua to r  loop ga in  t o o  low 

6) Excessive h y s t e r e s i s  i n  t h e  su r face  a c t u a t o r  valve 

7 )  Horizontal  s t a b i l i z e r  power a c t u a t o r s  flow l i m i t .  

The lack of complete q u a n t i t a t i v e  information de f in ing  t h e  
servo  a c t u a t o r  c h a r a c t e r i s t i c s  and performance ind ica ted  t h e  
necess i ty  of performing a r e l a t i v e l y  d e t a i l e d  a n a l y s i s  of t h e  
e x i s t i n g  ac tua to r  servo l o o p s .  The r e s u l t s  of t h i s  a n a l y s i s  a r e  
presented i n  t h e  following paragraphs. 

Actuator servo loop a n a l y s i s ,  - I n  Phase I t h e  secondary 
a c t u a t o r s  w e r e  operated 'with t h e  ga ins  i n d i c a t e d  i n  Figure 20 ., 
Note t h a t  f o r  a given p i s ton  a r e a ,  valve pressure  ga in  and re- 
l a t e d  e l e c t r i c a l  ('"dry loop") ga in ,  a s p e c i f i c  s t i f f n e s s  (column 
"0") can be ca lcu la ted ,  

For one backup channel,  t h e  s t i f f n e s s  is  t h a t  shown (397 
lb/deg) (180 KG/deg) , and f o r  two channels,  it would be twice 
t h a t ,  e t c .  The r e s u l t s  can be p l o t t e d  a s  shown i n  Figure 21. 
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This shows t h a t  t h e  force  gain of two backup channels i s  t w i c e  
t h a t  of one, and t h a t  t he  force  Qain of t h e  primary channel i s  
almost t h a t  of t h r e e  backup channels. 

Secondary ac tua to r  hys t e r e s i s .  - Time h i s t o ry  recordings of 
secondary ac tua to r  behavior w e r e  made by NASA-FRC a f t e r  completion 
of t he  Phase I f l i g h t  t e s t  program, and w e r e  supplied a s  p a r t  of 
the  da t a  inpu t  t o  t h e  cu r r en t  study. Careful  study of these  re- 
cordings has shown t h a t  a very s i g n i f i c a n t  amount of hys t e r e s i s  
e x i s t s  i n  t he  secondary ac tua to r s ,  Table V I I  l ists these  measured 
values. 

TABLE V I I .  - SECONDARY ACTUATOR HYSTERESIS, 
DEGREES, PEAK-TO-PEAK 

Channel 

P i t ch  primary 
Backup channel 2 
Backup channel 3 
Backup channel 4 
Backup channel 2,3&4 

Rol l  primary 
Rol l  backup 2 
Rol l  backup 3 
Rol l  backup 4 
Rol l  backup 2,3&4 

Actuator 
L e f t  Right 

This da ta ,  using t he  cons tants  from Figure 20 and t h e  p lo t -  
t i n g  method of Figure 2 1 ,  bu t  s u b s t i t u t i n g  peak-to-peak equiva- 
l e n t  c o n t r o l  sur face  hys t e r e s i s  f o r  t h e  absc i s sa  i n s t ead  of sur-  
face  de f l e c t i on ,  was used t o  i n d i c a t e  t he  s t a t i c  f r i c t i o n  range 
of t h e  p i t c h  ac tua to r s  shown i n  Figure 22. 

Note t h a t  equivalent  single-channel (backup) f r i c t i o n  f a l l s  
i n  a range of 90 t o  160 l b  (40.4 t o  72.7 KG) and t h a t  t h i s  "brackets"  
the  three-channel da t a  po in t s  shown. I n  o rde r  t o  relate these  num- 
be rs  t o  t he  primary s y s t e m ,  a maximum/minimum range of f r i c t i o n  
f o r  t h a t  system must be p lo t t ed .  The upper l i n e  "primary channel 
without hys t e r e s i s , "  is obtained by use-of t he  numbers from ~ i g u r e  
20. The lower l i n e ,  "primary channel with valve hys t e r e s i s , "  shows 
what t he  equivalent  f r i c t i o n  would be i f  valve hys t e r e s i s  w e r e  
a t  t h e  maximum spec i f i ed  (0.52 ma). Natura l ly ,  t h e  r e a l  amount 
w i l l  f a l l  somewhere i n  between. 
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Figure  21. F-8C P i t c h  Axis Actuator Force Gain 
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Figure  22. F-8C P i t c h  A x i s  S t a t i c  ~ r i c t i o n  Range 



From t h i s  it appears t h a t  s ta t ic  f r i c t i o n  f o r  t h e  p i t c h  a x i s  
is  i n  t h e  80 - 158 l b  (36,4 t o  68.2 KG) range -- probably nearer  
the  lower value when backup valve h y s t e r e s i s  i s  included,  A va lue  
of 3 percent  was assumed t o  be t y p i c a l  f o r  valves of t h i s  type,  
although t h e  p e c i f i c a t i o n  d i d  n o t  include any d e f i n i t e  value.  

a 

The same techniques w e r e  used t o  p l o t  t h e  s t a t i c  f r i c t i o n  
c h a r a c t e r i s t i c s  of t h e  r o l l  a x i s  and t h e  r e s u l t s  appear i n  
Figure 23. 
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Figure 23. F-8C Rol l  Axis S t a t i c  F r i c t i o n  Range 

Note t h a t  t h e r e  i s  l i t t l e  c o r r e l a t i o n  between t h e  backup 
channels and t h e  primary channel; while ca lcu la ted  s t a t i c  f r i c t i o n  
l e v e l s  range from 130 t o  190 l b  (59.1 t o  86.4 KG) f o r  t h e  backup, 
those ca lcu la ted  f o r  primary channel fo rces  a r e  only between zero 
and 60 l b  (27,3 KG) , There are s e v e r a l  p o s s i b i l i t i e s  f o r  t h i s  
discrepancy : 



1) The loop gain on t h e  primary channel i s  a c t u a l l y  much 
higher  than given i n  Figure 20, But t h i s  would re- 
qu i r e  loop gains  i n  t h e  v i c i n i t y  of 200 rad  -- and 
with t h a t  amount of g a m  t h e  ac tua to r  would probably 
be unstable .  

2 )  The backup channel ga ins  a r e  a c t u a l l y  lower than 
those s t a t e d  i n  Figure 20, I f  t h e  e r r o r  w e r e  2:1, 
t h i s  would b r ing  t h e  f r i c t i o n  fo rce  down i n t o  t h e  
65 t o  85 l b  (29.5 t o  38.6 KG) range which seems more 
l i k e l y ,  and loop ga ins  would a c t u a l l y  be 115 rad,  
which is  poss ib le .  

3)  The self-monitoring e lec t rohydrau l i c  valve (EHV) 
used on t he  primary channel has a pressure  ga in  
approximately 3x the minimum s t a t e d  i n  t he  spec. 
This would put  t he  equivalent  f r i c t i o n  of t h e  
primary system i n  t h e  zero t o  180 l b  (81.8 KG) 
range - another d i s t i n c t  p o s s i b i l i t y ,  

Of these  p o s s i b i l i t i e s ,  a l t e r n a t i v e  3) seems most l i k e l y  
and t he  load l i n e  f o r  t h i s  case  is  included i n  Figure 23 f o r  r e f -  
erence. I n  any case ,  t he  recordings have shown t h a t  t he r e  i s  
c l e a r l y  a s i g n i f i c a n t  amount of s t a t i c  f r i c t i o n  i n  t h e  secondary 
ac tua to r  system, and t h a t  it i s  the major con t r ibu to r  t o  t h e  
ac tua to r  h y s t e r e s i s  problem, 

Surface (power) ac tua to r s .  - Study of t h e  su r face  ac tua to r  
performance d isc losed  t h a t ,  while marginal, they could be used 
a s  i s  -- assuming t h a t  t h e  secondary ac tua to r s  a r e  s i g n i f i c a n t l y  
improved. 

Recommendations f o r  Secondary Actuator Improvement 

Various modif icat ions which might decrease t h e  h y s t e r e s i s  
and genera l ly  improve dynamic performance were considered. 

Reduction of f r i c t i o n .  - Reduction of f r i c t i o n  i n  t h e  t r i p l e -  
tandem ac tua to r  i s  one obvious way t o  improve t h e  h y s t e r e s i s  
c h a r a c t e r i s t i c .  This may be p a r t i a l l y  accomplished by r e f i n i s h i n g  
s e a l  su r faces ,  e t c .  However, it appears more l i k e l y  t h a t  most of 
the f r i c t i o n  i s  due t o  s l i g h t  misalignment of t h e  t h r e e  cy l inder  
s ec t i ons  and consequently h ighly  accura te  alignment i n  assembly 
would be requi red  t o  reduce f r i c t i o n  from t h i s  source. Analysis 
of t he  e x i s t i n g  p i t c h  a x i s  secondary ac tua to r  shows t h a t  s t a t i c  
f r i c t i o n  must be reduced t o  approximately 9 l b  (4.09 KG) i n  o rde r  
t o  m e e t  t h e  performance ob jec t ives .  The extreme improvement re- 
qui red  (reduct ion from 150 l b  (68.2 KG) t o  9 l b  (4.09 KG) ) , makes 
it apparent t h a t  reduct ion of f r i c t i o n  can only be a p a r t i a l  solu-  
t i o n  and must be used i n  conjunction with o the r  changes. 



Force ga in  inc rease ,  - I n  considering t h i s  approach t h e  
tr iple-backup valve-actuator  combination i s  used as a b a s i s  be- 
cause t h e r e  e x i s t s  t h e  convenient p o s s i b i l i t y  of interchanging 
the  primary and backup valves when convert ing from t h e  Phase I I a  
design ( 2 X  d i g i t a l  and 3X analog backup) t o  t h e  Phase I I b  design 
(3X d i g i t a l  and 2 X  backup). 

The fo rce  ga in ,  pe r  se, might be increased  by boring ou t  
the  cy l inder  and increas ing  p i s t o n  diameter o r  perhaps by reducing 
t h e  rod diameter,  Obviously t h e  inc rease  i n  p i s t o n  a r e a  would be 
accompanied by a s i m i l a r  inc rease  i n  cy l inder  swept volume, thus  
causing a decrease i n  p i s t o n  v e l o c i t y ,  assuming t h e  same valve 
and flow r a t e  i s  re ta ined .  I t  might be permissible  t o  i n c r e a s e  
force  ga in  (and decrease v e l o c i t y )  by 20 t o  25 percent ,  b u t  t h i s  
would n o t  nea r ly  so lve  t h e  problem. I f  f o r c e  ga in  w e r e  t h e  only 
parameter involved it would requ i re  t h a t  t h e  p i s t o n  a r e a  be in-  
creased from t h e  c u r r e n t  0.189 (1.219 c m 2 )  square inch t o  approxi- 
mately 1.25 square inches (8.06 cm2) (assuming a worst-case f r i c -  
t i o n  l e v e l  of 200 l b  (90.9 KG) , t o  achieve less than 0 .lo hystere-  
sis. 

Beside being mechanically imprac t i ca l  t o  accomplish, such an 
inc rease  i n  a rea  would requ i re  t h a t  o t h e r  system parameters be 
d r a s t i c a l l y  changed. This ,  and o t h e r  a l t e r n a t i v e s  involving t h e  
use of the  o r i g i n a l  va lves ,  is  presented i n  d e t a i l  i n  Appendix B. 

Bas ica l lyo  t h e  problem i s  t h a t  t h e  generous mistrack t o l e r -  
ances of t h e  Phase I arrangement r e q u i r e s  low fo rce  ga ins  and thus  
cannot achieve low h y s t e r e s i s  i n  t h e  presence of high s t a t i c  f r i c -  
t i o n ,  Inasmuch a s  it does n o t  s e e m  f e a s i b l e  t o  reduce t h e  b a s i c  
f r i c t i o n  of t h e  a c t u a t o r  t h e  s o l u t i o n  must be a system i n  which 
t h e  requi red  high fo rce  gain can be employed without  causing prob- 
l e m s  with mistrack to lerances .  

Using a c t u a t o r  h y s t e r e s i s  a s  a b a s i c  design requirement, 
acceptable  c h a r a c t e r i s t i c s  f o r  improved valves t o  be used i n  t h e  
present  secondary a c t u a t o r  loops have been c a l c u l a t e d  ( d e t a i l s  
a r e  presented i n  Appendix C). The recommended valve parameters 
f o r  t h e  r o l l  a x i s  a r e  included i n  t h e  bottom l i n e  of Figure 24, 
which enables  comparison with t h e  p r e s e n t  servoactua tor  components. 

Triple-tandem a c t u a t o r  equa l i za t ion .  - The previous subsec t ion  
i n d i c a t e s  t h a t  t h e  e x i s t i n g  servovalves (a t  l e a s t )  must by replaced  
i f  acceptable  secondary a c t u a t o r  performance is t o  be achieved. If 
new servovalves a r e  employed, t h e  always-present problem of channel 
mis t r a c k  i n  t h e  force-summed tr iple- tandem secondary a c t u a t o r  must 
be solved. 

U s e  of t h e  p resen t  AP t ransducers  t o  d r i v e  "equal izers"  as 
shown i n  Figure 25 i s  one s o l u t i o n .  



AMP-DEMOD LVDT 
KO KF 

K~ 

VOLTS 

CM 

E 

ORYLOOP 
GAIN 
MA - 
CM 

LOOP 
cM / sEc KGICM~ C M ~  I - -1 GAINS lTl 

cM3/ SEc RADIANS I CM 

'( D 

VOLTS DC --- 
VOLT RMS 

AXIS 
(ELEVATOR) 

ROLL 
AXlS 

(AILERON) 

ELECTRO ELECTRO 
HYDRAULIC HYDRAULIC 

DRYLOOP 
(IN DEGI 

OEG/SEC 
MA DEG 

1.969 

I. 969 

1'969 

1.969 

I ' 969 

PRIMARY 
CHANNEL 

,",",",","NUEPL 
PRIMARY 
CHANNEL 

,",",",","LL 

SERVO 

K~ 

VOLTS 

VOLT 

IMPROVED 
ROLL ACTUATOR 

'( A 

MA - 
VOLT 

1.3 

1.3 

1.3 

Figure 2 4 .  F-8C Secondary Actuator Loop Gains 
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EQUALIZER 

Figure 25.  AP Equal izer  and Monitor 

I n  t h i s  system, t h e  d i f f e r e n t i a l  pressure  t ransducer  pro- 
duces a s i g n a l  which i s  propor t ional  t o  t h e  d i f fe rence  between 
t h a t  channel and t h e  average of a l l  t h r e e  channels -- plus  a por- 
t i o n  of t h e  s t a t i c  load on t h e  a c t u a t o r .  I f  t h i s  s i g n a l  were , in-  
t e g r a t e d  and summed i n t o  t h e  servo  ampl i f i e r  a s  a " t r im" o r  
"equal izer"  s i g n a l ,  then t h e  mistrack could ( t h e o r e t i c a l l y )  be 
el iminated.  Unfortunately,  t h e r e  a r e  s e v e r a l  disadvantages t o  
t h i s  system when appl ied t o  t h e  r e a l  world: 

1) Because t h e  average of  a l l  channels contains  a 
por t ion  of any s p e c i f i c  channel under ana lys i s ,  
c los ing  t h e  feedback loop v i a  t h e  equa l i ze r  i n t e -  
g r a t o r  r e s u l t s  i n  a low-frequency i n s t a b i l i t y .  

2 )  The s t a t i c  f r i c t i o n  loads a r e  not  symmetrical; i .e. ,  
t h e  gextend" load may be g r e a t e r  than  t h e  " r e t r a c t "  
(o r  v i c e  ve r sa )  and consequently, t h e  equa l i ze r s  
on a l l  t h r e e  channels w i l l  be "pumped" up -- causing 
an ever- increasing o f f s e t  i n  t h e  e n t i r e  a x i s  and 
eventua l  catastrophy.  



3) The basic redundancy management concept is that of 
"majority vote," consequently only one failure can 
be identified, and "dual fail op" performance is 
impossible, 

Obviously, the first two disadvantages make this solution un- 
acceptable, but there are some variations which can circumvent 
these problems, An alternate arrangement, shown in Figure 26, 
eliminates the instability problem by using other than "averaging" 
logic. 
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Figure 26. Mid-Value Selected Equalizer 

Note that in this system, the difference between the AP 
sensor and the middle value of all AP sensors is used to generate 
an integrated equalizer signal. While this eliminates the sta- 
bility problem, it has other deficiencies : 

1) The inter-channel connections necessary for mid- 
value selection reduce the reliability of each 
individual channel. 



2) Asymmetrical s t a t i c  loads s t i l l  tend t o  genera te  
continuously inc reas ing  o f f s e t s  i n  t h e  e q u a l i z e r s ,  
e s p e c i a l l y  i f  mistracks a r e  w e l l  d i s t r i b u t e d  
throughout t h e  p o s i t i o n  range. 

3 )  The monitoring c a p a b i l i t i e s  of t h i s  type  of system 
a r e  s t i l l  (normally) l imi ted  t o  " s i n g l e  f a i l  op" -- 
while  opera t ion  a f t e r  two f a i l u r e s  i s  des i rab le .  

~ m e v e r ,  i f  "dual-fail-op" is n o t  a f i rm requirement then  
another " fa i l -op-fa i l - safe"  approach, t h a t  of t h e  s o l u t i o n  i n  
Figure 27, may be app l i cab le ,  
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Figure 27. Mid-Value Selected Pressure  Feedback 
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While t h i s  system is  s i m i l a r  t o  t h a t  shown i n  Figure 26 ,  
it uses no i n t e g r a t o r s  i n  t h e  pressure  feedback loop. Ins tead ,  
a very high negat ive ga in  i s  used (possibly with some shaping) 
t o  cause t h e  pressure  ga in  of any channel t h a t  i s  n o t  t h e  median 
channel t o  be severe ly  decreased, and thereby cause t h a t  channel 
t o  " t rack"  t h e  median channel and share  i ts  load. F a i l u r e s  are 
e a s i l y  de tec ted  by monitoring t h e  d i f f e r e n t i a l  pressure  l e v e l s ,  
as  i n  t h e  present  ac tua to r .  

This concept appears t o  have only two d e f i c i e n c i e s  and they 
a r e  n o t  c r i t i c a l :  

1) The median-select l o g i c  r equ i res  a l a r g e  amount 
of inter-channel  wiring. 

2 )  Only fa i l -op ,  f a i l - s a f e  performance can be achieved. 

Where dual-fai l -op performance i s  des i red ,  t h e  s o l u t i o n  
shown i n  Figure 28 i s  suggested. 

This conf igura t ion  i s  a v a r i a t i o n  of "active-standby1' i n  
which a l l  channels a r e  continuously operat ing;  one channel 
designated "ac t ive"  carries t h e  e n t i r e  output  load with whatever 
f o r c e  ga in  is  necessary,  and t h e  o t h e r s  assigned "on-line" s t a t u s  
merely "follow t h e  leader .  " 

This i s  accomplished by making t h e  a c t i v e  channel a high- 
fo rce  ga in  servo and t h e  on-l ine channels very low force-gain 
channels by using l a r g e  amounts of negat ive pressure  feedback on 
t h e  l a t t e r ,  

" In- l ine"  monitoring permits  each channel t o  be monitored 
ind iv idua l ly  with a minimum of channel in terconnects  and a t  t h e  
same time provide "dual f a i l  op" c h a r a c t e r i s t i c s .  Because a l l  
channels a r e  always engaged and monitored, switching t r a n s i e n t s  
normally a s soc ia ted  with act ive/s tandby systems a r e  el iminated.  
While d e t e c t i o n  and c o r r e c t i o n  of t h e  f i r s t  f a i l u r e  is  non-time- 
c r i t i c a l ,  t h e  second f a i l u r e  r equ i res  r ap id  a c t i o n  of t h e  d i s -  
engage system i f  "bumps" a r e  t o  be minimized; however, l a r g e  
t r a n s i e n t s  a r e  impossible even then  because t h e  f a i l e d  channel is  
s t i l l  opposed by a good one. 





F e a s i b i l i t y  of Simulation of S h u t t l e  Actuation System 

Schematics of t h e  secondary and su r face  a c t u a t o r s  f o r  both 
t h e  F-8C DFBW a i r p l a n e  and t h e  S h u t t l e  Orb i t e r  a r e  shown i n  Fig- 
ures  29 and 30. I n  both cases  a  redundant secondary a c t u a t o r  
d r ives  t h e  va lve  (s) c o n t r o l l i n g  t h e  s u r f  ace a c t u a t o r ,  b u t  t h e  
feedback arrangements .are markedly d i f f e r e n t .  I n  t h e  F-8C t h e  
secondary a c t u a t o r  has e l e c t r i c a l  p o s i t i o n  feedback, and thus  
funct ions  a s  a p o s i t i o n  servo,  i .e . ,  t h e  output  p o s i t i o n  is pro- 
p o r t i o n a l  t o  t h e  i n p u t  s i g n a l  t o  t h e  servo  ampl i f i e r .  The sur -  
face  a c t u a t o r  a l s o  has p o s i t i o n  feedback, i n  t h e  form of a 
mechanical l inkage ,  which causes t h e  va lve  t o  c lose  a s  t h e  actu- 
a t o r  reaches t h e  commanded p o s i t i o n ,  s o  t h a t  t h e  d e f l e c t i o n  of 
t h e  su r face  is propor t ional  t o  t h e  output  displacement of t h e  
secondary ac tua to r .  Thus, t h e  su r face  p o s i t i o n  i s  p ropor t iona l  
t o  t h e  inpu t  s i g n a l  t o  t h e  servo  a m p l i f i e r ,  b u t  each a c t u a t o r  
opera tes  wi th in  its own independent feedback loop, 

I n  t h e  S h u t t l e  arrangement t h e  secondary a c t u a t o r  again has  
p o s i t i o n  feedback ( i n  t h i s  case  through a spr ing  applying fo rce  
t o  t h e  f i r s t  s t a g e  f l a p p e r ) ,  b u t  t h e  su r face  a c t u a t o r  does n o t  
have any feedback d i r e c t l y  t o  i t s  va lve ,  Ins tead ,  t h e  output  
p o s i t i o n  i s  sensed e l e c t r i c a l l y  and t h e  s i g n a l  i s  f e d  back t o  t h e  
i n p u t  of t h e  secondary a c t u a t o r  servo  ampl i f i e r .  The output  of 
t h e  S h u t t l e  secondary a c t u a t o r  commands v e l o c i t y  of t h e  s u r f a c e  
ac tua to r  r a t h e r  than  p o s i t i o n  a s  i n  t h e  F-8C, The o v e r a l l  r e s u l t  
is t h e  same i n  both designs,  ( i . e . ,  an e l e c t r i c a l  s i g n a l  i n t o  t h e  
servo  ampl i f i e r  commands a  p o s i t i o n  output  of t h e  su r face  a c t u a t o r ) ,  
but  t h e  i n t e r n a l  dynamics a r e  somewhat d i f f e r e n t .  Also, t h e  man- 
ner  i n  which i n - l i n e  f a i l u r e  monitors can be implemented i s  d i f -  
f e r e n t .  These d i f fe rences  w i l l  n o t  be c r i t i c a l  t o  t h e  r e l i a b i l i t y  
r e s u l t s  of t h i s  study, assuming each a c t u a t o r  arrangement i s  suc- 
c e s s f u l l y  developed, because t h e r e  should be l i t t l e  d i f f e r e n c e  i n  
the  component f a i l u r e  rates of  t h e  two conf igura t ions ,  

It is  t r u e ,  however, t h a t  t h e  S h u t t l e  design is unproven and 
t h e r e  could be problems i n  t h e  f i n a l  development t h a t  g i g h t  be 
inves t iga ted  i n  t h e  F-8C program i f  t h e  S h u t t l e  a c t u a t o r s  could 
be dup l i ca ted  o r  simulated i n  t h e  F-8C, Accordingly, a  b r i e f  
design study of t h e  f e a s i b i l i t y  of s imula t ing ,  t o  any use fu l  de- 
gree ,  t h e  S h u t t l e  a c t u a t o r s  by modifying t h e  F-8C arrangement w a s  
made. Fac tors  such as  modif icat ions requi red  t o  F-8C secondary 
and su r face  a c t u a t o r s ,  p o s s i b i l i t y  of using F-8C EHVs and p o s s i b l e  
dynamic problems were considered. D e t a i l s  of t h e  s tudy a r e  pre- 
sented i n  Appendix D. The r a t h e r  d e f i n i t e  conclusion i s  t h a t  
making t h e  F-8C a c t u a t o r s  even func t iona l ly  s i m i l a r  t o  the S h u t t l e  
a c t u a t o r s  would be d i f f i c u l t ,  expensive, and t i m e  consuming. To 
make t h e  i n s t a l l a t i o n  s u f f i c i e n t l y  s i m i l a r  t h a t  d e t a i l  hardware 
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problems might be uncovered would s e e m  t o  be economically, and 
almost t e c h n i c a l l y ,  i n f e a s i b l e .  Therefore,  t h e r e  appears t o  be 
no reason t o  pursue t h i s  ques t ion  f u r t h e r .  

Backup Control  Sys t e m s  

Phase I I b  of t h e  DFBW program was o r i g i n a l l y  intended t o  use 
a c o n t r o l  system having s u f f i c i e n t  r e l i a b i l i t y  such t h a t  no back- 
up system w a s  required.  NASA-FRC, however, considered t h i s  
approach with a new system t o  be unwise and requested t h a t  an i n -  
dependent backup system be re t a ined .  

Five backup system concepts,  c o n s i s t e n t  with t h e  use of t h e  
e x i s t i n g  secondary ac tua to r  bodies ,  have been defined.  

These suggested backup systems r e f l e c t  a " f ixed  gain" mini- 
mum complexity concept with no schedules o r  mode switching capa- 
b i l i t y .  Sensor inpu t s  a r e  obtained a t  t h e  output  of  t h e  demodu- 
l a t o r s ,  and i s o l a t e d  from t h e  mul t ip lex  switch i n p u t  t o  t h e  d i g i -  
t a l  system. Upon d i g i t a l  computer f a i l u r e ,  t h e  c o n t r o l  i s  switched 
from t h e  computer output  t o  t h e  analog output  through a fade-in 
c i r c u i t  t o  minimize t h e  switching t r a n s i e n t .  Logic f o r  t h e  
switching is  provided by t h e  computer vot ing process.  

Single-channel backup concept. - A s  i t s  name implies ,  t h i s  
concept provides only a s i n g l e  channel of analog c i r c u i t r y  and 
s i n g l e  inpu t  t o  each su r face  secondary ac tua to r ,  A simple diagram 
of t h e  concept is shown i n  Figure 31. Engagement of t h i s  backup 
c o n t r o l  system would be automatical ly  i n i t i a t e d  by a hydraul ic  
l o g i c  inpu t  t o  t h e  engage valve i n  t h e  event  of f a i l u r e  of two of 
t h e  t h r e e  primary channels. It is assumed t h a t  t h e  Phase I I a  back- 
up e l e c t r o n i c s  could be u t i l i z e d  i n  implementing t h i s  concept with 
only minor modif icat ions.  Although Figure 31 does n o t  show feed- 
back sensors ,  e t c . ,  augmentation could be included a s  required.  
A new e lec t rohydrau l i c  valve i s  requi red  t o  achieve t h e  des i red  
performance. 

The s i m p l i c i t y  of t h e  mechanization ( the  number of compo- 
nents  i s  minimized) assures  h ighes t  r e l i a b i l i t y .  Enhancement of 
t h e  o v e r a l l  system opera t iona l  r e l i a b i l i t y  may a l s o  be provided 
by e i t h e r  performing p r e f l i g h t  checkout through comparison with 
the d i g i t a l  primary c o n t r o l  conf igura t ion  o r  by continuous in-  
f l i g h t  monitoring with one of t h e  primary d i g i t a l  computers, The 
p r e f l i g h t  checkout concept appears t o  be most a t t r a c t i v e  f o r  t h i s  
app l i ca t ion  because it is  t h e  l e a s t  complex (and c o s t l y )  , and it 
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maintains t h e  i n - f l i g h t  i s o l a t i o n  between primary and backup con- 
t r o l  systems, U s e  of one of t h e  primary d i g i t a l  computers t o  pro- 
vide i n f l i g h t  monitoring could r e s u l t  i n  f a i l u r e  propagation from 
primary t o  backup channel o r  l o s s  of backup system f a i l u r e  detec- 
t i o n  due t o  a primary channel f a i l u r e .  

Dual-channel comparison-monitored backup concept. - Figure  
32 i l - l u s t r a t e s  t h e  dual-channel comparison-monitored backup con- 
t r o l  system, This conf igura t ion  i s  based upon implementation of 
two i d e n t i c a l  analog channels which may be accura te ly  monitored 
with a simple analog comparison t o  d e t e c t  f a i l u r e s .  One of t h e  
channels supp l i e s  c o n t r o l  s i g n a l s  t o  t h e  a c t i v e  backup servo  va lve ,  
while t h e  o t h e r  channel d r i v e s  a d m y  servo  va lve  which i s  ob- 
served by t h e  hydraul ic  monitoring l o g i c ,  The f a i l u r e  r a t e  f o r  
t h i s  conf igura t ion  i s  twice t h a t  of t h e  single-channel system, b u t  
a s i n g l e  f a i l u r e  w i l l  s t i l l  cause complete l o s s  of funct ion .  How- 
ever ,  t h e  dual-channel arrangement does allow continuous moni- 
t o r i n g  f o r  determinat ion of backup system s t a t u s  and it provides 
complete i s o l a t i o n  from t h e  primary d i g i t a l  c o n t r o l  system. 

Phase I I a  backup e l e c t r o n i c s  may again be used t o  implement 
t h i s  concept with only minor modif icat ions.  Augmentation may be 
implemented without  a f f e c t i n g  t h e  b a s i c  concept, i f  i d e n t i c a l  
shaping is  incorporated i n  both channels.  Replacement of t h e  
e x i s t i n g  servo  valves with new servo valves i s  assumed t o  provide 
adequate c o n t r o l  performance. 

Dual-channel manually switched backup c o n t r o l  system. - The 
dual-channel manually switched backup c o n t r o l  system shown i n  
Figure 33  i s  e s s e n t i a l l y  t h e  same as t h e  dual-channel comparison- 
monitored conf igura t ion  descr ibed j u s t  previous ly ,  except  it in-  
c ludes t h e  c a p a b i l i t y  t o  use e i t h e r  computational channel a s  t h e  
a c t i v e  c o n t r o l  s i g n a l  source.  This i s  accomplished by incorpora- 
t i n g  a manually operated two-position switch a t  t h e  output  of t h e  
servo amps s o  t h a t  t h e  output  of e i t h e r  channel may be fed  t o  t h e  
a c t i v e  servo valve.  

When t h e  manual switch is i n  t h e  normal p o s i t i o n ,  t h e  system 
w i l l  ope ra te  i n  t h e  same manner as t h e  dual-channel comparison- 
monitored conf igura t ion .  I n  t h e  event  of a f a i l u r e  i n  e i t h e r  
backup channel, t h i s  condi t ion  w i l l  be ind ica ted  t o  t h e  p i l o t .  
The subsequent p i l o t  a c t i o n  w i l l  then  be dependent upon t h e  a i r -  
c r a f t  response c lues  he observes,  I f  he determines t h e  f a i l u r e  
is  i n  t h e  a c t i v e  channel,  he opera tes  t h e  switch and then  con- 
t r o l s  through t h e  monitor channel,  Thus, t h i s  conf igura t ion  ga ins  
some improvement i n  opera t iona l  r e l i a b i l i t y  wi th  only a nominal 
sys  t e m  change. 
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Triple-channel backup conf igura t ion .  - The t r ip le-channel  
analos backup conf igura t ion  shown i n  Figure 3 4  i s  s t r i c t l y  a com- 
p u t a t i o n a l  channel backup and does n o t  provide a l t e r n a t e  servo  
a c t u a t o r  paths .  'Inputs t o  t h e  t r ip le-channel  servo a m p l i f i e r  a r e  
switched between t h e  primary and backup c o n t r o l  systems by e lec-  
t r o n i c  switching i n  accordance with f a i l u r e  monitoring l o g i c .  
Since t h e  backup system is  not  f u l l y  i s o l a t e d  from t h e  primary 
d i g i t a l  c o n t r o l  system, t h e  p o s s i b i l i t y  of common f a i l u r e  modes 
and/or propagation of f a i l u r e  e x i s t s .  The design of t h e  e l ec t ron-  
i c  switching c i r c u i t r y ,  i n  p a r t i c u l a r ,  must be c a r e f u l l y  evaluated 
with r e spec t  t o  f a i l u r e  modes. 

The t r ip le-channel  Phase I I a  backup e l e c t r o n i c s  can be con- 
ver ted  t o  t h i s  conf igura t ion  wi th  minimum modif icat ions.  Tr ip le-  
channel augmentation can be accomodated wi th  t h i s  concept. 

This  conf igura t ion  uses only t h r e e  improved e lec t rohydrau l i c  
servo valves i n s t e a d  of t h e  f i v e  valves used with t h e  c u r r e n t  
secondary a c t u a t o r  concept. The t r iple-redundant  analog a c t u a t o r  
e l e c t r o n i c s  w i l l  include analog i n - l i n e  monitoring c a p a b i l i t y  t o  
provide dua l  f a i l u r e  opera t ion .  

F l u i d i c  backup concept. - This unique f l u i d i c  backup c o n t r o l  
concept i s  i l l u s t r a t e d  i n  Figure 35. I t  i s  a simple app l i ca t ion  
of same of the  f l u i d i c  f l i g h t  c o n t r o l  techniques which have been 
developed a t  Honeywell. The conf igura t ion  provides complete 
i s o l a t i o n  from t h e  primary d i g i t a l  f l i g h t  con t ro l .  I n  add i t ion ,  
no e l e c t r i c a l  power i s  needed, which f u r t h e r  reduces common f a i l -  
ure modes, 

The single-channel d i rec t -hydraul ic  l i n k  conf igura t ion  shown 
provides a  highly r e l i a b l e  unaugmented backup. I n  t h e  event  aug- 
mentation i s  requi red ,  f l u i d i c  shaping devices and f l u i d i c  ampli- 
f i e r s  c o n s i s t e n t  with t h e  concept may be added. 
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SECTION 6 

C O N F I G U R A T I O N  D E F I N I T I O N  
A N D  A N A L Y S I S  

BASIC CONFIGURATIONS CONSIDERED 

Fly-by-wire experience within t h e  aerospace indus t ry  has 
e s t a b l i s h e d  genera l  redundancy requirements using c u r r e n t  and 
near-future system components a t  t h e  t h r e e  and four-channel 
l eve l .  The prel iminary r e l i a b i l i t y  - redundancy study 
descr ibed i n  Sect ion 5 a l s o  ind ica ted  t h a t  fewer channels a r e  
c l e a r l y  inadequate and more channels a r e  unnecessary t o  meet 
usual  r e l i a b i l i t y  ob jec t ives .  Hence, t h e  candidate configura- 
t i o n s  t o  be compared he re in  w e r e  def ined e a r l y  i n  t h e  study t o  
include e i t h e r  t h r e e  o r  four  channels. These l e v e l s  and appro- 
p r i a t e  c ross  feeding were subsequently v e r i f i e d  by a r e l i a b i l i t y /  
redundancy ana lys i s  descr ibed l a t e r  i n  t h i s  sec t ion .  Figure 36 
shows the  b a s i c  conf igura t ions  chosen f o r  f u r t h e r  d e f i n i t i o n  
and study a s  l i k e l y  candidate  conf igura t ions .  I n  add i t ion  t o  
the  r e l i a b i l i t y  and c o s t  f a c t o r s ,  these  choices were inf luenced 
by i n d i c a t i o n s  from NASA-LaRC and NASA-FRC concerning t h e  objec- 
t i v e s  of f u t u r e  f l i g h t  t e s t  programs. 

Research Vehicle Minimum Configuration 

A s  i t s  name denotes,  t h i s  conf igura t ion  was intended t o  be 
t h e  l e a s t  complex, most e a s i l y  implemented, and consequently, 
l e a s t  c o s t l y  t r ip le-channel  DFBW con t ro l  system mechanization 
which might s a t i s f y  t h e  r e l i a b i l i t y  requirement. The concept 
involved maximum use of Phase I and I I a  hardware and minimum 
a i r c r a f t  modification t o  achieve these  ends. Figure 37 i s  a 
simple func t iona l  block diagram of t h e  configurat ion.  

Phase I I a  sensors  were t o  be used, with an a d d i t i o n a l  set 
acquired t o  supply t h e  t h i r d  channel. T r i p l e  s t i c k  and rudder 
pedal t ransducers  w e r e  used t o  d r i v e  t h e  backup system i n  t h e  
e a r l i e r  program phases,  and consequently, were a v a i l a b l e  with- 
ou t  a i r c r a f t  modif icat ion.  A i r c r a f t  wir ing changes w e r e  
minimized by avoiding analog crossfeeding of sensor  i n p u t s ,  and 
s i m i l a r l y ,  n o t  crossfeeding commands t o  t h e  sur face  servos.  

Phase I I a  mockup and layouts  ind ica ted  t h a t  a l l  t h r e e  
AP-101 computers and t he  requi red  t h r e e  sets of input /output  
hardware could be accomodated wi th in  t h e  p a l l e t i z e d  equipment 
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bay. The primary crossfeeds  between channels could then be 
e a s i l y  accomodated by p a r a l l e l  intercommunication between 
processors .  

The analyses  presented i n  r e f s .  15 and 17 i n d i c a t e  t h a t  t h e  
throughput c a p a b i l i t y  of the  A P l O l  processor  is  more than s u f f i -  
c i e n t  t o  assure  f l i g h t  c o n t r o l  using h igher- leve l  c o n t r o l  laws 
if adequate memory c a p a b i l i t y  i s  provided. A 2 4 K  memory was 
assumed f o r  c o s t  and r e l i a b i l i t y  c a l c u l a t i o n s ,  

An a c t u a t o r  conf igura t ion  c o n s i s t e n t  with t h e  three-  
channel sensor  and computational elements was envisioned which 
could be provided simply by the  invers ion  of t h e  primary 
d i g i t a l  and backup funct ions  of t h e  secondary a c t u a t o r .  This  
was t o  be accomplished by a c q u i s i t i o n  of an a d d i t i o n a l  high- 
ga in  (primary) servo valve f o r  each secondary a c t u a t o r ,  
replacement of t h e  t h r e e  backup system valves with t h e  t h r e e  
higher-gain (primary) valves and mounting of two of t h e  t h r e e  
backup valves i n  t h e  l o c a t i o n  previously used f o r  t h e  primary 
valves.  To avoid equa l i za t ion  problems with t h e  tr iple-tandem 
secondary a c t u a t o r ,  an act ive/s tandby mode of opera t ion ,  with 
only a s i n g l e  cy l inder  d r iv ing  a t  a t i m e ,  was considered most 
s u i  tab,le . 

A s  t h e  s tudy progressed, a number of s i g n i f i c a n t  de f i c i en -  
c i e s  o?? t h i s  concept became apparent .  The h igh- f r i c t ion  - 
h y s t e r e s i s  e f f e c t s  of t h e  servo valve - secondary a c t u a t o r  combi- 
na t ion  discussed i n  Sect ion 5 were resolved t o  be t h e  source of 
inadequate a c t u a t o r  performance which would be even more d e t r i -  
mental i n  advanced c o n t r o l  law research ,  The e f f e c t s  of switching 
t r a n s i e n t s  i n  t h e  act ive/s tandby mode of secondary a c t u a t o r  
opera t ion  combined with t h e  marginal performance of t h e  a c t u a t o r s  
w e r e  p red ic ted  t o  r e s u l t  i n  unsa t i s fac to ry  f l i g h t  behavior.  The 
mountings of t h e  primary and backup valves were found t o  be d i f -  
f e r e n t ,  t h e r e f o r e  n e c e s s i t a t i n g  f a b r i c a t i o n  of s p e c i a l  manifolds,  
e t c . ,  t o  f a c i l i t a t e  interchanging t h e i r  loca t ions .  

A s  a r e s u l t  of t h e  recogni t ion  of these  s i g n i f i c a n t  problems 
with t h e  a i r c r a f t  and r e l a t e d  systems, it became apparent  t h a t  
t h e  so-cal led "minimum conf igura t ion"  would, i n  f a c t ,  r equ i re  
enough added equipment and a i r c r a f t  modif icat ions t o  be v i r t u a l l y  
ind i s t ingu i shab le  from t h e  impr wed conf igura t ions ,  Consequently , 
t he  d e f i n i t i o n  and cons idera t ion  of t h e  "minimum" conf igura t ion  
was dropppd and it was no t  f u r t h e r  included i n  t h e  t r a d e o f f .  

Research Vehicle Improved Configurat ion 

General. - A simple block diagram of  t h e  research  veh ic le  
improved conf igura t ion  i s  shown i n  Figure 3 8 .  
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This configuration is designed to provide improved perform- 
ance and reliability in comparison with the Phase I system with 
only a nominal increase in cost. It is intended to utilize 
existing hardware or require only minor modifications. 

The more detailed functional block diagram of Figure 39 
indicates the principal signal paths for both the primary 
triple-channel digital fly-by-wire flight control system and 
the dual-channel analog backup control system. 

The primary digital FBW control system is based upon use 
of the IBM APlOl central processor and sufficient memory 
capacity to allow the AS801 to accomplish necessary input/output 
processing. The interface units shown include additional hard- 
ware for analog-to-digital and digital-to-analog conversion, 
input/output buffers and input/output control functions. 

Each sensor set includes roll, pitch and yaw rate gyros as 
well as normal and lateral accelerometers. Stick and rudder 
command signals, trim control signals, and-all sensor set 
signals are fully crossfed in analog form. A digital crossfeed 
at the computational output is provided by intercommunication 
between the processors. 

The. interface between the computational function and the 
actuation has not been previously discussed in detail. This is 
primarily due to the fact that state-of-the-art techniques are 
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used. D i g i t a l  servo commands a r e  converted and r e c o n s t i t u t e d  
i n t o  continuous analog s i g n a l s  v i a  sample and hold c i r c u i t s  which 
approximate zero-order holds.  Figure 40 shows a  t y p i c a l  d i g i t a l  
computer - servo ampl i f i e r  valve i n t e r f a c e  a s  used by Honeywell 
i n  var ious d i g i t a l  f l i g h t  c o n t r o l  systems. This i s  a  s t r a i g h t  
forward, proven arrangement. 

The dynamic performance l i m i t a t i o n s  noted i n  t h e  a i r c r a f t -  
au tocont ro l  combination have been removed by modif icat ion of t h e  
secondary a c t u a t o r s .  The primary hydraul ic  servo valves have 
been replaced with improved va lves ,  d i f f e r e n t i a l  pressure  
sensors  have been added, and t h e  t r ip le-channel  primary s e c t i o n  
of the  secondary a c t u a t o r  i s  operated i n  a  unique force-summed 
in~plementation designated a s  act ive/on-l ine opera t ion  i n  Sect ion 
5. Actuators a r e  in - l ine  monitored, thus  providing two-fail-op 
c h a r a c t e r i s t i c s .  

Backup system. - R e l i a b i l i t y  of t h e  analog backup c o n t r o l  
system i s  assured by t h e  p i l o t ' s  manual s e l e c t i o n  switch,  which 
g ives  him t h e  c a p a b i l i t y  t o  switch i n  e i t h e r  t h e  a c t i v e  analog 
computational cha.nnel o r  t h e  monitor analog computational channel 
t o  d r i v e  t h e  a c t i v e  backup valve.  

Triple-Data Bus S h u t t l e  Configuration 

The t r i p l e - d a t a  bus S h u t t l e  conf igura t ion  was s e l e c t e d  t o  
c lose ly  resemble t h e  Space S h u t t l e  f l i g h t  c o n t r o l  conf igura t ion  
wi th in  t h e  F-8C physica l  c o n s t r a i n t s .  The system is  based upon 
a  multiplexed d a t a  bused a r c h i t e c t u r e  with t r i p l e x  redundancy a s  
i l l u s t r a t e d  i n  Figure 41 .  The sensors ,  processors ,  and a c t u a t o r s  
a r e  t h e  same a s  those used i n  t h e  o t h e r  conf igura t ions ,  The s ig -  
n i f i c a n t  d i f f e rence  i s  t h e  incorpora t ion  of a  d i g i t a l  t ransmission 
scheme. 

S h u t t l e  t i m e  d i v i s i o n  mul t ip lex  bus terminology. - The 
following Space S h u t t l e  terminology and abbrevia t ions  w i l l  be 
used : 

o MDM - Multiplex de-multiplexer 

o  MIA - Multiplex i n t e r f a c e  adapter  

o  TDM - T i m e  d i v i s i o n  mult iplexing 

o FDM - Frequency d i v i s i o n  mult iplexing 

o BCU - Bus c o n t r o l  u n i t  

o  SSIB - Subsystem i n t e r f a c e  board 

o MUX - Multiplexed 
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Suggested bus versus  S h u t t l e  bus comparison, - The goa l  w a s  
t o  conf igure  a system which could use and v e r i f y  redundancy 
management concepts very s i m i l a r  t o  those  implemented i n  
S h u t t l e .  To reduce system development and procurement c o s t s ,  
t h e  system was designed around S h u t t l e  bu i ld ing  blocks,  where 
poss ib l e .  Thus t h e  conf igu ra t ion  is  a r e p r e s e n t a t i v e ,  b u t  
r a t h e r  s i m p l i f i e d ,  vers ion  of t h e  b a s i c  S h u t t l e  f l i g h t  c o n t r o l  
concept. The major d e v i a t i o n s  from t h e  S h u t t l e  conf igura t ion  
inc lude  : 

o D i f f e r e n t  sensor  complement 

o D i f f e r e n t  a c t u a t o r s  

o Reduction i n  number of buses from 26 t o  3 

o Replacement of hardware input-out processor  ( I O P )  
by a more simple bus c o n t r o l  u n i t  (BCU) 

o S impl i f ied  mult iplexer-demult iplexer  u n i t s  due 
t o  s i m p l i f i e d  sensor  command 

o Reduced hardware redundancy t o  a t r i p l e  channel l e v e l  

The important  s i m i l a r i t i e s  include:  

o U t i l i g f n g  i n t e r n a l l y  duplexed MDMs a s  designed f o r  
S h u t t l e  

o Each processor  be ing  ab le  t o  command each bus 

o Some common 1/0 software and conventions 

o Some common redundancy management sof tware 

Although mul t ip lex  technology is  new and r e l a t i v e l y  
unproven i n  f l i g h t  c o n t r o l  a p p l i c a t i o n s ,  it o f f e r s  a nunlber 
of advantages: 

o Extensive r econf igu ra t ion  c a p a b i l i t y  

o Modular f l e x i b i l i t y  f o r  t r y i n g  d i f f e r e n t  redundant 
conf igu ra t ions  

o High no i se  immunity 

o P o s s i b l e  c o s t  advantages f o r  s tandard ized  p a r t s  and 
i n t e r f a c e s  

o Reduced wir ing  cost/complexity 



Figure 42 i l l u s t r a t e s  t h e  d e t a i l e d  block diagram of t h e  o v e r a l l  
sys tem con£ i gu ra t i on  . 

System pa r t i t i on inq .  - The system is  pa r t i t i oned  i n t o  four 
major i n t e r f a c e  subsystems (as  i l l u s t r a t e d  i n  Figure 42): 

o Nose e l ec t ron i c s  i n t e r f a c e  

o Computer i n t e r f a c e  

o Midship e l ec t ron i c s  i n t e r f a c e  

o Af t  a c tua to r  i n t e r f a c e  

This p a r t i t i o n i n g  i s  based on: 

o Minimizing c o s t  of MDMs 

o Minimizing non-MUX physica l  wir ing 

o Equalizing loading 

o U t i l i z i n g  redundancy management pol icy  from Space 
Shu t t l e  

Three phys ica l  1/0 subsystems a r e  pa r t i t i oned  t o  equal ize  
loading on t he  bus while minimizing t h e  wir ing from MDM t o  t h e  
sensor  o r  ac tua tor .  This r e s u l t s  i n  n ine  MDM modules and t h r e e  
BCU modules being required t o  provide da t a  busing. 

Multiplex technology. - The following paragraphs summarize 
the  important d i f f e r e n t  f e a tu r e s  of t h i s  configurat ion.  
Readers unfamil iar  with mult iplex technology may read t h e  back- 
ground d iscuss ions  i n  Sect ion 5 f o r  d e t a i l s  on mul t ip lex  design 
considerat ions.  

Figure 43 i l l u s t r a t e s  t h e  r e l a t i onsh ip  between t h e  major 
components of t h e  mult iplex da t a  bus. The MDM is the Shu t t l e  
s tandard bus i n t e r f a c e  module which connects f l i g h t  con t ro l  
subsystems t o  two independent MUX busses.  An MDM i s  composed of 
two independent microprogrammed c o n t r o l l e r s  which provide dual- 
redundant pa ths  t o  a primary and a backup bus, The MIA wi th in  
t h e  MDM provides t h e  s i g n a l  condit ioning f o r  t r ansmi t t ing  and 
rece iv ing  Manchester coded da t a  on t h e  bus. The con t ro l  and 
timing block provides da ta  buffer ing ,  address recogni t ion ,  and 
command execution sequencing. The SSIB i s  a custom board t h a t  
i n t e r f ace s  t h e  s i g n a l s  from t h e  sensor o r  t o  t h e  ac tua to r  with 
dual  pa ths  through t h e  MDM a s  shown i n  t h e  i n s e t  of Figure 43. 
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The BCU provides an in ter . face  between t h e  processor and 
a l l  redundant buses. Through it, each processor  i s  capable of 
c o n t r o l l i n g  any bus and responds t o  r eques t s  on a l l  buses. 
Thus, t h e  BCU is  a compromise hybrid concept which uses  a nomi- 
n a l  amount of  new hardware and A P l O l  sof tware t o  accomplish t h e  
same funct ion  as  t h e  I / O  Processor descr ibed i n  Sect ion 5. 

Undoubtedly custom hardware t h a t  would more e f f i c i e n t l y  
handle t h e  F-8C problem could be designed, b u t  t h e  development 
c o s t s  would f a r  outweigh t h e  s l i g h t  a d d i t i o n a l  hardware c o s t s  
incurred  by using S h u t t l e  u n i t s  wherever f e a s i b l e ,  as descr ibed 
above. 

Redundancy scheme. - This system i s  configured t o  c l o s e l y  
resemble t h e  redundancy management techniques employed i n  t h e  
Space S h u t t l e  sca led  down t o  so lve  t h e  F-8C problem, c o s t  
e f f e c t i v e l y .  



Three separa te  twis ted  sh ie lded  p a i r  buses a r e  provided t o  
t r ansmi t  a l l  i npu t ,  output  and intercomputer da ta .  A t r i p l e x  
bus conf igura t ion  was s e l e c t e d  t o  s impl i fy  1/0 scheduling and 
correspond t o  t h e  S h u t t l e  approach, although r e l i a b i l i t y  consid- 
e r a t i o n s  suggest  a duplex bus may be adequate, 

Each MDM contains  dual-redundant channels which i n t e r f a c e  
with both a primary and backup bus, A subsystem i n t e r f a c e  board 
(SSIB) i n t e r f a c e s  each redundant channel sensor  set t o  dual-  
redundant D/As and A/Ds.  E i t h e r  t h e  primary o r  backup channel 
can access t h e  sensors ,  thus  f a c i l i t a t i n g  f a u l t  i s o l a t i o n  and 
f u l l  recovery t o  t r i p l e x  opera t ion  i f  a bus o r  MDM channel f a i l s .  
Simplex o r  duplex sensors  are connected t o  a l l  three MDMs,  allow- 
ing each processor  access t o  t h a t  inpu t ,  

The processors  a r e  connected t o  t h e  bus with t h r e e  indepen- 
dent  MUX i n t e r f a c e s  which allow t h e  computer t o  c o n t r o l  any one 
bus, and respond on t h e  o t h e r  two. Under program c o n t r o l ,  each 
processor  can decide which bus it w i l l  con t ro l ,  which is  exac t ly  
t h e  method used by Shu t t l e .  

A l l  i npu t  vot ing  i s  done by a l l  processors  i n  software 
by shar ing  a l l  t h r e e  inpu t  sets. This provides f o r  t r i p l e x  
median s e l e c t  o r  any o t h e r  form of s i g n a l  se lec t /vo t ing  scheme 
t o  be implemented with maximum f a u l t  coverage over t h e  vot ing 
software. 

The outputs  a r e  voted by each processor  i n  sof tware before 
being s e n t  o u t  t o  t h e  ac tua to r s .  Then each CPU w i l l  send o u t  
b i t - i d e n t i c a l  answers which may be e a s i l y  compared a t  t h e  
ac tua to r s  with a simple b i t -by-bi t  comparator, i f  requi red .  

Due t o  t h e  dual-channel na ture  of t h e  MDMs,  t h e r e  a r e  two 
poss ib le  success paths  t o  each independent a c t u a t o r  channel (see 
Figure 4 2 ) .  

F l e x i b i l i t y  aspects .  - One advantageous c h a r a c t e r i s  t i c  of a 
d a t a  bus conf igura t ion  t h a t  m e r i t s  f u r t h e r  d iscuss ion  i s  t h e  
inheren t  f l e x i b i l i t y  a v a i l a b l e  f o r  eva lua t ing  d i f f e r e n t  redun- 
dancy management schemes. The modular s t r u c t u r e  allows f o r  
simple inc lus ion  o r  d e l e t i o n  of redundant sensors ,  crossfeeds,  
processors ,  and a c t u a t o r s  without  hardware redesign.  Many 
d i f f e r e n t  success path s t r a t e g i e s  can be s tud ied  with e s s e n t i a l l y  
t h e  same b a s i c  system design.  I &  . 

This f l e x i b i l i t y  may be f u r t h e r  enhanced by: 

o I n t e r n a l l y  duplexed MDMs 

o Multiplexing of subsystem i n t e r f a c e  boards (SSIB) 



o Mul t ip le  connection paths  between CPUs and buses; 
and MDMs and buses 

This system f l e x i b i l i t y  can be i l l u s t r a t e d  by t h e  t r i p l e -  
bus quad-computer conf igura t ion  shown i n  Figure 4 4 ,  where an 
add i t iona l  AP-101 is  included i n  a  standby spa re  mode which could 
be cons tan t ly  monitoring t h e  normal opera t ion  and be switched 
i n t o  opera t ion  a f t e r  t h e  f i r s t  CPU/BCU f a i l u r e ,  Due t o  t h e  
d a t a  bus implementation, t h e  four th  CPU can be phys ica l ly  
loca ted  anywhere i n  t h e  a i rp lane .  

Another example of f l e x i b i l i t y  i s  t h a t  t h e  system can be 
configured with duplex MDMs r a t h e r  than t r i p l e x ,  F igure  45 
i l l u s t r a t e s  a  t r ip le -bus ,  dual-MDM conf igura t ion  which o f f e r s  a 
s i g n i f i c a n t  reduct ion i n  c o s t  with only s l i g h t  reduct ion  i n  
r e l i a b i l i t y  . 

The output  ac tua to r s  MDMs would remain t r i p l e x e d  as  would 
t h e  computer BCUs. The only o t h e r  change would be i n  t h e  system 
software t o  address sensor  set No. 2 through t h e  new access  
paths .  

Quadruple Computation Commercial Transport  Configuration 

Another a r e a  of poss ib le  a p p l i c a t i o n  of t h e  F-8C program i s  
research i n  t h e  d i g i t a l  fly-by-wire f l i g h t  c o n t r o l s  f o r  comer -  
c i a 1  t r a n s p o r t s ,  

Two highly  s i g n i f i c a n t  innovat ions i n  automatic f l i g h t  
c o n t r o l  -- 1) t h e  fly-by-wire system, which replaces  t h e  
mechanical coupling t o  t h e  su r face  a c t u a t o r s  with e l e c t r i c a l  
coupling; and 2 )  h igher- leve l  a c t i v e  c o n t r o l  modes, which i m -  
prove passenger comfort and s t r u c t u r e  f a t i g u e  l i f e  -- have no 
f l i g h t  test  experience d i r e c t e d  toward commercial t r a n s p o r t  
cons idera t ions .  The proposed commercial t r a n s p o r t  conf igura t ion  
(Figure 46) inc ludes ,  i n  add i t ion  t o  t h e  above funct ions ,  a f u l l  
s e t  of f l i g h t  c o n t r o l  modes p resen t ly  u t i l i z e d  i n  commercial j e t  
t r a n s p o r t  a i r c r a f t  such a s  p i l o t  r e l i e f ,  c o n t r o l  wheel ( s t i c k )  
s t e e r i n g ,  a r e a  navigat ion coupling, automatic landing,  r o l l - o u t  
and go-around modes. 

The primary cons idera t ions  i n  commercial t r a n s p o r t  av ionics  
a r e  s a f e t y  and c o s t ,  with performance t h i r d  i n  importance. 
Economic cons idera t ions  should never overshadow t h e  s a f e t y  
aspects ,  but  may requ i re  changes i n  opera t iona l  procedures t o  
improve c o s t  e f fec t iveness .  
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Figure  46. Quadruple-Redundant Transpor t  Configurat ion 

Computer con£ i q u r a t i o n .  - The importance a t t ached  t o  s a f e t y  
and high o p e r a t i o n a l  r e l i a b i l i t y  by commercial a i r l i n e s  is  ind i -  
ca t ed  i n  r e f .  24.  They i n d i c a t e  four-channel comparison-monitored 
conf igu ra t ions  f o r  f l i g h t  c r i t i c a l  func t ions  a r e  considered t o  
be mandqtory because: 

1) The a i r p l a n e  must be a b l e  t o  cont inue  t h e  t r i p  from 
an in t e rmed ia t e  s t o p  even though a component f a i l u r e  
has  been de tec t ed ,  and 

1 

2 )  The use of i n - l i n e  s e l f - t e s t  (monitoring) as a satis- 
f a c t o r y  s u b s t i t u t e  f o r  comparison monitoring has not  
been conclus ive ly  demonstrated. 

Sensor conf igu ra t ion .  - The cost-of-ownership s t u d i e s  in- 
cluded a s  a p a r t  of t h e  Honeywell ATT Study ( r e f .  2 4 )  i n d i c a t e d  
t h a t  c o s t s  d i r e c t l y  r e l a t e d  t o  i n i t i a l  a c q u i s i t i o n ,  maintenance, 



and replacement of sensors  may amount t o  approximately 4 1  pe rcen t  
of t h e  t o t a l  c o s t  of ownership of a quadruple redundant f l i g h t  
c o n t r o l  system. These high c o s t s  a s soc ia t ed  wi th  quad redundant 
or thogonal  sensor  sets may be reduced by approximately one-half 
through t h e  use of a skewed hexad sensor  a r r a y  inc luding  s i x  r a t e  
gyros and s i x  accelerometers .  The use of a skewed sensor  a r r a y  
i s  p a r t i c u l a r l y  compatible wi th  t h e  commercial t r a n s p o r t  appl ica-  
t i o n  because t h e  r a t e s  and a c c e l e r a t i o n s  t o  be sensed along t h e  
var ious  axes of t h e  t r a n s p o r t  a r e  i n  t h e  same range,  and thus  
a l l  s enso r s  i n  an a r r a y  may be i d e n t i c a l .  For economic reasons ,  
then,  a hexad skewed sensor  a r r a y  i s  used i n  t h e  quad commercial 
sys  t e m .  

A d e s c r i p t i o n  of t h e  theory  and a p p l i c a t i o n  concepts of 
skewed sensor  a r r a y s  i s  included i n  Sec t ion  5. I 

The l a r g e  processor  (AP 10 1) , provides  more than adequate 
throughput c a p a b i l i t y  t o  accomplish a l l  of t h e  AFCS func t ions  
l i s t e d  e a r l i e r .  I n  add i t ion ,  t h e  o p e r a t i o n a l  r e l i a b i l i t y  a s  
w e l l  a s  m a i n t a i n a b i l i t y  a r e  enhanced by t h e  b u i l t - i n - t e s t  
c a p a b i l i t y  o f f e r e d  by t h e  AP 101. 

Conventional component in t e rconnec t ion  by wi r ing  harness  
w i l l  be used. S imi l a r ly ,  convent ional  input /output  d a t a  
handling techniques and hardware w i l l  be used where necessary t o  
supplement t h e  AP 101 (i .e., a s e p a r a t e  1/0 processor  w i l l  n o t  
be used, b u t  t h e  1/0 func t ion  w i l l  be handled wi th  AP 101 s o f t -  
ware a s  much as p o s s i b l e )  . 

Quadruple Redundant S h u t t l e  Configurat ion 

F igure  47 is  a simple block diagram of t h e  quadruple redun- 
dan t  d a t a  bus S h u t t l e  conf igu ra t ion .  This  conf igu ra t ion  most 
c l o s e l y  approximates t h e  a c t u a l  mul t ip le -da ta  bus arrangement 
used i n  t h e  S h u t t l e  and consequent ly ,  redundancy management 
techniques developed o r  r e f i n e d  wi th  it should be d i r e c t l y '  
app l i cab le  t o  t h e  S h u t t l e  f l i g h t  c o n t r o l  system. 

The implementation of t h e  sensor  and computation por t ions  
of each channel i s  e s s e n t i a l l y  i d e n t i c a l  t o  t h e  implementation 
of t h e  t r i p J e - d a t a  bus S h u t t l e  conf igu ra t ion .  The improved 
secondary a c t u a t o r  recommended i n  t h e  previous s e c t i o n  i s  a l s o  
assumed t o  be used i n  t h i s  conf igu ra t ion .  The change i n  redun- 
dancy l e v e l  from t h e  four-channel computation t o  t h e  th ree -  
channel secondary a c t u a t o r  is  f a c i l i t a t e d  i n  t h e  d a t a  bus 
arrangement by t h e  f a c t  t h a t  t h e  s i g n a l  flow i s  c o n t r o l l e d  
through sof tware.  
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ANALYSIS AND TWDEOFF METHODS 

Tradeoff Evaluation Parameters 

The following c r i t e r i a  were l i s t e d  i n  t h e  NASA s ta tement  
of work and/or Honeywell proposal  as poss ib le  primary parameters 
t o  be considered when performing f i n a l  eva lua t ion  of each candi- 
d a t e  conf igura t ion .  

o  Performance 

o ~ u n d i n g  c o n s t r a i n t s  

o  Main ta inab i l i ty  

o Producibi li t y  

o Weight 

o  F l e x i b i l i t y  

0 Cost 

' o A c c e s s i b i l i t y  
, - 

o Packaging 

o F a u l t  i s o l a t i o n  

o Repair 

o  Environmental f a c t o r s  

o  Complexity 

This l i s t  includes some apparent  dup l i ca t ions ,  b u t  a l s o  may 
be d e f i c i e n t  i n  n o t  l i s t i n g  o t h e r  s i g n i f i c a n t  c r i t e r i a .  
However, app l i ca t ion  of such a  l a r g e  number of t r adeof f  para- 
meters i s  no t  conveniently accomplished. Consequently, t h e  
t r adeof f  must consider  only t h e  most important parameters with 
a  weighting method which can be c o n s i s t e n t l y  appl ied  t o  a l l  of 
t h e  candidate  conf igura t ions .  

Two f a c t o r s  were used i n  eva lua t ing  t h e  conf igura t ions  -- 
r a t i n g  and weighting : 



1) Rating values - The r a t i n g s  were assigned i n  t h e  range 
from 0 t o  10 with t h e  conf igura t ion  r a t e d  h ighes t  f o r  
a  p a r t i c u l a r  parameter (h ighes t  l e v e l  of "goodness") 
rece iv ing  a  r a t i n g  equal  t o  10 and t h e  o t h e r  configur- 
a t i o n s  given a  lower r a t i n g ,  based upon t h e  est imated 
degree of d i f f e rence .  Where two conf igura t ions  w e r e  
considered equal ,  both were given t h e  same r a t i n g .  

Weighting f a c t o r s  - Obviously, a l l  of t h e  t radeoff  
parameters were no t  of equal  importance i n  t h e  selec- 
t i o n  of a  recommended conf igura t ion .  Weighting 
f a c t o r s  were assigned f o r  each parameter i n  accordance 
with i t s  r e l a t i v e  importance. The r a t i n g  value w a s  
mul t ip l i ed  by the  weighting f a c t o r  t o  e s t a b l i s h  a  
numerical parameter value.  Summation of these  
numerical parameter values gave an o v e r a l l  numerical 
r a t i n g  f o r  each conf igura t ion .  

Tradeoff parameter s e l e c t i o n  r a t i o n a l e .  - The proposed 
t radeoff  parameters a r e  each discussed below with t h e  r a t i o n a l e  
f o r  s e l e c t i o n  of the  s i g n i f i c a n t  parameters t o  be used i n  t h e  
evalua t ion  of t h e  candidate conf igura t ions .  The unique and 
s p e c i f i c  requirements of t h e  F-8C d i g i t a l  fly-by-wire program 
were a  primary cons idera t ion  i n  t h i s  s e l e c t i o n .  

Performance: Performance may not  be a  very use fu l  primary 
parameter f o r  eva lua t ion  of the  proposed F-8C DFBW conf igura t ions  
because a l l  candidate conf igura t ions  must provide adequate per- 
formance t o  accomplish t h e  development t a s k .  

Rating of performance could be represented by a  non-linear 
funct ion as  i l l u s t r a t e d  i n  t h e  following sketch i n  which t h e  
nominally adequate performance is  represented by MIL-F-8785 
requirements. 

PERFORMANCE + 



Since e v a l u a t i o n  of i n t e rmed ia t e  l e v e l s  of performance 
r e q u i r e s  a  l e v e l  of system d e f i n i t i o n  t h a t  w a s  n o t  w i t h i n  t h e  
scope of t h i s  program, performance was d i scarded  a s  a  t r adeof f  
parameter.  

Funding c o n s t r a i n t s :  The program funding c o n s t r a i n t s  a r e  
a  primary cons ide ra t ion ,  a l though funding r e s t r a i n t s  do n o t  
vary wi th  t h e  conf igu ra t ion  and consequently,  a r e  n o t  a  system 
parameter.  Since t h e  funding c o n s t r a i n t s  w e r e  n o t  def ined  t o  
Honeywell, t h i s  f a c t o r  w a s  n o t  used i n  t h e  t r a d e o f f .  

I n t e g r i t y  o r  r e l i a b i l i t y  : System i n t e g r i t y  has  commonly 
been expressed by a  number of t e r m s  such a s  r e l i a b i l i t y ,  miss ion 
r e l i a b i l i t y ,  o p e r a t i o n a l  r e l i a b i l i t y ,  MTBF, f a i l u r e  r a t e ,  
equ iva len t  MTBF, p r o b a b i l i t y  of f a i l u r e  and p r o b a b i l i t y  of 
success  which d i f f e r  i n  d e t a i l  b u t  e s s e n t i a l l y  s e rve  t o  measure 
t h e  same q u a l i t y .  

The c o n t r a c t u a l  s ta tement  oZ work f o r  t h i s  s t u d  es tab-  
l i s h e d  an o p e r a t i o n a l  r e l i a b i l i t y  requirement of 10-3 system 
f a i l u r e s  p e r  f l i g h t  hour. This  is  a  s i g n i f i c a n t  independent 
parameter which was determined f o r  each conf igu ra t ion  us ing  
success  pa th  diagrams, component MTBFs, and mission t i m e .  
Ca lcu la t ions  w e r e  based on a  two-hour mission.  

Since t h e  o p e r a t i o n a l  r e l i a b i l i t y  d a t a  can d i f f e r  by 
s e v e r a l  o r d e r s  of magnitude, wh i l e  none of t h e  o t h e r  r a t i n g  
parameters d i f f e r  by even a  f a c t o r  of t e n ,  it i s  apparen t  t h a t  
t h e  raw d a t a  must be conver ted t o  more appropr i a t e  r a t i n g s .  
Conversion of t h e  raw d a t a  t o  a  system r a t i n g  i s  an a r b i t r a r y  
process  which can cause a  wide v a r i a t i o n  i n  e f f e c t i v e  weight.  
Therefore ,  on ly  a f t e r  cons ide ra t ion  of a  number of a l t e r n a t i v e s ,  
a  l oga r i thmic  func t ion  was s e l e c t e d  a s  most app ropr i a t e .  

RE' = -K loglO A 

where RF i s  t h e  r e l i a b i l i t y  f a c t o r ,  A i s  t h e  f a i l u r e  
p r o b a b i l i t y  f o r  a  p a r t i c u l a r  system, and K i s  a  c o n s t a n t  
f o r  a  p a r t i c u l a r  set of systems which makes RF, f o r  t h e  
system wi th  t h e  s m a l l e s t  A ,  equa l  t o  10.  



Thus, f o r  K = 1, and A = 1 x 10 -lo RF = 10 

A = 1 RF = 5 

Some cons idera t ion  was given t o  t h e  concept t h a t  a r a t i n g  
of zero (0)  should be given t o  any system wi th  a r e l i a b i l i t y  
less than t h e  s p e c i f i e d  requirement However, as i n d i -  
ca ted  i n  Sect ion  5, al though t h e  requirement appears 
reasonable f o r  commercial t r a n s p o r t  f l i g h t  c o n t r o l  research  it 
may be somewhat s t r i n g e n t  f o r  m i l i t a r y  a i r c r a f t .  Consequently, 
t h e  discont inuous r a t i n g  concept was n o t  used. 

Main ta inab i l i ty  and r e p a i r  requirements: A m a i n t a i n a b i l i t y  
requirement of 0.02 maintenance man hours per  f l i g h t  hour w a s  
e s t ab l i shed  i n  t h e  c o n t r a c t u a l  s ta tement  of work. Such a 
requirement is  app l i cab le  t o  a long-term opera t iona l  program 
involving l a r g e  numbers of  a i r c r a f t  with a well-defined main- 
tenance s t r u c t u r e  using automated test  equipment, e t c .  Fur ther  
determinat ion of a maintenance r a t i o  r e q u i r e s  a d e t a i l e d  
d e f i n i t i o n  of t h e  conf igura t ion  and maintenance philosophy which 
was n o t  i n  accordance with t h e  planned scope of t h i s  s tudy,  
Thus, t h i s  m a i n t a i n a b i l i t y  requirement does n o t  appear t o  be 
appropr ia te  t o  a development program such as t h e  F-8C DFBW 
p r o j e c t .  Consequently, Honeywell, a f t e r  d i scuss ion  w i t h  NASA, 
de le ted  maintenance r a t i o  a s  a f a c t o r  i n  eva lua t ing  t h e  candi- 
d a t e  conf igura t ions .  

4.. 

One measure of maintenance requi red  i s  t h e  summation of 
component f a i l u r e  r a t e s  without  regard t o  redundancy crossfeed-  
ing ,  e t c .  The inver se  of t h i s  t o t a l  f a i l u r e  rate may be defined 
as  t h e  "mean t i m e  between maintenance ac t ions"  (MTBMA) . This 
parameter has been determined f o r  each of t h e  candidate  configur- 
a t i o n s  and was used i n  e s t a b l i s h i n g  t h e  m a i n t a i n a b i l i t y  r a t i n g .  

The r a t i n g  is  determined by normalizing (d iv id ing  t h e  MTBMA 
f o r  each candida te  conf igura t ion  by t h e  l a r g e s t  MTBMA i n  t h e  
se t ) ,  and mul t ip ly ing  t h i s  value by t e n ,  

P roduc ib i l i  t y  : Producibi li t y  is n o t  a c r i t i c a l  f a c t o r  
s i n c e  t h i s  is  a development, r a t h e r  than  high-production program, 
I n  add i t ion ,  no e x o t i c  components o r  techniques are a n t i c i p a t e d  
t o  be u t i l i z e d .  S ta te-of - the-ar t  hardware w a s  used t o  keep 
c o s t s  down as w e l l  a s  t o  a s su re  r e l i a b i l i t y .  P r o d u c i b i l i t y ,  
t h e r e f o r e ,  was n o t  used as a f a c t o r  i n  eva lua t ion  of t h e  var ious  
conf igura t ions .  

Packaging: For t h e  same reasons mentioned above concerning 
p r o d u c i b i l i t y ,  packaging was - no t  considered an appropr ia t e  
f a c t o r  f o r  use i n  t h e  evalua t ion  of t h e  candidate  conf igura t ions .  



Weight and volume: The phys ica l  parameters of weight and 
volume a r e  u s e f u l  f o r  eva lua t ion  of t h e  candidate  conf igura t ions .  
Space is  very l imi ted  i n  t h e  F-8C f l i g h t  test  a i r c r a f t  and, 
consequently, i s  a  more v i t a l  concern than weight, An undesir-  
able b u t  p o s s i b l e  s o l u t i o n  t o  t h e  lack of space would be t h e  
attachment of an e x t e r n a l  pod and/or adding f a i r e d  s t r u c t u r e .  
Addit ional  weight o r  space requirements may be converted t o  
cos t ;  t h e r e f o r e ,  weight and space e f f e c t s  w e r e  n o t  evaluated as  
independent parameters bu t  w e r e  included i n  c o s t s ,  

Access ib i l i ty :  A c c e s s i b i l i t y  may be e f f e c t i v e l y  determined 
only a f t e r  a  d e t a i l e d  phys ica l  layout  of t h e  components and 
in terconnect ing  harness i n  t h e  test  a i r c r a f t .  Assessment of 
a c c e s s i b i l i t y  was n o t  appropr ia te  t o  t h e  scope of t h i s  s tudy and 
a c c e s s i b i l i t y  w a s  n o t  used i n  t h e  evalua t ion .  

Cost: Cost of ownership i s  an e x c e l l e n t  c r i t e r i a  f o r  
eva lua t ion  of opera t iona l  systems; however, t h i s  i s  n o t  a  
s u i t a b l e  c r i t e r i a  f o r  development programs because of t h e  lack 
of d e f i n i t i o n  of t h e  opera t iona l  model and o t h e r  inpu t  para- 
meters. 

I n i t i a l  hardware c o s t s  a lone a r e  no t  s u i t a b l e  c r i t e r i a  
because such c o s t s  may be only a  small  percentage of t h e  o v e r a l l  
program c o s t s  and may no t  be p ropor t iona l  t o  t h e  o v e r a l l  c o s t s  
f o r  a  p a r t i c u l a r  conf igura t ion .  I n  eva lua t ing  t h e  candidates  
with regard t o  c o s t s ,  t h e  following components of t h e  o v e r a l l  
c o s t s  w e r e  considered: 

o  FCS development hardware (custom i n t e r f  ace hardware, 
f o r  example) 

o  FCS purchased hardware (sensors ,  va lves ,  computers e t c ,  ) 

o A i r c r a f t  purchased hardware (pumps, a l t e r n a t o r s ,  
harness ,  etc)  

o A i r c r a f t  modif icat ion 

Design and development engineering c o s t s  are very l i k e l y  
g r e a t e r  than  t h e  sum of t h e  c o s t s  l i s t e d  above; however, they  
w e r e  n o t  considered i n  t h e  t radeoff  because many of t h e  f a c t o r s  
inf luencing  , these c o s t s  w e r e  unknown t o  Honeywell, For example, 
t h e  e x t e n t  t o  which S h u t t l e  d a t a  bus hardware would be a v a i l a b l e  
would have a very s i g n i f i c a n t  e f f e c t .  It i s  a l s o  very p o s s i b l e  
t h a t  t h e  development c o s t s  would be approximately propor t ional  
t o  t h e  hardware c o s t s ;  t h k s ,  t h e i r  i n c l u s i o n  would n o t  change 
t h e  r e l a t i v e  r a t i n g s .  



F a u l t  i s o l a t i o n :  The a r c h i t e c t u r e  of t h e  candidate  config- 
u ra t ions  was s o  very s i m i l a r  and the l e v e l  of d e t a i l  d e f i n i t i o n  
w a s  s o  gross  t h a t  d i f f e r e n c e s  i n  f a u l t  i s o l a t i o n  c a p a b i l i t y  from 
conf igura t ion  t o  conf igura t ion  were v i r t u a l l y  undist inguishable .  
Thus, t h i s  parameter w a s  n o t  considered independently i n  t h e  
t r adeof f .  F a u l t  i s o l a t i o n  c a p a b i l i t y  w a s  fac tored  i n t o  consid- 
e r a t i o n s  of r e l i a b i l i t y  and main ta inab i l i ty ,  however, a s  a 
secondary inf luence .  

Power: Power was no t  o r i g i n a l l y  ind ica ted  a s  one of t h e  
suggested t radeoff  parameters; however, t h e  prel iminary i n v e s t i -  
ga t ion  and d a t a  c o l l e c t i o n  phase of t h i s  study d isc losed  a 
s u b s t a n t i a l  problem with t h e  f l i g h t  t e s t  a i r c r a f t  power capaci ty .  
Both hydraul ic  and e l e c t r i c a l  power l i m i t a t i o n s  can inf luence  
t h e  s e l e c t i o n  of t h e  recommended conf igura t ions .  Consequently, 
t h i s  was included i n  t h e  study evalua t ion .  Replacement of 
p resen t  a i r c r a f t  equipment with higher-capacity components 
r e s u l t s  i n  d i r e c t  c o s t s .  The e f f e c t s  of power requirements were 
included i n  t h e  c o s t  r a t i n g  and n o t  a s  a separa te  parameter. 

F l e x i b i l i t y :  F l e x i b i l i t y  (or  ease  of modif icat ion)  is  an 
independent parameter which is  undoubtedly of g r e a t e r  importance 
i n  research  programs than  most o t h e r  app l i ca t ions .  Since a l l  
candidate conf igura t ions  a r e  based upon use of t h e  same computer, 
many of t h e  poss ib le  v a r i a t i o n s  i n  system a r c h i t e c t u r e s  a r e  
r e s t r i c t e d  and, consequently, f l e x i b i l i t y  was considered n o t  t o  
be an appropr ia te  parameter f o r  t h e  evalua t ion  process.  

Complexity: Complexity is  a parameter t h a t  tends  t o  denote 
degradation r a t h e r  than an improvement i n  c a p a b i l i t i e s .  F lexi -  
b i l i t y  usua l ly  impl ies  some inc rease  i n  complexity a s  we l l  a s  
increased c a p a b i l i t i e s .  Increased c o s t s  a r e  v i r t u a l l y  always a 
r e s u l t  of increased complexity, thus ,  t h e  e f f e c t  of complexity 
may be represented by cos t .  Therefore,  complexity was n o t  used 
as an evalua t ion  parameter. 

Environmental f a c t o r s :  The e f f e c t  of environmental f a c t o r s  
does no t  appear t o  provide s u f f i c i e n t  d i f f e r e n t i a l  t o  warrant  
making any judgement of t h e  inf luence  of t h e s e  parameters,  They 
were n o t  included a s  a sepa ra te  c r i t e r i a .  

A p p l i c a b i l i t y  t o  Shu t t l e :  This eva lua t ion  parameter was 
added e a r l y  i n  t h e  study when NASA indica ted  s p e c i f i c  i n t e r e s t  
i n  a p p l i c a t i o n  of t h e  F-8C program t o  a i d  i n  S h u t t l e  development. 



Quantitative measurement was not possible. Consequently, 
somewhat arbitrary judgements of the closeness of approximation 
to the Shuttle FCS techniques were used. It is apparent that 
the weighting of this parameter is a primary influence on the 
outcome of the tradeoff. 

Weightinq factors. - The weighting factors assigned to the 
tradeoff parameters to be used in evaluating the candidate 
configurations are: 

Tradeoff Parameter Weighting Factor 

Cost 

Maintainability 0.25 

Applicability to Shuttle 1.0 

Reliability Analysis 

The program statement of work specifies as a goal that the 
system failure probability should be less than 1 x 10-7 flight 
control system failures per flight hour. Two different types of 
reliability investigations were conducted during the study. 
First, preliminary studies (discussed in Section 5 and 7 were 
conducted to determine the general levels of redundancy, cross- 
feeding, self test and backup necessary to achieve the re- 
quirement in order to define the basic configurations. Second, 
the analysis described in Section 7 was conducted to validate 
the more fully detailed and complete configurations under con- 
sideration. 

A number of reliability analysis techniques were considered, 
including success path analysis, state space generalized relia- 
bility models and various digital computer programs. The 
application of CARE, a computer-aided reliability estimation 
program developed under NASA contract, was also briefly investi- 
gated. 

Since CARE is designed for evaluating fault-tolerant sys- 
tems, it appeared this program could be very useful in this 
study. However, upon contacting both NASA-Langley and the 
Computer Software Management and Information Center, University 
of Georgia, it was found that neither the CARE 1 or CARE 2 pro- 
grams were available for general use at this time. Honeywell, 



consequently, conducted t h e  r e l i a b i l i t y  ana lys i s  using success 
pa th  diagrams and r e l i a b i l i t y  modeling techniques which have 
been success fu l ly  u t i l i z e d  i n  t h e  p a s t .  These techniques a r e  
descr ibed i n  d e t a i l  i n  Appendix E and re fe rence  19,  

The r e l i a b i l i t y  of each candidate  conf igura t ion  was de te r -  
mined by p r o b a b i l i t y  of f a i l u r e  c a l c u l a t i o n s  based on success  
path diagrams and state space methods i n  accordance with t h e  
following assumptions and approximations. 

o A l l  channels a r e  f a i l u r e  f r e e  and f u l l y  opera t iona l  a t  
t h e  beginning of t h e  2-hour mission ( i .e,  p e r f e c t  
p r e f l i g h t  t e s t i n g )  . 

o P e r f e c t  f a i l u r e  monitoring and channel switching is  
provided by t h e  f a i l u r e  monitors. 

o Unless a f a i l u r e  occurs ,  a l l  equipment i s  opera t ing  f o r  
t h e  e n t i r e  2-hour mission. 

o Redundant channels are t r u l y  redundant i n  t h e  sense  
t h a t  t h e r e  a r e  no s i g n i f i c a n t  s i n g l e  elements t h a t  w i l l  
compromise t h e  ca lcu la ted  r e l i a b i l i t y  of a redundant 
conf i g u r a t i o n  . Examples of such elements a r e  common 
e l e c t r i c a l  power and hydraul ic  sources,  o r  a s i n g l e  
e l e c t r o n i c  component f a i l u r e  t h a t  w i l l  cause a monitor 
t o  t r i p ,  e t c .  

o A l l  funct ions  a r e  requi red  f o r  system opera t ion .  

Approximations employed i n  t h e  r e l i a b i l i t y  a n a l y s i s  w e r e :  

o I n  cases  where a sensor  o r  a c t u a t o r  requi red  an i n p u t  
generated by another  funct ion  such a s  power from an 
i n t e r f a c e  u n i t  o r  computer, t h e  f a i l u r e  rate assoc ia ted  
with t h e  p a r t s  genera t ing  t h e  requi red  power was 
included i n  t h e  f a i l u r e  r a t e  of t h e  sensor  and/or 
a c t u a t o r  i n  a d d i t i o n  t o  being included i n  t h e  i n t e r f a c e  
u n i t  o r  computer. This approximation s i m p l i f i e s  t h e  
c a l c u l a t i o n  necessary and produces a conservat ive  
r e s u l t  with assurance of meeting t h e  requirement. 

o A c a p a b i l i t y  of d e t e c t i n g  95 percent  of a l l  channel 
f a i l u r e s  with s e l f  test  was assumed f o r  t h e  processor  
- input /output  funct ion  when p red ic t ing  r e l i a b i l i t y  
improvement due t o  s e l f  t e s t ,  This is  judged t o  
be conservat ive ,  based upon Honeywell s t u d i e s  i n  t h i s  



a rea  which i n d i c a t e  s e l f  test  c a p a b i l i t y  of g r e a t e r  than 
99 percent  i s  r e a l i s t i c  and obta inable  i n  a d i g i t a l  
system using processor  s e l f  tests, p a r i t y  tests, 1/0 
wrap-around t e s t s ,  and dynamic computation tests. 

The p r o b a b i l i t y  of f a i l u r e  c a l c u l a t e d  f o r  each redun- 
dant  funct ion conf igura t ion  was based on t h e  binomial 
expansion formula ( R + Q ) ~  which assumes an exponent ial  

f a i l u r e  d i s t r i b u t i o n  where R=e - A t a n d Q = l - R .  A 
t o t a l  system p r o b a b i l i t y  of f a i l u r e  (Q) was determined 
by summing t h e  subsequent series s t r i n g s  of f a i l u r e  
p r o b a b i l i t i e s .  This could be done, because, f o r  small  
p r o b a b i l i t i e s  of f a i l u r e ,  Q = A t .  Therefore, Q t o t a l  = 
( h i  + h 2  + h 3  + ---- + A n ) t  = X l t  + h 2 t  + A3t + ---- 
+ A n t .  The p r o b a b i l i t y  of f a i l u r e  p e r  f l i g h t  hour 
over a 2-hour mission was ca lcu la ted  as  1/2 of t h e  
"system p r o b a b i l i t y  of f a i l u r e  f o r  2 hours " . 

R e l i a b i l i t y  success path block diagrams were drawn f o r  each 
of t h e  conf igura t ions  evalua ted ,  with each block represent ing  a 
major system funct ion .  These diagrams d e p i c t  t h e  l e v e l  of 
redundancy,- i f  any, employed f o r  each funct ion  and note  t h e  
necessary number of channels t h a t  must opera te  f o r  system 
success ,  depending on t h e  type of redundancy monitoring employed. 

F a i l u r e  r a t e s  i n  terms of percent  f a i l u r e s  pe r  1000 hours 
were assigned t o  each block i n  the  success  path diagram. A 
major i ty  of these  f a i l u r e  r a t e s  were derived from Honeywell 
s tandard piece p a r t  f a i l u r e  r a t e s  and commercial a i r l i n e  opera- 
t i o n a l  da ta .  These piece p a r t  and component f a i l u r e  r a t e  d a t a  
a r e  l i s t e d  and discussed i n  Appendix F. A source d e s c r i p t i o n  of 
the  f a i l u r e  r a t e s  assigned t o  each success  path block i s  provided 
with t h e  d e t a i l e d  d iscuss ion  of each s p e c i f i c  conf igura t ion .  



SECTION 7 

R E S U L T S  

AN EVALUATION OF SELF-TEST EFFECT ON RELIABILITY 

I n  t h e  s i m p l i f i e d  redundancy a n a l y s i s  descr ibed  i n  Sec t ion  
5 it was i n d i c a t e d  t h a t  t h e  p r o b a b i l i t y  of t o t a l  sensor  and 
computation func t ion  f a i l u r e  was i n  t h e  range of 4 x  10 -lo t o  
4 x 10 -I1 f o r  a  d u a l - d i g i t a l  conf igu ra t ion  wi th  a  t r ip l e -ana log  
backup and comparison monitoring. Fur the r ,  it was i n d i c a t e d  t h a t  
wi th  comparison monitoring p l u s  95 pe rcen t  s e l f  tes t ,  t h e  pro- 
b a b i l i t y  of a  t o t a l  system f a i l u r e  a c t u a l l y  became g r e a t e r  and 

increased  t o  t h e  range of 5  x t o  5  x lo-''. This  effect 
was of p a r t i c u l a r  i n t e r e s t  because t h i s  i s  t h e  conf igu ra t ion  
o r i g i n a l l y  planned f o r  t h e  Phase I I a  f l i g h t  test.  

The cause of t h i s  i nc rease  i s  t h e  a d d i t i o n a l  f a i l u r e  modes 
introduced wi th  a  s e l f  - test  c a p a b i l i t y .  With a  s e l f - t e s t  capa- 
b i l i t y ,  it is  p o s s i b l e  ( i f  t h e  second f a i l u r e  i s  n o t  de tec t ed  by 
s e l f  test)  t o  have a  t o t a l  system f a i l u r e  and n o t  switch t o  t h e  
analog backup a t  a l l .  Whether o r  n o t  t h i s  is  s i g n i f i c a n t  depends 
on t h e  s e l f - t e s t  c a p a b i l i t y  ( % )  and t h e  r e l a t i v e  magnitude of t h e  
d i g i t a l  f a i l u r e  r a t e  (primary channel)  with  r e s p e c t  t o  t h e  f a i l u r e  
r a t e  of t h e  analog backup. 

I n  o rde r  t o  f u r t h e r  eva lua te  t h e  e f f e c t  of t h e  f u l l  range of 
s e l f - t e s t  c a p a b i l i t i e s  on t h e  p r o b a b i l i t y  of system f a i l u r e ,  t h e  
fol lowing fou r  system conf igu ra t ions  w e r e  analyzed under t h e  same 
groundrules a s  t h e  previous s i m p l i f i e d  redundancy a n a l y s i s  except  
t h e  l eng th  of t h e  mission w a s  increased  t o  two hours t o  correspond 
wi th  an average F-8C mission.  Note t h a t  t h i s  a n a l y s i s  cons iders  
only t h e  sensors  and computational elements of each conf igu ra t ion ;  
se rvo  a c t u a t o r  e f f e c t s  a r e  n o t  included.  

o  Quadruple-channel d i g i t a l  sys  t e m  without  any 
analog backup. 

o  Triple-channel  d i g i t a l  system wi th  a  dual-channel 
analog backup. 

o  Dual-channel d i g i t a l  w i th  a  t r ip l e -channe l  analog 
backup. 

o  Dual-channel d i g i t a l  system wi th  a  dual-channel 
analog backup. 



S t a t e  diagrams were cons t ruc ted  f o r  each of t h e s e  con- 
f i g u r a t i o n s  and t h e  p r o b a b i l i t y  of t o t a l  system f a i l u r e  w a s  
computed f o r  each conf igura t ion  using t h e  computerized S t a t e  
I n t e r p r e t a t i v e  Program. The s t a t e  diagrams and sample compu- 
t a t i o n s  a r e  included i n  Appendix E. 

The r e s u l t s  of t h i s  a n a l y s i s  a r e  provided i n  t h e  p l o t s  i n  
Figures  48 and 49, which show t h e  p r o b a b i l i t y  of t o t a l  system 
f a i l u r e / p e r  hour versus t h e  s e l f - t e s t  c a p a b i l i t y  of t h e  primary 
d i g i t a l  channel. 

Figure 48 p l o t s  a r e  based on a l o m 3  f a i l u r e  per hour d i g i t a l  
channel and a 4.5 x  f a i l u r e  per hour analog backup channel. 
In  Figure 48, both t h e  t r ip le-channel  d i g i t a l  with dual-channel 
analog backup and a  s t r a i g h t  quadruple-d ig i ta l  channel have prob- 
a b i l i t i e s  of t o t a l  system f a i l u r e  much less than t h e  o the r  two 
conf igura t ions .  The p r o b a b i l i t y  of t o t a l  system f a i l u r e s  f o r  
both conf igura t ions  can be decreased by a  f a c t o r  of c l o s e  t o  100 
by varying t h e  s e l f - t e s t  c a p a b i l i t y  from 90 t o  99.9 percent .  

Figure 49 p l o t s  a r e  based on a l o m 4  f a i l u r e  per hour d i g i t a l  
channel and a  4.5 x f a i l u r e  per  hour analog backup channel. 
A s  shown i n  Figure 49, t h e  t r i p l e - d i g i t a l  channel with dual- 
analog backup channel and t h e  s t r a i g h t  quadruple channel d i g i t a l  
systems have s i m i l a r  p r o b a b i l i t i e s  of t o t a l  system f a i l u r e  and 
a r e  much b e t t e r  than t h e  o the r  two system conf igura t ions .  Again, 
c l o s e  t o  a  f a c t o r  of 100 i n  improvement can be gained by improv- 
ing  t h e  s e l f - t e s t  c a p a b i l i t y  from 90 t o  99.9 percent .  

I f  t h e  curves i n  Figure 48 a r e  compared with t h e  correspond- 
ing  curves i n  Figure 4 9 ,  it can be observed t h a t :  

1) A s  t h e  f a i l u r e  r a t e  of t h e  d i g i t a l  channel i s  
decreased from l o w 3  t o  l o m 4  f a i l u r e s  pe r  hour, t h e  
p r o b a b i l i t y  of t o t a l  system f a i l u r e  per  hour de- 
c reases  by approximately f o r  t h e  s t r a i g h t  
quadruple system and by approximately f o r  t h e  
t r ip le-channel  d i g i t a l  and dual  analog backup system. 

2 )  The p r o b a b i l i t y  of t o t a l  system f a i l u r e  f o r  both 
t h e  s t r a i g h t  quadruple system and t h e  t r i p l e -  
channel d i g i t a l  with a  dual-analog backup, is  
less than 1 x f a i l u r e  per  hour a s  long 
a s  t h e  s e l f - t e s t  c a p a b i l i t y  is  g r e a t e r  than 95 
percent .  Therefore, i f  t h e  p r o b a b i l i t y  of 







f a i l u r e  of t h e  a c t u a t o r  funct ion  per  hour is  
o r  g r e a t e r ,  very l i t t l e  improvement would 

be gained with any inc rease  i n  sensor  and 
computation redundancy, 

3 )  The r e s u l t s  obtained f o r  t h e  conf igura t ion  con- 
s i s t i n g  of d u a l - d i g i t a l  channels with t r i p l e -  
analog channel backup i l l u s t r a t e  t h a t  caut ion  must 
be exerc ised  when introducing s e l f  t e s t  and auto- 
matic switching. I f  it i s  assumed t h a t  t h e  system 
cannot switch t o  t h e  analog backup when t h e  second 
d i g i t a l  channel f a i l u r e  is no t  de tec ted  by s e l f  
test ,  t h e  p r o b a b i l i t y  of t o t a l  system f a i l u r e  
a c t u a l l y  peaks a t  around 50 percent  s e l f - t e s t  
c a p a b i l i t y .  Therefore,  unless  t h e  s e l f - t e s t  
c a p a b i l i t y  i s  g r e a t e r  than 99.2 percent ,  t h e  
p r o b a b i l i t y  of t o t a l  system f a i l u r e  w i l l  be 
g r e a t e r  with s e l f  test  than without it. This 
c h a r a c t e r i s t i c  i s  shown i n  Figures  48 and 49 
and i n  more d e t a i l  i n  Figure 50. 

RELIABILITY TRADEOFF RESULTS 

The opera t iona l  r e l i a b i l i t y  goal  f o r  t h e  F-8C DFBW f l i g h t  
c o n t r o l  systems s tudied  was a  p r o b a b i l i t y  of f a i l u r e  per  hour less 
than 1 x lo-', based on a  mission t i m e  of two hours. The four  
b a s i c  conf igura t ions  descr ibed previously i n  Sect ion 6 w e r e  evalu- 
a ted  i n  d e t a i l  t o  determine t h e  f a i l u r e  p r o b a b i l i t y  f o r  var ious  
vers ions  of each one. 

A summary comparing t h e  p r o b a b i l i t y  of f a i l u r e  pe r  f l i g h t  
hour f o r  t h e  four  conf igura t ions  i s  provided following t h e  more 
d e t a i l e d  r e s u l t s .  

Improved Research Configuration 
Success Path Diagram and Probab i l i ty  of F a i l u r e  Calcula t ions  

, ,  The success  path diagram f o r  t h e  improved research  veh ic le  
conf igura t ion  is  shown i n  Figure 51. 



Figure  50. R e l i a b i l i t y  V a r i a t i o n  w i t h  Se l f  - T e s t  C a p a b i l i t y  



I SENSORS 1 COMWTATlON 

2 OF 3 2 0 F 3  2 OF 3 2 0 F 3  2 0 F 3  2 0 F 3  2 0 F 3  

I ACTUATION 
I O F 3  

1 

I.U,MODE CPU,MEM - RT ELEV AF: SERVO - I W 2  I O F 2  I O F 2  I O F 2  I OF 2 
A M P L S C  ACTR 

A= 56.92 RT ELEV L T  ELEV' RUDDER RT AIL L T  AIL ,, POWER - POWER - POWER , POWER - POWER - 
ACTR ACTR ACTR ACTR ACTR 

ALL FAILURE RATES ARE IN TERMS 

IU.,MKE CPlJ,MEM A =  1.54 A =  1.54 A= 1.54 A =  1.54 A =  1.54 
OF PERCENT PER I000 HOURS 

, , RT ELEV hq SERW) , , 
- 

1- 

AMPL,SEC ACTR 
* ALL PROB OF FAILURE PER HOUR XIO-8 

+ 

A =  56.92L k~ ELEV L T  ELEV RUDDER RT AIL L T  AIL 
ARE BASED ON A 2 HOUR MISSON 

,, POWER - POWER - POWER POWER _C POWER 
ACTR ACTR ACTR ACTR ACTR 

A= 1.54 A =  1.54 A= 1.54 A =  1.54 A= 1.54 

-. 

PITCH 
GYRO 

A=5.0+0.2 
I 

PITCH 

1 107.7778 
(PROBMILITY OF FAILURE PER HOUR XIO-8) 

PITCH 
GYRO 
A  = 5.2 

-I-- 

Figure 51. Improved Research Capabi l i ty  Configuration Success Path Diagram 

ROLL 
GYRO 
A  = 5.2 

i 4 

ROLL 
GYRO 

k5.0t0.2 

ROLL 

YAW 
GYRO 
A =  5.2 

YAW 
GYRO 

k5.OtO.2 
d+ 

L AT NORM STICK IY.,MODE.CPU, 
ACCEL ACCEL MEMORY A  = 1.0 113.2 A= 3.2 A =  41.12 

YAW - 

L'5'2 1.6221 A 1.6221 1- 1.6221 -J- 0.6l43 0.6143 1 0.0599 A*=1::::24 A 
I ,  

MEMORY 
LAT NORM STICK 

NORM 
PCCEL 

k 3 D t 0 . 2  
wc 41- 

I.U.,MODEF W, 
GYRO 
A =  5.2 

GYRO 

L AT 
ACCEL 

k3.0t0.2 

ACCEL ACCEL X= 1.0 A =  3.2 A= 3.2 
- - 

STICK 
-"-k0.8+0.24- 

GYRO 
A= 5.2 
- 

c 
IIJ.,MODE~CW, 

MEMORY 
A =  41.12 

---l 



As shown in Table VIII the probability of a total system 
failure per hour is equal to 107.7 x lom8 for the basic configu- 
ration. The 107.70 x loa8 is the summation of the probability 
of the sensor function failure, the computation function failure, 
and the actuation function failure. The probability of the com- 
putation function failure per hour (101.31 x assumes that 
at least two of the three computation channels must operate and 
relies on comparison monitoring only for failure detection. 

It is apparent that the computation function failure rate 
is the major contributor to the total system failure rate, There- 
fore, the computation function is the obvious area in which to 
effect reliability improvement. Utilization of self test after 
a second channel failure can enable determination of the "good" 
channel and continued operation with the single channel. Assum- 
ing 95 percent o'f all computational function failures will be 
detected by self test, the probability of a computation function 
failure per hour can be reduced from the 101.3124 x lom8 to 
5.07 x This reduces the probability of total system fail- 
ure per hour from the 107.77 x lo-* to 11.53 x with 95 per- 
cent self-test effectivity. 

System probability of failure per hour is as follows: 

o Sensor fun'ction 6.15 x 10'~ 

o Computation function 5.07 x loa8 

o Actuation function 0.31 x lom8 

System total 11.53 x 10"~ 

As can be seen from the relative magnitudes of these proba- 
bilities of system failure, any additional redundancy in the 
computation function can only reduce the system probability of 
failure by approximately a factor of two. In other words, as the 
redundancy of the computation function is increased, the proba- 
bility of total system failure will approach the summation of 
probabilities of the loss of the sensor and actuation function, 
or 6.46 x 10'~. , . I 

, , 



TABLE V I I I .  - EQUIVALENT FAILURE RATE AND PROBABILITY OF 
FAILURE PER HOUR FOR THE IMPROVED RESEARCH VEHICLE CONFIGURATION 

Success 
criteria 

2 of 3 

2 of 3 

2 of 3 

2 of 3 

2 of 3 

2 of 3 

2 of 3 

2 of 3 

1 of 3 

1 of 2 

1 of 2 

1 of 2 

1 of 2 

1 of 2 

Sub-function 
equivalent 
failure rate 

x lo-B 

1.6221 

1.6221 

1.6221 

0.6143 

0.6143 

0.0599 

101.3124 

0.0736 

0.0474 

0.0474 

0.0474 

0.0474 

0.0474 

Function/sub-function 

Sensors 

1. Roll rate gyro 

2. Pitch rate gyro 

3. Yaw rate gyro 

4. Lateral accelerometer 

5. Normal accelerometer 

6. Stick 

Computation 

1. 1/0 control 

2. Node control 

3. CPU 

4. lremory 

Actuation 

1. Right elevon secondary 
actuator andjin-line 
monitor 

2. Left elevon secondary 
actuator and in-line 
monitor 

3. Right aileron secondary 
actuator and in-line 
monitor 

4. Left aileron secondary 
actuator and in-line 
monitor 

5. Rudder aileron secondary 
actuator and in-line 
monitor 

6. Right elevon power 
actuator 

7. Left elevon power 
actuator 

8. Right aileron power 
actuator 

9. Left Aileron power 
actuator 

10. Rudder power actuator 

TOTALS 

Probability 
of failure 
per hour 

x lo-8 

6.15 

101.31 

0.31 

107.77 

Failure rate 
(A)%/1000 hours 

5.2 

5.2 

5.2 

3.2 

3.2 

1.0 

41.12 

41.12 

56.92 

1.54 

1.54 

1.54 

1.54 

1.54 



If the analog backup (Figure 52) is considered in the prob- 
ability of success for the improved configuration, the probability 
of failure per hour (based on a 2-hour mission) is.decreased from 
107.7 x loS8 to 6.5 x (without considering the potential self- 
test capability of the computation function). If both an analog 
backup and self test in the computational function are considered, 
the probability of failure per flight hour is decreased only 
slightly to approximately 6.48 x If pilot switching is 
considered in the analog backup, the probability of failure per 
flight hour is decreased to approximately 6.46 x 

A simplified system success path diagram showing the analog 
backup system integrated into the system is shown in Fisure 53. 
A reliability prediction of the anaiog backup is provided in 
Table IX. 

The calculations for this configuration have been based 
upon the assumption that the sensors are all crossfed into all 
three computation channels. Without this crossfeed, the equiva- 
lent failure rate for the combination of the sensor and compu- 
tation function would increase, resulting in the values shown in 
Table X. 

The first column of Table X provides the equivalent failure 
by basic function with the sensors crossfed into the computation 
function and with comparison monitoring only. The result is a 
system equivalent failure rate and probability of failure per 

hour of 107.77 x 1 0 ~ ~ ~  

The second column of Table X provides the equivalent fail- 
ure rate by basic function for the improved research vehicle 
configuration, with the sensors crossfed into the computation 
function and with both comparison monitoring and 95 percent self 
test (computation function). The result is a system equivalent 
failure rate and probability of failure per hour of 11.53 x 
With a 95 percent self test in the computation function the 
equivalent failure rate was reduced from 101.31 x to 5.07 
x and the potentially unsafe failure mode that was intro- 
duced has a probability of occurence of less than 10-11 per hour. 
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TABLE IX, - BACKUP CHANNEL - EQUIVALENT!' 
(without Pilot Switching) 

BCS c o n t r o l  p a n e l  

Gyro-Accelerometer  s e n s o r  v o t e r  

S t i c k  s e n s o r  v o t e r  

E l e c t r o n i c s  # 1  

E l e c t r o n i c s  #2  

Seconda ry  a c t u a t o r  

Seconda ry  a c t u a t o r  

Seconda ry  a c t u a t o r  

Seconda ry  a c t u a t o r  

Seconda ry  a c t u a t o r  

A c t u a t o r  v o t e r  

T o t a l  e q u i v a l e n t  
f a i l u r e  rate 

TABLE X. - APPROVED RESEARCH VEHICLE CROSSFEED ALTERNATES 

F u n c t i o n  

S e n s o r s  

Compu ta t i on  

A c t u a t i o n  

T o t a l  

-8 %! 
E q u i v a l e n t  f a i l u r e  rate x 10 . 

W i t h o u t  s e n s o r  c r o s s f e e d  
b u t  w i t h  9 5 %  c o m p u t a t i o n  

f u n c t i o n  s e l f  test 

90.0612 

0.3036 

90.3648 

W i t h o u t  s e n s o r  
c r o s s f e e d  

237.0385 

0.3036 

237.3421 

With s e n s o r  
c r o s s f e e d  

6.1548 

101.3124 

0.3036 

107.7708 

With s e n s o r  
c r o s s f e e d  and  
9 5 %  s e l f  test  

6.1548 

5.0727 

0.3036 

11 .5311 



Column number t h r e e  of Table X provides the equiva lent  
f a i l u r e  rate of t h e  conf igura t ion  without  sensor  c rossfeed  o r  any 
s e l f  test. I n  o t h e r  words, t h e  equiva lent  f a i l u r e  rates o r  prob- 
a b i l i t y  values provided i n  t h i s  column are based on t h e  assumption 
t h a t  a f a i l u r e  i n  cbmputation funct ion channel #1 w i l l  r e s u l t  i n  
a l o s s  of channel 8 1  sensors .  By removing t h e  sensor  crossfeed,  
t h e  equiva lent  f a i l u r e  rate f o r  t h e  combination of sensors  and 

- 

computation funct ions  w a s  increased from 107.46 x 10"~ (Column 81) 

The equiva lent  f a i l u r e  rates provided i n  t h e  f o u r t h  column 
of Table X provide t h e  equiva lent  f a i l u r e  r a t e s  t h a t  would r e s u l t  
with 95 percent  s e l f - t e s t  c a p a b i l i t y  i n  t h e  computation funct ion.  
The r e s u l t  is  t h e  equiva lent  f a i l u r e  rate of t h e  combination of 
sensor  and computation funct ion  would be reduced from 237.03 x l o m 8  
(Column # 3 )  t o  90.06 x lo"* (Column # 4 ) .  

T r i p l e  Data Bus S h u t t l e  Configuration 

The success  pa th  diagram f o r  t h e  t r i p l e  d a t a  bus s h u t t l e  con- 
f i g u r a t i o n  is shown i n  Figure 54.  

R a t e  Gyro Sensor Channel Input.  - The a-c inpu t  power and any 
d i s c r e t e s  such a s  torquer  inpu t s  f o r  each r a t e  gyro are provided 
from each MDM channel through t h e  subsystem i n t e r f a c e  board - C 
(SSIB-C). The ontpuk& from each r a t e  gyro a r e  f ed  i n t o  bbeh SSIB-A 
and SSIB-B each bf v$hl@h can feed e i t h e r  of t h e  two redundark MDM 
channels (A&B).  @of success fu l  opera t ion  of a given r a t e  gyrb 
channel SSIB-A o r  S&IB-B and MDM-A o r  MDM-B a r e  required.  For 
successfu l  operatfbn of t h e  t o t a l  r a t e  gyro funct ion ,  a t  h a ~ t  two 
of t h e  t h r e e  rate gyro Channels must be opera t ional .  Because com- 
parison monitoring i s  used, t h e  equiva lent  f a i l u r e  rate f o r  any 
given gyro a x i s  was computed to  be approximately 1.685 X on 
t h e  b a s i s  of a 2-hour mission. 

Computat-Lori. = Twb of t h e  t h r e e  d a t a  buses a r e  required £or 
success fu l  operatBbR8 The equiva lent  f a i l u r e  r a t e  f o r  a two of 
t h r e e  redundancy &?heme i n  a 2-hour mission is l e s s  than 0,0062 x 
10-8. 

The p red ic ted  f a i l u r e  r a t e  f o r  t h e  BCU and APlOl combined i s  
31.5%/1000 hours. With t h e  crossfeed  t h a t  would be a v a i l a b l e  w i t h  
t h i s  system, two of t h f e e  channels a r e  requi red  f o r  successfu l  



Figure 54 .  Triple Data Bus Configuration 
Success Path Diagram 



operation. The equivalent failure rate for this arrangement for 
a 2-hour mission is approximately 59.472 x 1 0 ~ ~ ~  

It is apparent that the failure rate of the data bus alone 
is negligible in comparison with the other components making up 
the computational function. 

Actuator MDM. - The equivalent failure rate using the success 
path diagram will yield conservative results because'some subfunc- 
tions are repeated more than once in the success path diagram. A 
0.05%/1000 hour failure rate was assigned to each data bus. A 
5%/1000 hour failure rate is used for each of the two redundant 
MDM channels (MDM A&B) and a failure rate of 0.5 percent for the 
output SSIBs. Using these failure rates and a 2-hour mission, the 
equivalent failure rate for the output MDMs is approximately 
0.00015 x (nearly negligible with respect to the power actu- 
ator function). 

System equivalent failure rate. - The equivalent failure rate 
for the triple-data bus Shuttle configuration is summarized in 
Table XI. The equivalent failure rate (2-hour mission is approxi- - 
mately 66.21 x lom8). The probability of failure per hour for the 
con£ iguration is approximately 66.21 x a 

As shown in Table XI, the largest area of unreliability is 
the computation function. Out of a total configuration equivalent 
failure rate of 66.22 x 59.5 x lom8 is due to the unreli- 
ability of the computation function. 

If it is assumed that each BCU/computer (computation function) 
has 95 percent self-test effectiveness, then the computation func- 
tion can be performed by one BCU/computer if the second failure is 
detectable via self test. With an assumed 95 percent self-test 
capability the equivalent failure rate for a 2-hour mission of the - - 

computation function is reduced from 59.5 x lom8 to 2.98 x 10"~ 
and the overall system equivalent failure rate for a 2-hour mis- 
sion is reduced from 66.21 x to 9.73 x loB8- This yields a 
0.973 x lom7 probability of failure per hour which meets the 
1 x probability of failure, per hour goal. 

With self test, the relative probability of failure of the 
three basic system functions are as follows: 



TABLE X I .  - EQUIVALENT FAILURE RATE AND PROBABILITY OF 
FAILURE PER HOUR FOR TRIPLE DATA BUS SHUTTLE CONFIGURATION 

P r o b a b i l i t y  
of f a i l u r e  

p e r  ho r 
x 10' P 

6.50862 

59.47290 

0.2372 

66.21892 

Sub-function 
equ iva l en t  

f a i l u r e  g a t e  
x 10' 

1.68542 

1.68542 

1.68542 

0.65352 

0.65352 

0.07266 

0.07266 

]5g.472g0 

0.0002 

0.0474 

0.0474 

0.0474 

0.0474 

0.0474 

Success 
c r i t e r i a  

2 of 3 

2 of  3 

2 o f  3 

2 of  3 

2 of  3 

2 of  3 

2 of  3 

' O H  

2 of 3 

See success  
pa th  diagrarr 

II 

I1 

I1 

I1 

II 

Function/sub-function 

Sensors 

1. P i t c h  r a t e  channel  

2. Rol l  r a t e  channel  

3. Yaw rate channel  

4. Normal accelerometer  
channel  

5. L a t e r a l  accelerometer  
channel  

6. STICK accelerometer  
channel  

7. Cont ro l /Discre te  
channel  

Computation 

1. Data bus 

2. BUS c'ontrol u n i t  

3. Computer 

4. Memory 

Actua t iqn  

1. Mult iplex/demult iplex 
and secondary a c t u a t o r s  

2. Right  elevon a c t u a t o r  
channel  

3. L e f t  e levon a c t u a t o r  
channel  

4. Right  elevon a c t u a t o r  
channel  

5. L e f t  e levon a c t u a t o r  
channel  

6. Rudder - elevon a c t u a t o r  
channel  

T o t a l s  
b 

F a i l u r e  r a t e  
(A ) %/lo00 hours 

5.3005 

5.3005 

5.3005 

3.3005 

3.3005 

1.1005 

1.1005 

0.0500 

] 31.5 

See success  
pa th  diagram 

I1 

II 

II 

II 

11 



o Sensor func t ion  6.50862 x  l o e 8  

o  Computation func t ion  2.98489 x  l o m 8  

o  Actuat ion func t ion  0.2372 x  10 '~ 

T o t a l  f o r  system 9.7307 x  l o m 8  

Addi t iona l  computational redundancy such a s  analog backup 
can only  r e s u l t  i n  t h e  t o t a l  system p r o b a b i l i t y  of f a i l u r e  chang- 

i n g  from 9.73 x  t o  approximately 6.75 x  l o e 8 -  Any sub- 
s t a n t i a l  f u r t h e r  i n c r e a s e  i n  system r e l i a b i l i t y  would r e q u i r e  
a d d i t i o n a l  sensor  func t ion  redundancy. 

T r i p l e  d a t a  bus and quadruple computer s h u t t l e  conf iqura t ion .  - 
One of t h e  advantages of t h e  t r i p l e - d a t a  bus conf igu ra t ion  i s  i t s  
f l e x i b i l i t y  wi th  r e s p e c t  t o  conf igu ra t ion  change ; f o r  example, 
it would n o t  be d i f f i c u l t  t o  add a  f o u r t h  computer, a s  shown i n  
t h e  f u n c t i o n a l  block diagram of  F igure  4 4 .  With a  f o u r t h  com- 
p u t e r  t h e  p r o b a b i l i t y  of f a i l u r e  - per  hour would be reduced t o  
approximately 10.606 x  lo-" .  A comparison a t  t h e  func t ion  
l e v e l  is  a s  follows: 

Actuat ion 

With s e l f  t es t  (95 pe rcen t )  o r  analog backup f o r  t h e  comp- 
u t a t i o n  func t ion ,  t h e  p r o b a b i l i t y  of f a i l u r e  p e r  hour w i l l  
approach 6.8 x  with  t h e  l i m i t  due t o  sensor  and a c t u a t o r  
u n r e l i a b i l i t y  . 

Quadruple Channel 

Commercial t r a n s p o r t  conf igu ra t ion .  - The success  pa th  
diagram f o r  t h e  quadruple commercial t r a n s p o r t  conf igu ra t ion  i s  
shown i n  Figure  55. The equ iva len t  f a i l u r e  r a t e  i s  summarized 



I SENSOR COMPUTATION ACTUATION 3 

Figure 55. Commercial Transport  Configuration 
Success Path Diagram 



i n  Table X I I .  The equiva lent  f a i l u r e  r a t e  (2-hour mission) is  
approximately 0.35 x  f a i l u r e s  pe r  f l i g h t  hour. This equals  
a  p r o b a b i l i t y ' o f  f a i l u r e  per  f l i g h t  hour of approximately 0.35 x  
10-8. Since t h e  equiva lent  f a i l u r e  r a t e  of t h e  computation func- 
t i o n  f o r  a  2 of 4 ope ra t iona l  redundancy conf igura t ion  i s  small 
compared t o  t h e  ac tua t ion  funct ion  (0.11 x  l o m 8  versus 0.24 x l o e 8 )  
t h e  r e s u l t i n g  p r o b a b i l i t y  of f a i l u r e ,  i f  a  95 percent  s e l f - t e s t  
c a p a b i l i t y  i n  t h e  computation funct ion is used t o  inc rease  t h e  
redundancy t o  a  1 of 4 computation redundancy, w i l l  approach t h e  
p r o b a b i l i t y  of  l o s s  o f t h e  ac tua t ion  funct ion  o r  appr,oximately 
0.24 x  per  f l i g h t  hour. In  o t h e r  words, t h e  system opera- 
t i o n a l  r e l i a b i l i t y  ga in  by considering t h e  s e l f - t e s t  c a p a b i l i t y  
of t h e  computation funct ion i s  very minimal i n  t h i s  case ,  

The p r o b a b i l i t y  of f a i l u r e  i n  a  2-hour per iod  i s  approxi- 
mately equal  t o  

The p r o b a b i l i t y  of f a i l u r e  pe r  hour = 

I f  t h e  s e l f - t e s t  c a p a b i l i t y  of t h e  d i g i t a l  computation func- 
t i o n  is u t i l i z e d  t o  opera te  with 1 of 4 when t h e  t h i r d  f a i l u r e  is 
detec ted  with s e l f  test ,  t h e  equiva lent  f a i l u r e  rate of t h e  comp- 
u t a t i o n  funct ion  becomes very small  with r e spec t  t o  t h e  ac tua t ion  
funct ion  and assuming a  95 pe rcen t  s e l f - t e s t  c a p a b i l i t y  y i e l d s  a 
system p r o b a b i l i t y  of f a i l u r e  per  hour of approximately 0.2388 x  

P r o b a b i l i t y  of t h e  l o s s  of t h e  a c t u a t i o n  funct ion  is  
approximately 0.2372 x l o a 8  p e r  f l i g h t  hour. 

Quadruple d a t a  bus s h u t t l e  conf igura t ion  
p r o b a b i l i t y  of f a i l u r e  c a l c u l a t i o n s  

The success  pa th  diagram f o r  t h e  quadruple d a t a  bus S h u t t l e  
conf igura t ion  i s  s i m i l a r  t o  t h a t  i n  Figure 53, except  t h e  sensor  
and computation funct ions  'are  represented  by four  p a r a l l e l  pa ths .  
The d e r i v a t i o n  of t h e  conf igura t ion  r e l i a b i l i t y  r a t i n g  is  sum- 
marized i n  Table X I I I .  The equiva lent  f a i l u r e  r a t e  (2-hour 
mission) i s  approximately 0.29 x  f a i l u r e s  per  f l i g h t  hour. 
This equates  t o  a  p r o b a b i l i t y  of f a i l u r e  per  f l i g h t  hour of 
approximately 0.29 x  



TABLE X I I .  - DERIVATION OF QUADRUPLE COMMERCIAL 
TRANSPORT CONFIGURATION RELIABILITY 
RATING 

Funct ion /sub- func t ion  

Senso r s  

1. Ra te  gy ro  

2 .  Acce le rometers  

3. S t i c k  

Computat ion 

1. I n t e r f a c e  u n i t  

2. Mode c o n t r o l  

3. CPU 

4. Memory 

A c t u a t i o n  

1. R i g h t  e l e v o n  secondary  
a c t u a t o r  and i n - l i n e  
mon i to r  

2. L e f t  e l evon  secondary  
a c t u a t o r  and i n - l i n e  
mon i to r  

3. R i g h t  a i l e r o n  secondary  
a c t u a t o r  and  i n - l i n e  
mon i to r  

4. L e f t  a i l e r o n  secondary  
a c t u a t o r  and i n - l i n e  
mon i to r  

5. Rudder a i l e r o n  secondary  
a c t u a t o r  and i n - l i n e  
mon i to r  

6 .  R i g h t  e l evon  power 
a c t u a t o r  

7. L e f t  e l e v o n  power 
a c t u a t o r  

8. R i g h t  a i l e r o n  power 
a c t u a t o r  

9. L e f t  a i l e r o n  power 
a c t u a t o r  

10. Rudder a i l e r o n  power 
a c t u a t o r  

T o t a l s  
5 

F a i l u r e  rate 
(A ) %/lo00  h o u r s  

5.2 

3.2 

1.0 

41.12 

41.12 

4.46 

4.46 

4.46 

4.46 

4.46 

1.54 

1.54 

1.54 

1.54 

1.54 

Success  
c r i t e r i a  

4 o f  6 

4 of  6 

2 o f  4 

2 o f  4 

2 o f  4 

1 o f  3 

1 o f  3 

1 o f  3 

1 o f  3 

1 o f  3 

1 of  2 

1 o f  2 

l , ,o f  2 

1 o f  2 

1 o f  2 

Sub-func t ion  
e q u i v a l e n t  

f a i l u r e  rate 
x 10'8 

0.001124 

0.000262 

0.000002 

0.111039 

0.000035 

0.000035 

0.000035 

0.000035 

0.000035 

0.0474 

0.0474 

0.0474 

0.0474 

0.0474 

P r o b a b i l i t y  
o f  f a i l u r e  

p e r  hou r  
x 10'8 

0,001388 

0.111039 

0.2372 

0.3495 



TABLE X I I I .  - EQUIVALENT FAILURE RATE AND PROBABILITY OF 
FAILURE PER HOUR FOR THE QUADRUPLE DATA BUS SHUTTLE CONFIGURATION 

Func t ion / sub- func t ion  

Sensors  

1. P i t c h  rate c h a n n e l  . " 
2. R o l l  rate c h a n n e l  

3. Yaw rate channe l  

4. N o r m a l  acceleromater 
channe l  

5. L a t e r a l  accelerometer 
c h a n n e l  

6. STICK a c c e l e r o m e t e r  
c h a n n e l  

7. C o n t r o l / d i s c r e t e  
channe l  

Computation 

1. Data bus  

2. Bus c o n t r o l  u n i t  

3. Computer 

4. Memory 

A c t u a t i o n  

1. M u l t i p l e x / d e m u l t i p l e x  
and secondary  a c t u a t o r s  

2. R i g h t  e l e v o n  a c t u a t o r  
c h a n n e l  

3. L e f t  e l e v o n  a c t u a t o r  
c h a n n e l  

4. R i g h t  e l e v o n  actuat t jk '  ' 
' c h a n n e l  

5. L e f t  e l evon  a c t u a t o r  
channe l  

6. Rudder e l e v o n  a c t u a t o r  
c h a n n e l  

T o t a l s  - 

F a i l u r e  rate 
(A)%/1000 h o u r s  

5.3005 q 

5.3005 

5.3005 

3.3005 

3.3005 

1.1005 

1.1005 

0.0500 

} 31.5 

S e e  s u c c e s s  
p a t h  d iagram 

II 

st 

L .;*#J * 

*I 

@I 

Success  
cri teria 

2 o f  4 

2 o f  4 

2 o f  4 

2 o f  4 

2 o f  4 

2 o f  4 

2 o f  4 

O" 

2 of 4 

See s u c c e s s  
p a t h  diagram 

I1 

I* 

I, 

I, 

It 

Sub-funct ion 
e q u i v a l e n t  

F a i l u r e  r a t e  
x lo-8  

0.0002.38 

0.000238 

0.000238 

0.000058 

0.000058 

0.000002 

0.000002 

] 0.050009 

0.0002 

0.0474 

0.0474 

0.0474 

0.0474 

0.0474 

P r o b a b i l i t y  
of f a i l u r e  

p e r  ho r 
x 10' If 

0.000834 

0.050009 

0.2372 

0.288043 



Since t h e  p r o b a b i l i t y  of f a i l u r e  f o r  t h e  computation funct ion 
is  a l ready small  (0.05 x 10-81, t h e  r e s u l t i n g  p r o b a b i l i t y  of f a i l -  
ure ,  with e i t h e r  a  95 percent  computation s e l f - t e s t  c a p a b i l i t y  o r  
an analog backup system, is n e g l i g i b l e  i n  comparison with t h e  prob- 
a b i l i t y  of f a i l u r e  f o r  t h e  ac tua t ion  funct ion;  and the re fo re ,  t h e  
t o t a l  system p r o b a b i l i t y  of f a i l u r e  approaches t h a t  f o r  t h e  actua- 
t i o n  funct ion  alone (0.24 x l ~ - ~ ) ,  

R e l i a b i l i t y  Summary 

The f i r s t  column i n  Table X I V  shows t h e  p r o b a b i l i t y  of f a i l -  
ure  per  hour f o r  each conf igura t ion  assuming comparison monitor- 
ing  only. For comparison monitoring a t  l e a s t  two redundant 
channels must be operat ing.  I f  l e s s  than two redundant channels 
a r e  opera t ing  t h e  system w i l l  t u r n  o f f  ( f a i l - s a f e )  . From t h e  
f i r s t  column i n  T a b l e  X I V ,  both t h e  quadruple channel commercial 
t r a n s p o r t  and quadruple d a t a  bus S h u t t l e  conf igura t ion  exceed t h e  
1 x p r o b a b i l i t y  of f a i l u r e  per  hour goal  (both having an 
est imated p r o b a b i l i t y  of f a i l u r e  per  hour approximately 0.03 x 
10-7) . 

The est imated p r o b a b i l i t i e s  of f a i l u r e  per  hour f o r  t h e  
o the r  two conf igura t ions  do no t  meet t h e  1 x goal .  The 
t r i p l e - d a t a  bus S h u t t l e  conf igura t ion  has an est imated p r o b a b i l i t y  
of f a i l u r e  per  hour of approximately 6.6 x  and t h e  improved 
research veh ic le  conf igura t ion  has an est imated p r o b a b i l i t y  of 
f a i l u r e  per  hour of approximately 10.7 x 

The second column i n  Table X I V  provides t h e  p r o b a b i l i t y  of 
f a i l u r e  per  hour f o r  each conf igura t ion  i f  a  s e l f - t e s t  c a p a b i l i t y  
of the d i g i t a l  computation funct ion  ( c e n t r a l  processor  u n i t ,  
memory and input /output  c i r c u i t r y )  is  provided t o  enhance t h e  
redundancy of t h e  computation sec t ion .  A 95 percent  s e l f - t e s t  
c a p a b i l i t y  was used f o r  these  c a l c u l a t i o n s .  A s  shown i n  Column 
2,  both t h e  improved research c a p a b i l i t y  and Space S h u t t l e  d a t a  
bus aonf igura t ions  e s s e n t i a l l y  meet t h e  opera t iona l  r e l i a b i l i t y  
goal  with est imated p r o b a b i l i t i e s  of f a i l u r e  per  hour of 1.15 x 
l o w 7  and 0.97 x r e spec t ive ly .  

The above r e s u l t s  a r e  i n  accord with t h e  NASA r e l i a b i l i t y  
goal  and with t h e  conclusions concerning r e l i a b i l i t y  from o t h e r  
s t u d i e s  such as  Stanford Research I n s t i t u t e  s t u d i e s  repor ted  on 
i n  r e f .  25. 



TABLE X I V ,  - F-8C D I G I T A L  FLY-BY-WIRE FCS 
SUMMARY OF CONFIGURATION OPERATIONAL RELIABILITY 

(EXCLUSIVE OF ANALOG BACKUP ) 
n7 

MAINTAINABILITY PREDICTIONS 

Mean T i m e  Between Maintenance Action 

b 

Configuration 

Improved 
Research 
Vehicle 

Triple-data bus 
Shuttle configuration 

Quadruple-channel 
commercial transport 

Quadruple-data bus 
Shuttle configuration 

Pred ic t ions  of t h e  mean t i m e  between maintenance a c t i o n s  
(MTBMA) f o r  t h e  four  F-8C conf igura t ions  a r e  provided i n  Tables 

XV - X V I I I .  These est imated MTBMAs range from 315 t o  410 hours. 

Maintenance Man Hours Per Fl igQt Hour 

Probability of failure per hour x 

The maintenance man hours per  f l i g h t  hour a r e  t h e  product 
of t h e  f a i l u r e  r a t e  and t h e  mean t i m e  t o  r e p a i r  (MTTR). The 
est imated f a i l u r e  r a t e s  (Tables XV - X V I I I )  f o r  t h e  four  con- 

f i g u r a t i o n s  range from approximately 0.025 t o  0.040 f a i l u r e  
hour 

Comparison monitoring 

10.777 

6.622 

0.035 

0.029 

I f  t h e  maintenance man hour pe r  f l i g h t  hour goal  of 0.02 w e r e  t o  
be m e t ,  t h e  mean time t o  r e p a i r  t h e  system would have t o  be less 
than 0.5 t o  0.8 man hour. It i s  judged t h a t  achievement of t h i s  
MTTR would be poss ib le  only with t h e  use  of automatic test  equip- 
ment (ATE). 

Comparison monitoring and 95% 
self test in digital I / O ,  CPU 

1.153 

0 -973 

0.024 

0.024 

For a s i n g l e  f l i g h t  test  system a s  i n  t h e  F-8C DFBW program, 
use of ATE would no t  be c o s t  e f f e c t i v e .  W i t h  manual t e s t  equip- 
ment a MTTR of approximately 5 hours has been found appropr ia t e  
by Honeywell f o r  s i m i l a r  f l i g h t  c o n t r o l  systems. Using manual 
test  equipment, t h e  r e s u l t i n g  maintenance man hours per  f l i g h t  
hour could be expected t o  be i n  t h e  range of 0.12 t o  0.20. 



TABLE XV. - IMPROVED RESEARCH VEHICLE 
CONFIGURATION FAILURE RATE 

TABLE XVI.  - TRIPLE-DATA BUS SHUTTLE 
CONFIGURATION FAILURE RATE 

Item 

Rate gyro 

Accelerometer 

Stick 

I .U. 

CPU 

AP+SA 

Secondary accelerometer 

Power actuator 

Mode control panel 
, 

MTBMA = 408 hr. 

X 
(%/KH) 

5.0 

3.0 

0.8 

15.86 

23.50 

0.88 

2.08 

1.54 

1.76 

Quantity 
(N) 

9 

6 

3 

3 

3 

15 

15 

10 

1 

Total series X = 

N A 

45.00 

18.00 

2.40 

47.58 

70.50 

13.20 

31.20 

15.40 

1.76 

245.04 %/KH 

N A 

45.00 

18.00 

2.40 

90.00 

10.50 

1.80 

0.15 

24.00 

70.50 

1.80 

36.90 

15.40 

316.45 %/KH 

X 
(%/KH) 

5.00 

3.00 

0.80 

10 .OO 

0.50 

0.30 

0.05 

8.00 

23.50 

0.60 

2.46 

1.54 

Item 

Rate gyro 

Accelerometer 

Stick 

MDM 

SSIB-1 

SSIB-2 

Data bus 

BCU 

CPU 

Control panel 

Secondary actuator 

Power actuator 

Total series X = 

Total MTBMA = 316 hr. 

Quantity 
(N 

9 

6 

3 

9 

21 

6 

3 

3 

3 

3 

15 

10 



TABLE XVII .  - COMMERCIAL TRANSPORT 
CONFIGURATION FAILURE RATE 

TABLE X V I I I .  - QUADRUPLE DATA BUS SHUTTLE 
CONFIGURATION FAILURE RATE 

A c c e l e r o m e t e r  

S e c o n d a r y  a c t u a t o r  

Power a c t u a t o r  

Mode c o n t r o l  

1 0  

1 

T o t a l  series A = 

I t e m  

R a t e  g y r o  

A c c e l e r o m e t e r  

S t i c k  

&DM 

SSIB-1 

SSIB-2 

D a t a  b u s  

BCU 

CPU 

C o n t r o l  p a n e l  

S e c o n d a r y  a c t u a t o r  

Power actuator 

T o t a l  MTBMA = 247.6  h r .  

A 
(%/KH) 

5 .OO 

3 .00  

0.80 

1 0  . O O  

0 .50 

0.30 

0 .05  

8.00 

23.50 

0.60 

2.46 

1 .54  

Q u a n t i t y  
(N 

1 2  

8 

4 

1 2  

28 

8 

4 

4 

4 

3 

1 5  

1 0  

T o t a l  series X = 

T o t a l  MTBMA = 368 h r .  

1 .54  

2.40 

N A 

60.00 

24.00 

3.20 

120 .00  

1 4  . O O  

2.40 

0.20 

32.00 

94  . O O  

1 .80  

36.90 

15 .40  

403.90 %/KH 

15.40 

2 -40  

270.84 %/KH 



The following c o s t s  used i n  t h e  t radeoff  a r e  b e s t  engineer- 
ing  es t imates  based upon recen t  Honeywell experience i n  configuring 
f l i g h t  c o n t r o l  and d a t a  bus systems, They have no t  been reviewed 
nor approved by Honeywell production o r  p r i c i n g  departments and 
should n o t  be construed t o  r ep resen t  e i t h e r  p resen t  o r  f u t u r e  
Honeywell component p r i c e s ,  

COST SUMMARY 

Cost of Improved Research Vehicle Configuration 

Control  panels  $ 15 000 

A P l O l  $87 000 261 000 
$In ter face  u n i t  $50 000 150 000 

Rate gyros $ 1,000 
Acceltzirometers $ 1,000 
Analog e l e c t r o n i c s  $10 000 

Secondary ac tua to r  mods 30 000 

Cost of Triple-Data Bus S h u t t l e  Configuration 

Control  panels  

A P l O l  $87 000 
BCU 40 000 
.MDM 25 000 

Rate, gyros $ 1,000 
Accelerometers 1,000 
Analog e l e c t r o n i c s  10 000 

.Secondary a c t u a t o r  mods 
(Including improved va lves)  



Cost  of Quadruple Commercial Transport  Configurat ion 

(3)  Control  panels  $ 15 000 

(4) APlOl $87 000 
( 4 )  I n t e r f a c e  u n i t  50 000 

(6)  Rate gyros $ ~ , O O O  
(6) Accelerometers 1,000 
(1) Quadruple s t i c k  and 

rudder pedal  
(4) Analog e l e c t r o n i c s  

(5) Secondary a c t u a t o r  mods 30 000 

A i r c r a f t  mods f o r  4 channels 200 000 

Cost of  Quadruple Data Bus S h u t t l e  Configurat ion 

(3) Control  panels  $ 1 5  000 

(4)  APlOl 
(4)  BCU 
(12) MDM 

(12) Rate gyros $ ~ , O O O  12 000 
(8) Accelerometers 1,000 8,000 
(1) Quadruple s t i c k  and 10 000 

rudder pedal  
(4) Analog e l e c t r o n i c s  40 000 

(5) Secondary a c t u a t o r  mods 39 000 

A i r c r a f t  Mods f o r  4 channels 200 000 



Configuration Tradeof f  

The r e s u l t s  of summing up t h e  calculated/est imated values 
f o r  t h e  four  chosen parameters a r e  shown i n  Tables X I X  and XX. 
It is immediately apparent  t h a t  t h e  t o t a l  spread of r a t i n g s  i s  
small ,  and t h a t  f o r  t h e  top  t h r e e  t h e  v a r i a t i o n  i s  s o  small  a s  
t o  be obviously wi th in  t h e  to le rance  of t h e  t radeoff  procedure. 
This does not  necessa r i ly  mean t h e r e  i s  no v a l i d  choice t o  be 
made. Previous experience i n  evalua t ions  of t h i s  s o r t  has shown 
that it is  no t  unusual f o r  cases  having t h e  same f i g u r e  of m e r i t  
t o  e x h i b i t  d i s s i m i l a r i t y  i n  terms of d e s i r a b i l i t y  when t h e  indi -  
v idual  f a c t o r s  a r e  considered. I n  t h i s  case it can "be seen t h a t  
while r e l i a b i l i t y  and main ta inab i l i ty  tend t o  cancel  each o t h e r  
their t o t a l  e f f e c t  i s  small .  The two powerful b u t  compensating 
f a c t o r s  a r e  c o s t  and app l i ca t ion  t o  S h u t t l e .  I t  i s  apparent  t h a t  
i f  e i t h e r  of t h e s e  f a c t o r s  were weighted by 2.0 i n s t e a d  of 1.0 
t h e r e  would then  be a  s i g n i f i c a n t  d i f f e rence  i n  t h e  t o t a l  r a t i n g .  

Considered i n  t h a t  l i g h t ,  t h e  t radeoff  can g ive  v a l i d  guidance 
a s  t o  t h e  choice of a  configuration-to-wit  i f  c o s t  and app l i ca t ion  
t o  S h u t t l e  a r e  r e a l l y  of equal  importance then some f a c t o r  no t  in-  
cluded i n  the  o r i g i n a l  t r a d e o f f ,  say schedule,  can become t h e  de- 
c id ing  f a c t o r .  On t h e  o t h e r  hand i f  a f t e r  f u r t h e r  cons idera t ion ,  
a  d i f f e r e n c e  i n  the  r e l a t i v e  importance of c o s t  vs ,  app l i ca t ion  
t o  S h u t t l e  develops,  t h e  t o t a l  r a t i n g s  w i l l  change and t h e  choice 
w i l l  be obvious. A t  t he  very l e a s t  t h e  t radeoff  procedure has 
served t o  emphasize t h e  c r i t i c a l  f a c t o r s  and focus a t t e n t i o n  on 
them. 

TABLE X I X .  - CONFIGURATION TRADEOFF 

Total ' 
Rating 

26.5 

26.39 

23.1 

25.97 

Application 
to Shuttle 

6 

9 

5 

10 

Maintainability 

2.5 

1.94 

2.25 

1.51 

Candidate 
Configuration 

Improved research 
vehicle configuration 

Triple-channel data 
bus Shuttle 
configuration 

Quadruple-channel 
commercial transport 
configuration 

Quadruple-channel 
data bus Shuttle 
configuration 

* 

Cost 

10 

7.2 

5.85 

4.46 

Reliability 

8 .O 

8.25 

10 .O 

10.0 



TABLE XX. - SUGGESTED RANKING FOR F-8C DFBW CONFIGURATIONS 

P o t e n t i a l  disadvantage - 
Limited app l ica t ion  t o  
S h u t t l e  

High c o s t  
I 

Limited app l ica t ion  t o  
S h u t t l e  

Highest c o s t  

. 

Major advantage 

Low c o s t  

Applicable t o  
S h u t t l e  

R e l i a b i l i t y / c o s t  
r a t i o  good 

MOS t app l icab le  
t o  S h u t t l e  

Configuration 

Improved research 
veh ic le  conf igurat ion 

Triple-channel d a t a  
bus Shu t t l e  
conf igurat ion 

Quadruple-channel 
commercial t r a n s p o r t  
conf igurat ion 

Quadruple-channel 
d a t a  bus S h u t t l e  
conf igurat ion 

Score 

26.5 

26.39 

23.1 

25.97 



SECTION 8 

C O N C L U S I O N S  A N D  R E C O M M E N D A T I O N S  

The major o b j e c t i v e  of t h i s  study w a s  t o  develop conceptual 
designs of DFBW con t ro l  systems f o r  use i n  t h e  l a s t  phase of t h e  
NASA F-8C DFBW program. A comparison of four  such designs,  a l l  
meeting t h e  b a s i c  r e l i a b i l i t y  goal ,  has been presented i n  pre- 
ceding sec t ions .  I n  addi t ion ,  considerable  d e t a i l  has  been 
presented on o t h e r  f e a t u r e s  of DFBW system design,  with p a r t i -  
c u l a r  emphasis on t h e  performance of t h e  secondary a c t u a t o r s ,  

This s e c t i o n  is confined t o  genera l  conclusions and recom- 
mendations, presented i n  approximate o rde r  of s ign i f i cance .  

A b a s i c  c rossfed  t r ip le- redundant  conf igura t ion  w i l l  
no t  m e e t  t h e  f a i l u r e  p r o b a b i l i t y  goal  of less than 1.0 
x f a i l u r e s  per  f l i g h t  hour. Addit ional  monitor- 
ing  o r  redundancy i n  t h e  sensor  o r  computer s e c t i o n s  
must be added t o  meet t h e  goal ;  f o r  example, t h e  
add i t ion  of 96 percent  self-check c a p a b i l i t y  t o  t h e  
computer s e c t i o n  w i l l  s u f f i c e .  Note t h a t  t h e  servo- 
a c t u a t o r s ,  due t o  i n l i n e  monitoring, a l ready have 2- 
f a i l -op  c a p a b i l i t y  whereas t h e  t r i p l e  sensors  o r  
computers without t h e  self-check f e a t u r e  have only 
1-fai l -op c a p a b i l i t y ,  and thus  a r e  t h e  weaker l i n k s .  

I n  t h e  cases  considered, t h e  add i t ion  of a  d a t a  bus t o  
t h e  t r i p l e  conf igura t ion  caused a small  ( 35 percent )  
decrease i n  f a i l u r e  p r o b a b i l i t y ;  f o r  t h e  quad config- 
u ra t ion  t h e r e  was e s s e n t i a l l y  no e f f e c t .  - ~ h u s ,  it 
appears t h a t  t h e  e f f e c t  of t h e  use of a  d a t a  bus w i l l  
depend on t h e  s p e c i f i c  app l i ca t ion ,  and t h e  dec i s ion  
w i l l  probably be based on f a c t o r s  o the r  than f a i l u r e  
p robab i l i ty .  The d e s i r a b i l i t y  of a  d a t a  bus f o r  t h e  
NASA F-8C DFBW program i s  discussed i n  i tem 3 below. 

For t h e  purposes of t h e  NASA F-8C DFBW program, a  
t r i p l e  conf igura t ion  with a high degree of self-check 
c a p a b i l i t y  would seem most s u i t a b l e .  The use of 
i n - l i n e  self-check is considered important because 
t h e  e f f e c t i v e n e s s  of t h i s  f e a t u r e  i n  decreasing 
f a i l u r e  p r o b a b i l i t y  - without  completely dup l i ca t ing  
computers - w i l l  cause it t o  be used extens ive ly  i n  
f u t u r e  systems. I n  t h i s  p a r t i c u l a r  case  t h e  exact  
amount of self-check (and decrease  i n  f a i l u r e  prob- 
a b i l i t y )  c a p a b i l i t y  i s  no t  c r i t i c a l  because of t h e  
presence of a  backup c o n t r o l  system (BCS) and t h e  
experimental  na ture  of t h e  program. The d a t a  of  



Figures  48 through 50 show c l e a r l y  t h a t  t h e  inc lus ion  
of t h e  BCS w i l l  lower t h e  f a i l u r e  p r o b a b i l i t y  t o  a  
s a t i s f a c t o r y  l e v e l  f o r  a l l  cases .  Fur ther ,  i n  a  t e s t  
program a f l i g h t  can be aborted a t  the  f i r s t  f a i l u r e  
i n d i c a t i o n ,  and thus  e s s e n t i a l l y  preclude t h e  occurrence 
of a d d i t i o n a l  f a i l u r e s .  

The secondary a c t u a t o r  h y s t e r e s i s  must be decreased t o  
below O . 1 °  su r face  motion i n  t h e  primary d i g i t a l  mode 
i n  o rde r  f o r  t h e  F-8C DFBW FCS t o  be e f f e c t i v e  i n  ad- 
vanced c o n t r o l  law research .  The b a s i c  reason f o r  
excessive a c t u a t o r  h y s t e r e s i s  i n  the  Phase I configura- 
t i o n  is  inadequate r a t i o  of fo rce  ga in  t o  s t a t i c  f r i c -  
t i o n .  This  r a t i o  can be improved by replac ing  t h e  
e l ec t rohydrau l i c  valves and modifying t h e  d r i v e  e lec-  
t r o n i c s .  The add i t ion  of w e l l  designed i n - l i n e  servo 
loop monitoring would provide 2-fail-op servo charac- 
t e r i s t i c s  and prevent  t h e  servo a r e a  from being t h e  
l i m i t i n g  f a c t o r  i n  reducing system f a i l u r e  p r o b a b i l i t y .  
The suggested servo  modif icat ions would a l s o  inc rease  
servo  bandwidth which i n  t u r n  would improve o v e r a l l  
performance i n  CCV opera t ions .  

3 )  The conf igura t ion  considered t o  be most e f f e c t i v e  f o r  
a id ing  t h e  S h u t t l e  f l i g h t  c o n t r o l  development i s  t h a t  
l abe led  "Tr ip le  Redundant S h u t t l e " .  (Obviously, t h e  
"Quad Redundant Shut t le1 '  conf igura t ion  would more 
c l o s e l y  resemble t h e  a c t u a l  S h u t t l e  arrangement, b u t  
c o s t  and i n s t a l l a t i o n  f a c t o r s  preclude i t s  use f o r  t h e  
F-8C program.) This t r i p l e  conf igura t ion  with e i t h e r  
a c t u a l  o r  simulated ( i n  hardware) bus i n t e r f a c e  e lec-  
t r o n i c s  would provide valuable  experience i n  t h e  use 
of d a t a  buses f o r  f l i g h t  c o n t r o l  s i g n a l  t ransmission 
and would rep resen t  f a i r l y  we l l  t h e  S h u t t l e  FCS a s  it 
w i l l  be configured a f t e r  one f a i l u r e .  I f  t h e  sensor/  
computer/servo buses a r e  not  used, the  1/0 processing 
(whether i n  the  AP-101 o r  i n  i n t e r f a c e  u n i t s )  w i l l  be 
s i g n i f i c a n t l y  d i f f e r e n t  from t h a t  of t h e  a c t u a l  
S h u t t l e  FCS. This means t h a t  t h e  housekeeping rou- 
t i n e s  w i l l  be d i f f e r e n t  from S h u t t l e ,  t hus ,  l i t t l e  of 
t h e  experience w i l l  be d i r e c t l y  app l i cab le ,  On t h e  
o t h e r  hand, computer synchronizat ion methods, sensor/  
servo  f a i l u r e  d e t e c t i o n  programs and computer s e l f -  
check rou t ines  could be evalua ted  with a  non-data bus 
system, depending on the  degree t o  which a c t u a l  
S h u t t l e  software can be used. Overa l l ,  it would seem 
t h a t ,  inasmuch as  t h e  major new a r e a  i n  t h e  S h u t t l e  
FCS design is  the  very s o p h i s t i c a t e d  d a t a  bus config- 
u r a t i o n ,  a  da ta  bus system would be d e s i r a b l e  i f  a t  
a l l  f e a s i b l e  i n  terms of program c o s t  and schedule.  



4 )  I t  does n o t  appear f e a s i b l e  o r  r e a l l y  necessary t o  
modify t h e  F-8C secondary and/or su r face  a c t u a t o r s  t o  
c lose ly  resemble those  of t h e  S h u t t l e .  Electrohydrau- 
l i c  a c t u a t o r s  and t h e i r  use i n  f l i g h t  c o n t r o l  systems 
represen t  a mature technology. Assuming t h a t  t h e  
S h u t t l e  ac tua to r  design follows good design p r a c t i c e ,  
t h e  a c t u a t o r s  should n o t  be a c r i t i c a l  f a c t o r  i n  t h e  
development of t h e  S h u t t l e  f l i g h t  c o n t r o l  system, 
p a r t i c u l a r l y  i n  regard t o  redundancy management. 

5) Reconfigurable computer technology, i n  i t s  c u r r e n t  
(mid-1974) s t a t e  of development does n o t  appear 
appl icable  t o  t h e  design of p r a c t i c a l  f a u l t - t o l e r a n t  
a i r c r a f t  c o n t r o l  systems. This i s  probably more a 
r e s u l t  of t iming than of any fundamental f a c t o r .  The 
recen t  NASA-funded s t u d i e s  have been concerned with 
the  formulation of b a s i c  concepts and t h e  development 
of a n a l y t i c a l  t o o l s  and have n o t  y e t  reached t h e  s t a g e  
of designing p a r t i c u l a r  arrangements which can be 
appl ied t o  e x i s t i n g  computers. 

It may be worthwhile not ing ,  however, t h a t  one of t h e  
concepts rece iv ing  considerable  a t t e n t i o n  i s  t h a t  of 
d e t e c t i n g  and compensating f o r  " t r a n s i e n t  f a i l u r e s " .  
The s i g n i f i c a n c e  of techniques f o r  t r a n s i e n t  f a i l u r e  
compensation depends, of course,  on t h e  prevalence of 
t r a n s i e n t  f a i l u r e s ;  t h e r e  i s  l i t t l e  s p e c i f i c  d a t a  on 
t h i s ,  b u t  experience with Honeywell-designed mature 
d i g i t a l  equipment does no t  i n d i c a t e  a s i g n i f i c a n t  
occurrence.  Nevertheless,  i t  i s  suggested t h a t  i f  any 
d a t a  is  a v a i l a b l e  t h a t  i n d i c a t e  an apprec iable  occur- 
rence of t r a n s i e n t  f a i l u r e s  i n  well-designed d i g i t a l  
equipment, a d d i t i o n a l  research  t o  eva lua te  and quan t i fy  
t h e  prevalence of such f a i l u r e s  should be run p a r a l l e l  
t o  f u r t h e r  a n a l y t i c a l  s t u d i e s  of t r a n s i e n t  f a i l u r e  
compensation techniques.  



APPENDIX A 

F-8C SERVO ACTUATOR RESPONSE REQUIREMENTS 

Current  s t u d i e s  under c o n t r a c t  NAS 1-12680, "Dig i t a l  CCV 
F l i g h t  Control Laws" have inves t iga ted  p i t c h  c o n t r o l  l a w s  f o r  
the  following f l i g h t  condi t ions :  

Al t i tude  Al t i tude  Weight Weight Shor t  Period 
(Meters) ( f t )  Mach ( l b )  (KG) CG (%c) g per  degs 

I n  add i t ion ,  t h e  above condi t ions  have a l s o  been s tud ied  
f o r  a f t  cg l o c a t i o n s  up t o  48 percent  of c. For a l l  cases ,  a 
secondary ( d r i v e r )  servo second-order c h a r a c t e r i s t i c  having an 
undamped n a t u r a l  frequency of 10 hz and a damping r a t i o  of 0.7 
w a s  assumed, and a f i r s t - o r d e r  power a c t u a t o r  with a t i m e  
cons tant  of 0.08 s e c  was assumed. These c h a r a c t e r i s t i c s  
correspond t o  t h e  Honeywell understanding of p reva i l ing  a i r p l a n e  
equipment. 

The conventional c o n t r o l  laws synthesized t o  d a t e  employ 
combinations of normal acce le ra t ion  and p i t c h  r a t e  a s  e l e v a t o r  
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feedback q u a n t i t i e s .  No s p e c i a l  bending f i l t e r s  have been 
appl ied,  nor have any lead  compensation elements been used t o  
e f f e c t i v e l y  inc rease  a c t u a t o r  bandwidth. Although t h e  la t ter  
does cons t ra in  a t t a i n a b l e  c o n t r o l  loop bandwidth t o  some e x t e n t ,  
t he  c u r r e n t  a c t u a t o r  performance i n  t h e  l i n e a r  regime has n o t  
been a major detr iment  towards a t ta inment  of good fly-by-wire 
performance over  t h e  a n t i c i p a t e d  f l i g h t  envelope, Furthermore, 
it is  ques t ionable  whether a c t u a t o r  bandwidth extension would 
a f fo rd  m a t e r i a l  performance b e n e f i t s ,  considering t h e  added 
c o n s t r a i n t s  of s t r u c t u r a l  mode s t a b i l i t y .  

I t  i s  evident  from t h e  above f l i g h t  condi t ion  set t h a t  t h e  
high r dynamic p ressu res  a r e  n o t  included (above 725 p s f )  (30.6 5 KG/m ) ,  p a r t i c u l a r l y  those a t  supersonic  condi t ions  having h igher  
short-period f requencies  and lower damping. Thrust  l i m i t a t i o n  
is  presumably t h e  reason. Should more s t r i n g e n t  cases  be imposed, 
however, system compensation which avoids h igher  g a i n s  over 
s t r u c t u r a l  mode frequencies  would appear p re fe rab le  t o  simple 
extension of ac tua t ion  bandwidth. Figure A 1  i l l u s t r a t e s  a 
simple p i t c h  damper i n  t h r e e  conf igura t ions  appl ied  t o  a h igher  
q f l i g h t  condi t ion.  Configurat ion A with no shaping i s  unable 
t o  achieve 0.35 damping with p r e v a i l i n g  servoactua tor  charac ter -  
i s t i c s ,  Configuration B adds phase-lead compensation which 
brackets  the  short-per iod frequency. Configuration C adds lead- 
l a g  shaping which e f f e c t i v e l y  produces an a c t u a t o r  break 
frequency of 30 rad/sec. Both B and C achieve 0 -35 damping, bu t  
C has about twice t h e  loop ga in  a t  the higher  f requencies .  

From the  a n a l y s i s  which has been done on servoactua tor  
n o n l i n e a r i t i e s  such a s  h y s t e r e s i s ,  it is  ev iden t  t h a t  s ta te -of -  
the -a r t  a c t u a t o r  performance i s  necessary t o  achieve s a t i s f a c -  
t o r y  performance l e v e l s .  This  i s  considered t o  correspond t o  
magnitudes of n o n l i n e a r i t i e s  below 0 . 0 5 ~  of equiva lent  e l e v a t o r  
d e f l e c t i o n ,  With e l e v a t o r  e f f e c t i v e n e s s  i n  excess  of 1 g p e r  
degree a t  t h e  h igher  dynamic p ressu res ,  c o n t r o l  r e s o l u t i o n  i s  a 
concern f o r  normal cg loca t ion ;  and with an uns table  a i r f rame,  
l i m i t  -cycle amplitudes wi th in  t h e  0.05 g l e v e l  are requi red .  
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APPENDIX B 

ANALYSIS OF SECONDARY ACTUATOR FORCE G A I N  
INCREASE WITHOUT CHANGING SERVO VALVES 

The inadequate fo rce  ga in  may be improved by increas ing  
p i s ton  a r e a  by "reboring" t h e  cy l inder  and f i t t i n g  wi th  a  new 
p i s t o n  o r  reducing t h e  rod s i z e .  This rework can only provide 
a  20 t o  25 percent  inc rease  i n  p i s t o n  a rea ,  without seve re ly  
l i m i t i n g  output  v e l o c i t y ,  and consequently, i s  n o t  e f f e c t i v e  
where more s u b s t a n t i a l  changes are necessary.  I f  we assume t h a t  
t o t a l  s t a t i c  f r i c t i o n  i n  t h e  r o l l  a x i s  ( t h e  worst  case)  i s  a s  
high a s  200 l b  (90.9 KG) , then t o  meet t h e  suggested 0.  lo hys- 
teresis l i m i t  and with t h e  p resen t  mistrack to lerance  (1.5O 
assumed), t h e  secondary a c t u a t o r  p i s t o n  a r e a  needed may be de- 
termined from Figure B1.  

Figure B1. Large A r e a  Secondary Actuator 
Output Force vs.  Peak-to-Peak 
Hysteres is  NASA F-8C Rol l  Axis 
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Here w e  have assumed t h a t  we must meet t h e  h y s t e r e s i s  re- 
quirement with two channels opera t ing  (one fa i lu re ) - -no te  t h a t  
the  single-channel force  output  a t  the  1 . 5 ~  mistrack l i m i t  is  
1500 l b  (681,8 KG) . I f  no chan es w e r e  made i n  t h e  AP sensor  ? s e t t i n g  (1200 p s i )  (84.54 KG/cm ) , ac tua to r  a rea  would have t o  
be 1.25 sq. inches (8.08 cm2) and Kv (column G ,  Figure 20) would 
be reduced t o  0.80. I n  o rde r  t o  maintain a loop ga in  of 57.4 
rad. ,  Ka (column D ,  Figure 20) would need t o  be increased accord- 
ing ly ,  o r  from 44,3 t o  291.7 ma/v. Unfortunately,  t h i s  inc reases  
the  s t i f f n e s s  a s  we l l ,  and thus ,  t h e r e  is  no n e t  improvement. 

One compromise t h a t  might be attempteg is  t o  increase  t h e  
AP l imi t - - i f  doubled (2400 p s i )  (169 K ~ / c m  ) a c t u a t o r  a r e a  would 
only need be 0.625 sq. i n .  (4.03 cm2), and gains  could be adjus ted  
accordingly.  However, a n a l y s i s  shows t h a t  t h e  c r i t i c a l  f a c t o r  i n  
achieving s a t i s f a c t o r y  force  output  and t o l e r a b l e  mistrack compa- 
t i b i l i t y  is  t h e  servovalve flow gain t o  pressure  ga in  r a t i o .  Un- 
f o r t u n a t e l y ,  with t h e  p resen t  system, l i t t l e  can be done t o  a l t e r  
t h i s .  

However, c lose  examination of the  f a c t o r s  involved i n d i c a t e s  
t h a t  t h e r e  i s  a way t o  lower (or  r a i s e ,  f o r  t h a t  mat ter )  t h e  
e f f e c t i v e  pressure  gain of t h e  servovalve.  This can be done by 
feeding back a s i g n a l  from t h e  AP sensor  t o  t h e  servoampl i f ie r  
inpu t  (Figure B2) . 

AMP -DEMOD , 
KM 

AMP-DEMOD , LVDT 

KD KF 

Figure B 2 ,  Pressure  Feedback System 
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Examining the  valve c h a r a c t e r i s t i c s  f o r  t h e  s i n g l e  s t age  
servovalve c l o s e l y ,  it is  noted t h a t  t h e  present  valve has a 
maximum flow capaci ty  of 0.177 gpm (. 6 7  l i t e r  pe r  minute) , o r  
0.682 cubic  inches per  second (11.18 cm3/sec) . I f  t h e  minimum 
allowable ac tua to r  v e l o c i t y  is  2.0 in /sec  (5-08 cm/sec), then t h e  
p i s ton  a rea  w e  could use would be 0.341 square inches (2 .2  cm2) . 
Unfortunately,  t h i s  r equ i res  severe modif icat ions t o  t h e  a c t u a t o r  
body o r  p i s ton  rod and does no t  appreciably a f f e c t  fo rce  ga in ,  s o  
unless  t h e  EHV is  replaced,  l i t t l e  can be done t o  overcome t h e  
present  s t a t i c  f r i c t i o n  loads.  

Note t h a t  t h e  r e l a t i v e l y  low loop ga ins ,  combined with t h e  
low pressure  ga ins  i n  t h e  backup channels, produce low force  
gains  i n  those same modes (re: " s t i f f n e s s "  column 0, Figure 20) .  
I t  is those low fo rce  ga ins  which a r e  necessary f o r  t h e  opera- 
t i o n  of a system of t h i s  type t h a t  a r e  t h e  source of most of t h e  
t roub le  ! 

Because of component n o n - l i n e a r i t i e s  and to le rances ,  no two 
servo cy l inder  channels a r e  ident ical--and some provis ion  must 
be made t o  allow t h e  redundant a c t u a t o r  t o  " l i v e  with" those non- 
i d e n t i t i e s .  I n  t h i s  secondary a c t u a t o r  design,  it i s  t h e  low- 
pressure  gain of t h e  servovalve (and t h e  r e s u l t i n g  low-channel 
s t i f f n e s s )  t h a t  allows t h i s .  When a l l  t h r e e  channel servocyl in-  
de r s  a r e  r i g i d l y  connected ( o r  "force-summed") t h e  output  posi-  
t i o n  of a l l  a r e  forced t o  be i d e n t i c a l .  I f  any one channel 
should d isagree  with t h e  o t h e r s ,  t h e  r e s u l t i n g  e r r o r  w i l l  cause 
t h a t  channel t o  produce a fo rce ,  and i f  t h e r e  a r e  no loads on 
the  a c t u a t o r ,  t h a t  force  w i l l  cause t h e  o t h e r  channels t o  reposi-  
t i o n  themselves u n t i l  they produce an equal  and oppos i te  counter- 
a c t i n g  force.  

When t h e  sum of a l l  t h e  a c t u a t o r  channel fo rces  i s  zero,  
the  a c t u a t o r  i s  i n  balance,  and any channel e r r o r s ,  o r  "mis- 
t r acks"  w i l l  appear a s  d i f f e r e n t i a l  pressures  i n  each channel. 
Also, t h e  d i f f e r e n t i a l  pressure  w i l l  be d i r e c t l y  propor t ional  t o  
the  d i f fe rence  between t h e  channel ' s  p o s i t i o n  and t h e  average of 
a l l  channel pos i t ions .  The amount of mistrack t h a t  can be t o l -  
e r a t e d  i n  any channel, then,  i s  inver se ly  propor t ional  t o  t h e  
a c t u a t o r  fo rce  gain.  

The b a s i c  concept assumes t h a t  t h e r e  i s  no load on t h e  
ac tua to r ;  even i f  t h e r e  w e r e  no load e x t e r n a l  t o  t h e  a c t u a t o r  
(which usual ly  is  no t  s o ) ,  t h e r e  would s t i l l  be some i n t e r n a l  
load caused by s e a l  f r i c t i o n ,  etc. Unfortunately,  t h i s  is some- 
t i m e s  ignored by assuming t h a t  t h e  output  force  of t h e  a c t u a t o r  
is  s o  high t h a t  any f r i c t i o n  o r  o t h e r  loads a r e  i r r e l e v a n t ,  W e  
have here  a case i n  which t h i s  is  d e f i n i t e l y  no t  t r u e .  
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ANALYSIS OF SECONDARY ACTUATOR 
GAIN INCREASE BY CHANGING SERVO VALVES 

From t h e  foregoing d iscuss ions  of Appendix B, it is  apparent  
t h a t  any changes t o  t h e  p resen t  secondary a c t u a t o r  cy l inder  w i l l  
a l s o  r equ i re  replacement of t h e  EHVs. Since such an extens ive  
a l t e r a t i o n  would be economically imprac t i ca l  --- a b e t t e r  
approach would be a system modif icat ion which would only r e q u i r e  
replacement of t h e  EHVs. Acceptable c h a r a c t e r i s t i c s  f o r  
improved valves used i n  the  p r e s e n t  secondary a c t u a t o r  loops can 
be determined using a c t u a t o r  h y s t e r e s i s  a s  a b a s i c  design 
requirement. 

I n  o rde r  t o  meet t h e  system performance requirements,  t h e  
h y s t e r e s i s  l i m i t s  of t h e  a c t u a t o r  must be such t h a t  when oper- 
a t i n g  with a s i n g l e  secondary a c t u a t o r  channel n o t  over 0 ,lo 
h y s t e r e s i s  (peak-to-peak) is  evident  with a 200-lb (90.9 KG) 
s ta t ic  f r i c t i o n  load. This  means t h a t  our single-channel s t i f f -  
ness  must be a t  l e a s t  400 lb/0 .lo (181.8 K G / O . ~ O )  , o r  4000 lb /  
degree (1818 KG/O) (compare t h i s  t o  t h e  p resen t  numbers i n  column 
0, f i g u r e  2 0 ) -  I n  t h e  case of t h e  r o l l  a x i s ,  t h i s  i s  equ iva len t  
t o  121 600 lb / in .  (21761 KG/cm), and f o r  t h e  p i t c h  a x i s  it i s  
66 600 lb / in .  (11,918 KG/cm) (compare these  t o  t h e  numbers i n  
column K, f i g u r e  20) .  

Concentrating on t h e  r o l l  a x i s  (because it is t h e  worst  
c a s e ) ,  a simple design can be accomplished a s  follows: 

1) With a 0.189 sq i n .  ( 1 . 2 2  cm2) p i s ton ,  and mini- 
mum v e l o c i t y  l i m i t  of 2 in . / sec  (5-08 cm/sec), t h e  
servovalve should have a peak flow capaci ty  o f :  

2 x 0.189 = 0.378 cu in . /sec,  o r  0.098 gpm (.371 
l i t e r / m i n )  

2) I f  t h e  p resen t  servoampl i f ie rs  a r e  t o  be used (not  
n e c e s s a r i l y  d e s i r a b l e ) ,  maximum flow should occur a t  
16 ma, o r  Kg should=0.0236 cu in./sec/ma. (.387 cc/ 
sec/ma) 

3) Because high force  ga ins  a r e  analogous t o  high loop 
ga ins ,  a loop ga in  of 100 rad  would n o t  be o u t  of 
o rde r  f o r  t h i s  system. Accordingly, i f  Kf, kd, and K s  
were kept  "as  i s : "  

kf x kd x ks  x ka x kg x k v  = l o 0  
o r :  5.0 x 1 .3  x 1.305 x ka x 0.0236 x 5,27 = 100 
so k a =  94.8 ma/V 



Appendix C 

4 )  The "dry loop" gain ( e l e c t r i c a l  gain only-no EHV o r  
cy l inder  f a c t o r s  included) i s  : 

5) So f o r  t h e  output  s t i f f n e s s  t o  be 121 600 lb / in .  
(21761 KG/cm) t h e  pressure  gain with a  0.189 sq i n .  
(1.22 cm2) p i s ton  must be: 

But t h i s  is only t he  t h e o r e t i c a l  pressure  ga in ,  and 
h y s t e r e s i s  of a two-stage servovalve must be included 
i f  r e a l i s t i c  numbers a r e  t o  be obtained. 

6) I f  a f i gu re  of 5 percent  i s  used f o r  servovalve 
hys t e r e s i s  ( the  second s t age  may have added f r i c t i o n  
due t o  monitoring devices ,  e t c . ) ,  t h i s  would amount 
t o  0.8 ma on a  16 ma valve,  and t h e  r e s u l t i n g  
hys t e r e s i s  would be: 

0'8 / 800.1 = 0.001 inch (.0254 mm) 

which i n  the  r o l l  a x i s  would be: 

0.001 x 30.4 = 0.0304O, say 0.03 

7) I f  0. lo is the  maximum allowed, and i f  t he  valve 
uses 0.03O, then servo loop s t i f f n e s s  can be a l l o -  
ca ted  only: 

0.1 - 0.03 = 0.07O, 0.07 / 30.4 = 0.0023 i n .  (.0584 mm) 

8) And a t  t h i s  de f l e c t i on ,  t h e  output  force  must be a t  
l e a s t  t he  equivalent  of 400 l b  (181.8 KG) (because 
hys t e r e s i s  i s  defined t o  be peak-to-peak) o r :  

which, with a 0.189 sq  i n .  (1.22 cm2)  p i s ton  is: 

9) So with a  dry-loop gain  of 800.1, t h i s  g ives  a  
minimum pressure  ga in  (kp) o f :  
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10)  and, f o r  re ference ,  t h e  s t i f f n e s s  (column 0 of Figure 
20) would be: 

11) And t h e  su r face  dry loop ga in  (column P) would be: 

The r e s u l t i n g  kp may seem unreasonable i n  view of t h e  f a c t  
t h a t  t h e  p resen t  primary channel servovalve has a kp of 2000 
psi/ma (140.9 KG/cmz/ma) , b u t  no t i ce  t h a t  t h e  flow gain  f o r  t h a t  
same valve i s  0.24 cu in,/sec/ma--or 10 t i m e s  t h e  flow ga in  of 
t h e  hypo the t i ca l  valve! A s  s t a t e d  e a r l i e r ,  it i s  t h e  r a t i o  of  
flow gain  t o  pressure  gain t h a t  governs s t i f f n e s s ,  and i n  t h i s  
regard,  t h e  p resen t  primary servovalve has a Kp of only one- 
e igh th  t h e  amount ind ica ted ,  o r  250 psi/mal (17.6 ~G/cm~/rna) 
Therefore,  t h e  p resen t  primary servovalve cannot be used t o  
achieve t h e  des i red  h y s t e r e s i s  c h a r a c t e r i s t i c .  Figure C 1  i l l u s -  
trates t h e  d i f fe rence ,  

PEAK-TO-PEAK HYSTERESIS (DEGREES) 

FRICTION 

Figure C1.  Actuator S t a t i c  F r i c t i o n  vs ,  Peak-to-Peak 
Hysteres is  Optimized Valve and Present  
Actuator NASA F-8C Rol l  Axis 
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Measured h y s t e r e s i s  po in t s  a r e  ind ica ted  a s  w e l l  a s  t h e  
" c r i t i c a l  design po in t , "  i . e . ,  200 l b  (90.9 KG) of s t a t i c  f r i c -  
t i o n  and O . 1 °  h y s t e r e s i s .  Note t h e  e f f e c t  of valve h y s t e r e s i s  
i n  the  system and why t h e  a c t u a l  valve pressure  ga in  must be 
s i g n i f i c a n t l y  higher  i n  order  t o  m e e t  t h e  performance requirements. 

These rev i sed  a i l e r o n  a x i s  secondary a c t u a t o r  loop ga ins  
a r e  included i n  Figure C2 which permits  comparison with t h e  
gains  previously included i n  Figure 20. 
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F E A S I B I L I T Y  O F  S I M U L A T I N G  

T H E  S H U T T L E  A C T U A T I O N  S Y S T E M  

During t h e  e a r l y  months of t h i s  study e f f o r t ,  t h e  F-8C 
program emphasis s h i f t e d  toward providing support t o  t h e  Space 
Shu t t l e  FCS development. Accordingly, Honeywell included this 
f a c t o r  i n  t h e  process of evaluat ing poss ib le  actuator arrange- 
ments, 

SHUTTLE ACTUATION DEFINITION 

The cur ren t  Space Shu t t l e  elevon ac tuat ion  system i s  
schematically portrayed i n  Figure D l .  

Channel EHV'S with 

. . 

determination 

Figure D l .  Space Shu t t l e  Elevofi &ku&tion 
System Schematic 
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Note t h a t  t h i s  system uses a force-summed secondary ac tua to r  
s im i l a r  t o  t he  backup channels of t he  F-8C secondary ac tua to r ,  
except t h a t  within t h e  secondary ac tua to r ,  mechanical feedback 
is employed t o  c lose  t h a t  in tegra t ion  loop. Output pos i t ion  of 
t h a t  loop represents  ve loc i ty  of the  surface  ac tua to r ,  and posi- 
t i o n  of t he  surface  ac tua to r  i s  fed back e l e c t r i c a l l y  v i a  four  
LVDTs t o  t he  servo ampl i f iers  a s  shown. Fa i lu re  de tec t ion  capa- 
b i l i t y  is provided by a d i f f e r e n t i a l  pressure t ransducer  i n  each 
channel f o r  t he  secondary ac tua to r  ( a s  i n  t h e  F-8C research 
vehic le)  and pressure gradients  f o r  t he  summing l o g i c  a r e  pro- 
vided by e lec t rohydraul ic  servovalves (EHVS) with severely re- 
duced pressure gain.  

ALTERNATIVES CONSIDERED FOR SHUTTLE ACTUATOR SIMULATION 

The following four concepts were considered a s  poss ib le  
a l t e r n a t i v e s  f o r  modification of t he  F-8C research vehic le  t o  
simulate t h e  Space Shu t t l e  ac tuat ion  system: 

1) Design and bu i l d  new ac tua to rs  f o r  a l l  t h r ee  axes 
using t h e  Shu t t l e  concept exact ly .  

2) Design md bui ld  "secondary actuator/servovalve 
packages" which would replace t h e  servovalves and 
inpu t  l inkages on the present  ac tuators .  

3 )  Design and bu i l d  secondary ac tua to rs  t o  mount on 
t h e  present  ac tua to r  assemblies, bu t  optimized 
t o  d r ive  t he  p resen t  servovalves through modified 
l inkages.  

4 ) .  "Modify the  e x i s t i n g  secondary ac tua to rs  t o  opera te  
,-in t he  Shu t t l e  d r i v e r  mode and mount them t o  
operate  through rnodif i e d  l inkages.  

MODIFICATION OF E X I S T I N G  SECONDARY 
ACTUATOR TO SIMULATE SHUTTLE 

Of t h e  four  poss ib le  so lu t ions  indica ted  above, t h e  Last i s  
considered the  most economically f ea s ib l e .  I n  addi t ion ,  it 
appears t o  be t echn ica l ly  f e a s i b l e  s ince  the  F-8C s e c a d a r y  actu- 
a t o r  is s imi l a r  t o  t h e  proposed Shut t l e  concept, except f o r  t h e  
following : 
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o Four channels i n  t h e  S h u t t l e  i n s t e a d  of t h r e e  
i n  t h e  F-8C 

o Output p o s i t i o n  rep resen t s  c o n t r o l  su r face  
v e l o c i t y  i n s t e a d  of con t ro l  su r face  p o s i t i o n  

o Mechanical ( spr ing)  feedback on t h e  S h u t t l e  
secondary ac tua to r  p o s i t i o n  i n s t e a d  of electrical 

o TWO-stage EHVs with higher  pressure  ga in  com- 
pared t o  t h e  s ingle-s tage  u n i t s  on t h e  F-8C. 

I n  order  t o  convert  t h e  p resen t  ac tua t ion  system t o  a c l o s e  
approximation of t h e  S h u t t l e  system, s o l u t i o n s  would have t o  be 
found t o  compensate f o r  a l l  these  d i f f e r e n c e s ,  The four  neces- 
sa ry  modif icat ions are: 

1) Operate t h e  p resen t  F-8C secondary ac tua to r s  i n  
a pseudo four-channel arrangement by using t h e  
p resen t  d i g i t a l  channel a s  a backup f o r  t h e  o the r  
t h r e e  channels,  o r  by using an e l e c t r o n i c  model 

. . f o r  t h e  four th  channel. 

2 )  Convert t h e  p resen t  secondary a c t u a t o r  t o  opera te  
i n  a mode wherein its output  r ep resen t s  ve loc i ty .  
This is a formidable t a s k .  The e x i s t i n g  F-8C 
a i l e r o n  ac tua t ion  system i s  depic ted  i n  Figure D 2 .  

Figure D 2 .  F-8C Aileron ~ c t u a t i o n  Schematic 
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Note t h a t  t h e  su r face  ac tua to r  uses "moving body 
feedback" and r a i s i n g  t h e  a i l e r o n  requ i res  extend- 
ing  t h e  primary ac tua to r  and r e t r a c t i n g  t h e  
secondary ac tua to r .  To pu t  t h e  secondary ac tua to r  
i n  t h e  ve loc i ty  mode would r equ i r e  some means of 
"erasing1' pos i t i on  from i ts  output .  One way t h a t  
t h i s  can be done is shown i n  Figure D3. 

'VALVE DRIVE h LEVER 
SUMMING 

LEVER 
-Q-- SECONDARY ACTUATOR 

Figure D3. Shu t t l e  Veloci ty  Type Secondary 
Actuator Schematic 

I n  t h i s  arrangement, primary ac tua to r  pos i t i on  i s  
"erased" from t h e  inpu t  s i g n a l  coming from t h e  
secondary ac tua to r  by opera t ing  a pos i t ion-revers ing  
l eve r  with t h e  primary ac tua to r  and then summing 
it with t h e  ac tua to r  inpu t  (which js ac tua to r  
pos i t i on  p lus  valve p o s i t i o n ) .  The n e t  r e s u l t  is 
t h a t  t h e  mechanical s i g n a l  a t  t h e  secondary ac tua to r  
is valve pos i t i on  only,  o r  ac tua to r  ve loc i ty .  
Because t h e  requi red  motion is  r e l a t i v e l y  small, 
t h e  s t roke  of t h e  secondary ac tua to r  should be 
reduced, and i ts pos i t i ona l  loop ga in  increased.  
A quadruple LVDT then needs t o  be added t o  c l o se  
t h e  primary ac tua to r  loop. 
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3)  Provide proper shaping of t h e  e l e c t r i c a l  feed- 
back s i g n a l s  from t h e  F-8C secondary a c t u a t o r  
t o  c l o s e l y  approximate t h e  e f f e c t  of t h e  mechani- 
c a l  feedback i n  t h e  S h u t t l e  secondary ac tua to r .  

4 )  Replace t h e  p resen t  s i n g l e  s t age  E H V ' s  on t h e  
F-8C secondary a c t u a t o r s  wi th  improved (very 
l i k e l y  two-stage) EHVs t o  provide more acceptable  
performance. High-pressure ga in  valves may be 
chosen on t h e  b a s i s  of S h u t t l e  compatible char- 
a c t e r i s t i c s  and pressure  feedback added t o  ob ta in  
t h e  pressure  ga in  des i red .  

An a l t e r n a t i v e  t o  ( 4 )  might be t o  use t h e  p resen t  
backup system EHVs and modify t h e  e x i s t i n g  a c t u a t o r  
cy l inder s  ( inc rease  a rea )  t o  achieve t h e  necessary 
force /s t roke  requirements f o r  d r i v i n g  t h e  power 
cy l inder  servovalves.  

To adapt  t h e  F-8C secondary a c t u a t o r s  t o  t h e  S h u t t l e  mis- 
t r ack  summing requirements o t h e r  changes a r e  necessary f o r  t h e  
two a l t e r n a t i v e s  i n  paragraph 4 )  above. These a r e  descr ibed i n  
d e t a i l  i n  t h e  following subsect ions.  

U s e  of High-Pressure Gain Valves and Pressure  Feedback 

The block diagram of Figure D 4  i l l u s t r a t e s  t h i s  so lu t ion .  

F igure  D 4 .  High-Pressure Gain Valves 
and Pressure  Feedback 



I n  def in ing  t h e  pressure  ga in  cha - rac te r i s t i c s  necessary 
t o  make t h i s  conf igura t ion  funct ion  proper ly ,  it w a s  assumed t h a t  
(A) t h e  maximum amount of "mistrack c o m p a t i b i l i t y 1 ' (  from t h e  
average command) needed i s  1.5 percent  of the  t o t a l  output  po- 
s i t i o n ,  and (B) t h e  combined e f f e c t  of valve h y s t e r e s i s  and actu- 
a t o r  f r i c t i o n  could no t  exceed 0 . l o 0  (0.16%) peak-to-peak, o r  
0 . 0 8 ~  "slope".  This  amounts t o  an output  pressure r a t i o  require-  
ment of 18.75 :1 ( t h e  mistrack pressure  l i m i t  must be a t  l e a s t  
18.75 t i m e s  t h e  pressure  equiva lent  of valve h y s t e r e s i s  and actu- 
a t o r  f r i c t i o n ) .  With t h e  p resen t  0  -189 sq i n .  (1.22 cm2) ac tua to r  
working i n t o  t h e  equiva lent  of 180 l b  (81.8 K G ) ,  t h e  pressure  
requi red  i s  476.2 p s i  (33.5 K G / C ~ ~ )  ( f o r  two channels) s o  mistrack 
pressure  c a p a b i l i t i e s  wo I d  need t o  be 18.75 times t h a t  amount, Y o r  8928 p s i  (629.2 KG/cm ) . 

Modification of t h e  F-8C Secondary Actuator Cylinder 
Area t o  Simulate t h e  S h u t t l e  Actuator 

The suggested modif icat ions a r e  ind ica ted  i n  Figure D5. 

Present cylinders, valves, etc. 2 

New seal "cartridges" a 
' New piston rods 

Figure D5. Modified Secondary Actuator cy l inder  
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By modifying t h e  p r e s e n t  c y l i n d e r  t o  achieve g r e a t e r  p i s t o n  
a rea ,  and adding t r ansduce r s  Lo t h e  ou tpu t  of t h e  s u r f a c e  actua- 
t o r s  f o r  c l o s i n g  t h e  loops a s  i n  t h e  f i r s t  s o l u t i o n ,  a  reasonable  
s o l u t i o n  was found, Using two channels t o  handle t h e  equ iva len t  
of 160-lb (72.7 KG) f r i c t i o n  load  ( f r i c t i o n  w i l l  be reduced by re- 
ducing t h e  p i s t o n  rod d iame te r ) ,  t h e  h y s t e r e s i s  e q u i v a l e n t  p re s su re  
could be marke l y  reduced. By s e t t i n g  t h e  mistrack l i m i t  a t  2400 9 p s i  (169 KG/cm ) ,  equ iva len t  h y s t e r e s i s  p re s su re  must n o t  exceed 
1/18.75 of t h a t  va lue ,  o r  128 p s i  (9 . O 1  K G / c ~ ~ )  and two channels 
could handle t h a t  wi th  0.625 sq.  i n .  (4.03 cm2) each.  The p r e s e n t  
secondary a c t u a t  rs have a  c y l i n d e r  bore  of 1.386 inches  (1.5087 4 sq i n . )  (9.73 c m  ) ,  s o  t h e  rod s i z e  must be reduced t o  0.8837 sq .  
i n ,  (.570 c m 2 ) ,  o r  1.0607 diameter.  

Fu r the r  cons ide ra t ions  j u s t i f i e d  t h i s  approach; t h e  p r e s e n t  
s ing le-s tage  EHVs a r e  l i m i t e d  t o  a  maximum flow of 0.58 CIS (9.5 
cc/sec), which r e s u l t s  i n  a  maximum v e l o c i t y  of t h e  0,625 sq  i n .  
(4,03 c m 2 )  c y l i n d e r  of 0.928 in . / s .  (2.36 c m ) .  I n  t h e  v e l o c i t y  
loop, a 0.01 sec. t i m e  from n e u t r a l  t o  maximum v e l o c i t y  would be 
d e s i r a b l e ,  and t h i s  would be a  maximum s t r o k e  of 20.0928 i n .  (2.36 
mm) The e n t i r e  a c t u a t o r  diagram would appear a s  shown i n  F igure  D6. 

Velocity loop gain = 200 radians 
1.3 V/V 86.2 V/in (39.2VICM) 

.. . . - .  
values shown are tor pitch 

(stabilator) actuator 

( Adjust to trip C 2400 psi (169 K G / C M ~ )  

Control 
surface 

Figure  D6, Block Diagram of Secondary Actuator  Loop 
Using Modified Cyl inders  
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It  can be seen t h a t  a l l  ga ins  and vol tages  are probably 
wi th in  range of t h e  p resen t  equipment; new LVDTs must be s e l e c t e d  
t o  provide t h e  same peak vol tages  a s  t h e  previous u n i t s ,  

Severa l  problems may be encountered when at tempting t o  
demonstrate opera t ion  of t h e  S h u t t l e  ac tua t ion  system using 
e x i s t i n g  hardware: 

1) Valve d r i v e  l inkages  must be adapted t o  provide t h e  
proper r a t i o s  with t h e  e x i s t i n g  power servovalves.  
These valves have been designed f o r  manual opera t ion  
wi th  s t r u c t u r a l  compensation of t h e  dynamic Joad feed- 
back. Some d i f f i c u l t y  may be experienced i n  mechanizing 
t h e  e l e c t r i c a l  feedback of t h e  dual  channels.  

2) Valve d r i v e  mechanization w i l l  prove d i f f i c u l t ,  par- 
t i c u l a r l y  i n  t h e  a i l e r o n  i n s t a l l a t i o n s .  Limi ta t ions  
of t h e  " f l o a t i n g  bodyu system may excess ive ly  comp- 
l i c a t e  t h e  design. 

3)  A " f a i l u r e  i n d i c a t i o n "  pressure  l e v e l  of 2400 p s i  
(169 KG/cm2) has been assumed; t h e r e  a r e  s e v e r a l  
f a c t o r s  which make t h i s  assumption precarious:  

a )  The backup system EHV has a r a t e d  pressure  ga in  
of 120 psi/ma (8.45 KG/cm2/ma); it a l s o  has a 
r a t e d  c u r r e n t  of 16 ma .  Examination of t h e  prob- 
a b l e  c h a r a c t e r i s t i c s  of a valve of t h i s  typd 
(Figure D7) w i l l  show t h e  l i m i t a t i o n s .  

Note t h a t  t h e  r a t i n g s  a r e  f o r  t h e  usual  l i n e a r  
range of opera t ion;  t h e  valve i s  a c t u a l l y  capable 
of opera t ion  beyond t h a t  range, but  precaut ions  
must be appl ied.  I n  t h i s  case ,  2400 p s i  f a i l u r e  
i n d i c a t i o n s  would mean 80 percent  "recovery" of 
t h e  3000 p s i  ( 2 1 1 . 4  KG/cm2) system, and t h i s  l eaves  
l i t t l e  margin f o r  system pressure  l o s s .  

b )  I t  i s  doubtful  t h a t  t h e  p resen t  hydraul ic  power 
supp l i e s  can maintain 3000 p s i  (211.4 KG/cm2) 
without modif icat ion,  p a r t i c u l a r l y  i n  t h e  oper- 
a t i n g  mode of t h i s  concept. It must be kep t  i n  
mind t h a t  secondary a c t u a t o r  displacements are 
p ropor t iona l  t o  su r face  a c t u a t o r  v e l o c i t y ,  and 
hydraul ic  supply pressure  drop is p ropor t iona l  
t o  su r face  a c t u a t o r  v e l o c i t y ,  s o  monitoring 
l i m i t a t i o n s  occur j u s t  when f a i l u r e  d e t e c t i o n  is 
needed most. 
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FLOW 

TORQUE MOTOR 

Figure  D7. I n t e g r a t e d  Sur face  Actuator  
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c) A lower " f a i l u r e  ind ica t ion"  pressure can he lp  
t h e  s i t u a t i o n ,  b u t  t h e r e  a r e  l i m i t s  t o  t h i s  
approach; f o r  example: 

I f  1200 p s i  (84.5 K G / c ~ ~ )  is s e l e c t e d  
f o r  t h e  f a i l u r e  power, then maximum gross  
f r i c t i o n  pressure  a v a i l a b l e  is  1200/18.75, 
o r  64 p s i  (4.5 K G / c ~ ~ )  . This means t h a t  
1.25 sq i n .  (8.06 c m 2 )  a r e  needed t o  handle 
t h e  80 l b  (36.4 KG) p e r  channel s o  a p i s t o n  
rod of only 0.574 i n .  (1.46 c m )  d i a  i s  a l l  
t h a t  is  poss ib le .  I f  a minimum output  rod 
of 0.625 i n .  (1.59 cm) d$a is requi red  
(0.3067 sq  i n . )  (1.98 cm ) , n e t  cy l inder  
ar a would need t o  be 1.5567 sq i n .  (10.0 5 c m  ) ,  o r  1.4082 i n .  (3.58 cm) d i a ;  t h i s  
would mean removing 0.011 i n .  (.28 mm) on 
a s i d e  ( r a d i a l )  from t h e  cy l inder  w a l l  -- 
another  c o s t l y  opera t ion .  

d) The s ingle-s tage ,  je t -pipe EHV causes another  
problem: I f  a " s o f t "  f a i l u r e  should occur,  i.e., 
open torque motor o r  servoampl i f ie r ,  t h e  remaining 
channels cannot c r e a t e  adequate flow i n  t h e  jet- 
pipe rece ive r  ho les  t o  develop s u f f i c i e n t  pressure  
f o r  f a i l u r e  ind ica t ion .  The only s o l u t i o n  is t o  
mechanically b i a s  t h e  je t -pipe t o  a hard-over 
(max-pressure) pos i t ion ,  and allow t h e  servo loop 
t o  d r i v e  it t o  c e n t e r ,  bu t  t h i s  r e s u l t s  i n  an 
undetectable  f a i l u r e  when t h e  je t -p ipe  i t s e l f  
f a i l s .  

While it has been shown t h a t  s imulat ion of t h e  S h u t t l e  actu- 
a t i o n  system i s  poss ib le  wi th  t h e  p resen t  F-8C equipment, it is 
doubt fu l  t h a t  a meaningful s imulat ion would r e s u l t .  From t h e  
s tandpoint  of ac tua t ion  system design,  t h i s  ob jec t ive  i s  not  con- 
s ide red  p r a c t i c a l .  

Simulation of S h u t t l e  Surface Actuators 

The preceding conf igura t ions  have considered various ways t o  
modify t h e  e x i s t i n g  F-8C secondary ac tua to r s .  Improved veh ic le  
c o n t r o l  may a l s o  be accomplished by replacement o r  modif icat ion 
of t h e  e x i s t i n g  su r face  ac tua to r s .  

Figure D8 p resen t s  an arrangement f o r  converting t h e  e x i s t i n g  
su r face  a c t u a t o r s  t o  an i n t e g r a t e d  ac tua to r  design. The e x i s t i n g  
a c t u a t o r  would be modified wi th  an adapter  manifold mounting new 
three-pos i t ion  engage va lves ,  p i l o t  va lves ,  and e lec t rohydrau l i c  
c o n t r o l  valves.  



CONVERT EX1 STING SURFACE ACTUATORS 
TO ACTIVEION-LI NEISTANDBY I MEGRATED 

TRI PLE FAIL  OP OR DUAL FAIL  OP WIBACKUP 

Appendix B 

CHANNEL COMMAND SIGNALS 

ADVANTAGES 
PROVl DE DUAL FAIL  OP WITH 3 CHANNELS 
FOUR CHANNEL CAN BE BACKUP 
l NCREASED DYNAMIC PERFORMANCE OF 

SURFACE ACTUATOR 
M I N I M U M  WEIGHT 
LOWEST PARTS COUNT 
M I N I M U M  HYSTERESIS 

D l  SADVANTAGES 
SOME FAILURE MODES REQUIRE TIME- 

CRITICAL SWITCHING 

FigureD8.  In tegra ted  Surface Actuator 
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This  arrangement could be operated e i t h e r  i n  a t r i p l e - f a i l -  
ope ra t ive  o r  dual - fa i l -opera t ive  mode with backup. I n  t h e  f i r s t  
case,  it would be compatible with a quadruple redundant d i g i t a l  
computation conf igura t ion  and t h e  second app l i ca t ion  would be 
c o n s i s t e n t  with a three-channel primary c o n t r o l  system having a 
single-channel backup. 

This conf igura t ion  o f f e r s  t h e  s i g n i f i c a n t  advantages in -  
he ren t  i n  t h e  i n t e g r a t e d  approach of reduced weight (secondary 
a c t u a t o r s  a r e  e l imina ted) ,  fewer p a r t s ,  higher  r e l i a b i l i t y ,  and, 
i n  add i t ion ,  an increased dynamic performance c a p a b i l i t y ,  Its 
primary disadvantage i s  t h e  t i m e - c r i t i c a l  switching requi red  i n  
some f a i l u r e  modes. 

Another proposed su r face  a c t u a t o r  conf igura t ion  based upon 
modif icat ion of t h e  e x i s t i n g  F-8C s u r f a c e  a c t u a t o r  i s  shown i n  
Figure D9. This conf igura t ion  i s  intended t o  c l o s e l y  approximate 
t h e  mechanical design of  t h e  Space S h u t t l e  su r face  a c t u a t o r .  It 
requ i res  f a b r i c a t i o n  of a manifold, spool  and d r i v e r  ac tua to r  
assembly t h a t  can be mounted d i r e c t l y  t o  t h e  su r face  a c t u a t o r .  
It provides a four-channel, low-force-gain i n t e g r a l  d r i v e r  f o r  
dual  f a i l  ope ra t ive  use. 

This arrangement would provide i n s i g h t  i n t o  S h u t t l e  a c t u a t o r  
performance and monitoring techniques,  F a i l u r e  switching i s  non- 
t i m e  cri t ical .  Quadruple channel computation i s  requi red  f o r  
compatible s i g n a l  and monitoring. The d r i v e r  a c t u a t o r  h y s t e r e s i s  
is a very c r i t i c a l  parameter. Obviously, t h e  modif icat ion i t s e l f  
is complex and provis ion  of a backup would be very complicated. 

The est imated c o s t  and complexity of t h e s e  modified su r face  
a c t u a t o r  conf igura t ions  i s  s u f f i c i e n t l y  g r e a t e r  than  t h a t  f o r  
modif icat ion of t h e  secondary a c t u a t o r s  such t h a t  they  have n o t  
been considered i n  any of t h e  candidate  conf igura t ions ,  

Engage Valve Al te rna tes  

The l a r g e s t  consumers of e l e c t r i c a l  power i n  t h e  a c t u a t i o n  
system a r e  t h e  solenoid valves i n  t h e  a c t u a t o r  engage system. 
These so lenoid  va lves  r e q u i r e  approximately one ampere p e r  valve 
t o  maintain engagement, The b a s i c  engage valve system (and t h e  
a s soc ia ted  servoactua tor  components) f o r  channels 3 and 4 of  
t h e  p resen t  secondary a c t u a t o r  a r e  arranged a s  shown i n  Figure  D10. 
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CHANNEL COMMAND SIGNALS 

CONVERT EX1 ST1 NG SURFACE ACTUATORS 
TO SHUTTLE I NTEGRATED SYSTEM 

ADVANTAGES 
PROVIDES DUAL FAIL OP 
l NCREASES DYNAMIC PERFORMANCE 

OF SURFACE ACTUATOR 
DUPLI CATES SHUTTLE SYSTEM 
FAILURE SWITCHING NON-TIME CRITICAL 

D l  SADVANTAGES 
DRIVER HYSTERESIS CRITICAL 
FOUR CHANNELS REQUI RED 
BACK UP ADDITION COMPLEX 

Figure D9. Simulated Shuttle Surface Actuator 
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Figure D10. Engage Valve and Solenoid 
Valve System Servoactuator  

I n  t h i s  arrangement, a spool-type valve with a r e t u r n  sp r ing  
i s  used t o  bypass t h e  servocyl inder  when i n  t h e  "disengaged" posi-  
t i o n .  When t h e  solenoid i n  t h e  solenoid valve moves t h e  valve 
b a l l  t o  t h e  r i g h t  it admits f l u i d  from t h e  pressure  l i n e  i n t o  t h e  
r i g h t  end of t h e  engage valve and fo rces  t h e  spool t o  t h e  l e f t .  
This causes t h e  EHV*to be connected t o  t h e  servocyl inder  and oper- 
a t i o n  of t h e  a c t u a t o r  can begin.  

I n  t h i s  case ,  t h e  c u l p r i t  is  t h e  solenoid valve; f o r  t h e  
only flow passing through t h e  solenoid valve i s  t h e  p i l o t  pres- 
sure  needed t o  move t h e  spool  i n  t h e  engage valve.  The flow- 
handling capaci ty  of t h e  solenoid valve can e a s i l y  be determined 
by t h e  valve spool  diameter and s t r o k e  and t h e  switching period 
necessary f o r  acceptable  engage/disengage t r a n s i e n t s .  

With only t h i s  p i l o t  valve flow needed by t h e  solenoid,  a 
more e f f i c i e n t  solenoid valve can be used. This  device i s  an 
adaptat ion of t h e  EHV torque motor and nozzle-flapper system 
(Figure D 1 1 ) .  



Appendix D 

Flow- 

:;;:: \ @ a 

Flapper 

Figure D 1 1 .  Nozzle-Flapper Engage Valve System Schematic 

With no c u r r e n t  i n  t h e  torque motor, flow from t h e  pressure  
l i n e  is  l imi ted  only by t h e  o r i f i c e .  When t h e  torque motor i s  
energized, it p u l l s  t h e  f l a p p e r  f i rmly  a g a i n s t  t h e  nozzle,  and 
a l l  flow is  d i r e c t e d  i n t o  t h e  spco l  valve chamber, where, a s  
pressure  b u i l d s  up, it moves t h e  spool  t o  t h e  l e f t .  I n  t h e  
engaged mode, t h e r e  is  no flow through t h e  o r i f i c e ,  b u t  t h e r e  i s  
a  small  leakage flow (about 0.3 c i s  on 4.92 cc/sec) through t h e  
o r i f i c e  during t h e  disengaged mode. 

I f  t h i s  system i s  appl icable ,  engage valve c u r r e n t  can be 
reduced t o  l e s s  than 10 ma (from t h e  p resen t  1-2 amperes) p e r  
channel. F e a s i b i l i t y  is  determined by engage spool  s i z i n g ,  and, 
depending upon r e l a t i v e  c o s t s ,  engage valve spool  redesign can 
reduce those requirements s u b s t a n t i a l l y .  I n  t h e  conf igura t ion  
shown i n  Figures  Dl0 and D 1 1 ,  which a r e  i d e n t i c a l  t o  those shown 
i n  the  Hydraulic Research, Inc.  schematic, an excessive amount 
of p i l o t  flow i s  needed because of t h e  spool  arrangement. Note 
i n  these  f i g u r e s  t h e  c e n t r a l  land; the  f a c t  t h a t  it must t r a n s f e r  
flow from t h e  blocked EHV p o r t  t o  a  cy l inder  l i n e  involves two 
switching lands on oppos i te  s i d e s  of a  spool  member ,  and valve 
s t roke  must be a t  l e a s t  two p o r t  diameters.  On t h e  o t h e r  hand, 
Figure 012 requ i res  s h o r t e r  s t rokes :  

Note t h a t  t h e  cen te r  land no longer  needs t o  move completely 
across  t h e  r i g h t  cy l inder  p o r t ,  bu t  merely uncover it; t h e  same 
is t r u e  with a l l  o t h e r  valving ac t ions ;  s o  spool  t r a v e l ,  and 
solenoid valve flow, i s  reduced. 

R EHV EHV' 

Pilot 
valve 

CYL CYL 

Figure D 1 2 .  Engage Valve Configurat ion f o r  Minimum P i l o t  Flow 
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APPENDIX E 

CALCULATION OF RELIABILITY VARIATION WITH 
SELF TEST EFFECTIVITY 

The following four  conf igura t ions  w e r e  considered i n  t h i s  
ana lys i s  : 

1. Quadruple-channel d i g i t a l  system without backup. 

2. T r ip l e -d ig i t a l  channel system with a dual  analog 
backup. 

3. Dual-digi tal  channel system with a t r ip le-channel  
analog backup. 

4. Dual-digi tal  channel system with a dual-channel 
analog backup. 

S t a t e  diagrams w e r e  cons t ruc ted  f o r  each of these  configura- 
t i o n s  and t h e  p robab i l i t y  of t o t a l  system f a i l u r e  was computed 
f o r  each conf igura t ion  using t h e  computerized S t a t e  I n t e r p r e t i v e  
Program (SIP).  Two f a i l u r e  r a t e s  w e r e  assigned t o  each d i g i t a l  
channel f a i l u r e s  per  hour and f a i l u r e s  per  hour) .  The 

- 

f a i l u r e  r a t e  assigned t o  an analog backup channel was 4.5 x 
which is judged r e a l i s t i c  f o r  a t y p i c a l  analog channel. For t h i s  
ana lys i s ,  t h e  l o B 3  t o  10-4 f a i l u r e  per  hour f a i l u r e  r a t e  assigned 
t o  t h e  d i g i t a l  channels includes both t h e  sensor and computation 
funct ion  but  does - not  include t h e  ac tua t ion  funct ion.  

The s t a t e  diagrams of t h e  four  conf igura t ions  a r e  shown i n  
Figures E l  through E4. The t r a n s i t i o n  f a i l u r e  r a t e s  on t he se  
s t a t e  diagrams a r e  a s  follows: 

A D  = Tota l  f a i l u r e  r a t e  f o r  a d i g i t a l  channel 

A D l  = Fa i lu r e  r a t e  f o r  t h a t  p a r t  of a d i g i t a l  channel 
t h a t  w i l l  be de tec ted  v i a  s e l f  test.  

AD2 = F a i l u r e  r a t e  f o r  t h a t  p a r t  of a d i g i t a l  channel 
t h a t  w i l l  be de tec ted  v i a  s e l f  test.  

A A  = F a i l u r e  r a t e  f o r  an analog backup channel. 

A desc r ip t ion  of t h e  use of s t a t e  diagrams t o  so lve  complex 
redundancy problems is provided i n  r e f .  20. 
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AD =XDI + X D ~ = I O - ~  TO IO-~(RANGE) 

XA ~ 4 . 5  x 10-4 

XDI=(0.90 TO I.O)XX~=FAILURE RATE OF DIGITAL CHANNEL FAILURE MODES 
DETECTED BY SELF TEST 

b2=(XD-XDI)=FAILURE RATE OF DIGITAL CHANNEL FAILURE MODES NOT 
DETECTED BY SELF TEST 

FS 'FAIL-SAFE 

FC 'FAIL-CRITICAL 

Figure  E l .  Tr ip le-Digi ta l  and Dual-Analog 
Backup S t a t e  Diagram 

XDI=(0.90 TO I.O)XX~=FAILURE RATE OF DIGITAL CHANNEL FAILURE MODES 
DETECTED BY SELF TEST 

~2=(XD-kDl)'FAlLURE RATE OF DIGITAL CHANNEL FAILURE MODES NOT 
DETECTED BY SELF TEST 

X ~ 2  

2 X ~ ~  X~~ 3 X ~  

Fs "FAIL-SAFE 

FC 'FAIL-CRITICAL 

INITIAL 

Figure E2. Dual-Digital  and Triple-Analog 
Backup S t a t e  Diagram 

D2 
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AD =ADI +AD2= IO-~TO 10 '~  (RANGE) 

AA ~ 4 . 5 ~  10-4 

ADI*(O.SO TO I.O)aAD=FAILURE RATE OF DIGITAL CHANNEL FAILURE MODES 
DETECTED BY SELF TEST 

*(AD-ADI)=FAl~u~E RATE OF DIGITAL CHANNEL FAILURE MODES NOT 
DETECTED BY SELF TEST 

Figure E3. Dual-Digital and Dual-Analog 
Backup State Diagram 

XDI=(0.90 TO I.O)xXD=FAILURE RATE OF DIGITAL CHANNEL FAILURE MODES 
DETECTED BY SELF TEST 

AD2=(XD-XDI)=FAILURE RATE OF DIGITAL CHANNEL FAILURE MODES NOT 
DETECTED BY SELF TEST 

FS =FAIL-SAFE 

FC SFAIL-CRITICAL 

Figure E4. Quad System State Diagram 
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For each of t h e  s t a t e  diagrams, t h e r e  a r e  two t o t a l  system 
f a i l  states, Fs and Fc: 

Fs = " F a i l  sa fe"  - t h e  f i n a l  system f a i l u r e  is de tec ted ,  
and t h e  system t u r n s  of f  ( f a i l  obvious).  

Fc = " F a i l - c r i t i c a l "  - t h e  f i n a l  system f a i l u r e  may no t  
be de tec ted  and may n o t  be f a i l  obvious. 

P robab i l i ty  of t o t a l  system f a i l u r e  (Fs + Fc) w a s  computed 
f o r  each conf igura t ion  f o r  t h e  two f a i l u r e  r a t e  ranges assigned 
t o  t h e  d i g i t a l  channel (10-3 and f a i l u r e s  per  hour) using 
t h e  SIP computer program. Sample SIP program p r i n t o u t s  a r e  pro- 
vided i n  Figure E5. 

The Y column i n  t h e  SIP p r i n t o u t  provides t h e  p r o b a b i l i t y  of 
being i n  a given s t a t e  f o r  the  t i m e  l i s t e d .  The ( 1 - Y )  value f o r  
two hours and "Sum 1" provides t h e  p r o b a b i l i t y  of t o t a l  system 
f a i l u r e  f o r  a two-hour mission. Dividing t h i s  value by two 
y i e l d s  p r o b a b i l i t y  of t o t a l  system f a i l u r e  per 'hour  based on a 
two-hour mission. 

The r e s u l t s  of t h i s  ana lys is '  a r e  provided i n  t h e  p l o t s  shown 
i n  Figures  4 8  and 49 i n  Sect ion  7 ,  which show t h e  p r o b a b i l i t y  of 
t o t a l  system f a i l u r e / p e r  hour versus t h e  s e l f - t e s t  c a p a b i l i t y  of 
the  primary d i g i t a l  channel. 

Figure E l  p l o t s  a r e  based on a 10-3 failure-per-hour d i g i t a l  - 

channel and a 4 . 5  x l o m 4  failure-per-hour analog backup channel. 
A s  shown i n  Figure E l ,  both t h e  t r ip le-channel  d i g i t a l  with dual- 
channel analog backup and a quadruple d i g i t a l  channel have prob- 
a b i l i t i e s  of t o t a l  system f a i l u r e  much less than t h e  o t h e r  two 
conf igura t ions .  Both of these  conf igura t ions '  p r o b a b i l i t y  of 
t o t a l  system f a i l u r e s  can be decreased by a f a c t o r  of c l o s e  t o  
100 by varying t h e  s e l f - t e s t  c a p a b i l i t y  from 90 t o  99.9 percent .  
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F8 FCS TRIP-DUHL 
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Figure E5. CIP Compu,ter Printouts 90% Se l f  T e s t  
and h = 
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PIECE PART AND COMPONENT FAILURE RATES 

A l i s t i n g  of s tandard Honeywell p iece  p a r t  f a i l u r e  r a t e s  
app l i cab le  f o r  FCS use is  provided i n  Table F1. 

COMPONENT FAILURE RATES 

The component f a i l u r e  r a t e s  used f o r  c a l c u l a t i n g  t h e  candi- 
d a t e  conf igura t ions  r e l i a b i l i t y  and m a i n t a i n a b i l i t y  r a t i n g s  are 
i d e n t i f i e d  i n  t h i s  subsect ion.  The source of t h e  information 
and p e r t i n e n t  comments a r e  a l s o  included, where poss ib le .  

Sensors 

Rate Gyro. - Rate gyros c o n t r i b u t e  a major por t ion  of t h e  
sensor  f a i l u r e  r a t e s .  A common f i g u r e  r a t e  used over t h e  p a s t  

s e v e r a l  years  i s  1 x lo -*  per hour. Current  Honeywell experience 
is  s u b s t a n t i a l l y  b e t t e r ,  however. 

A f a i l u r e  r a t e  of 5.2%/1000 hours was assigned t o  t h e  rate 
gyro. This is made up of 5.0%/1000 hours (based on Honeywell's 
experience using r a t e  gyros on C-5A a i r c r a f t  during t h e  f i r s t  
3000 t o  4000 hours of gyro l i f e )  f o r  t h e  b a s i c  gyro and 0.2%/1000 
hours f o r  t h a t  p a r t  of t h e  power supply required f o r  r a t e  gyro 
power. This rate is  based upon time-limited opera t ion  of new 
devices  and does n o t  consider  wearout e f f e c t s .  Thus, t h i s  f a i l -  
u r e  r a t e  i s  considered v a l i d  only a s  long as t h e  t o t a l  gyro 
opera t ing  hours a r e  less than  approximately 4000 hours. However, 
even t h i s  r a t e  is  probably p e s s i m i s t i c  f o r  f a i l u r e  p r o b a b i l i t y  
a f t e r  t h e  device has been run-up and been found s a t i s f a c t o r y  by 
p r e f l i g h t  BIT.  

Accelerometer. - A f a i l u r e  r a t e  of 3.2%/1000 hours w a s  
assigned t o  t h e  accelerometer.  This is  made up of 3.0%/1000 
hours for '  t h e  b a s i c  accelerometer and 0.2%/1000 hours f o r  t h a t  
p a r t  of t h e  power supply requi red  f o r  accelerometer power. This  
f a i l u r e  r a t e  is  c o n s i s t e n t  with t h e  f a i l u r e  r a t e  experience on 
Honeywell's accelerometers on a i r c r a f t  such a s  t h e  C-5A. 
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TABLE F1, - PART FAILURE RATES 

F a i l u r e  Ra tes  i n  Percen t /  
1000 h o u r s  (1974) 

PART 

A p p l i c a t i o n  - 

P a r t  Grade - 

Accelerometer  
C a p a c i t o r ,  F ixed ,  Ceramic 
C a p a c i t o r ,  F ixed ,  Aluminum E l e c t r o l y t i c  
C a p a c i t o r ,  F ixed ,  E lec t ro ly t i c -TA,  FOIL 
C a p a c i t o r ,  F ixed ,  E lec t ro ly t i c -TA,  S o l i d  
C a p a c i t o r ,  F ixed ,  E lec t ro ly t i c -TA,  WET SLUG, H e r m .  Sea led  
C a p a c i t o r ,  F ixed ,  G l a s s  Dielectric 
C a p a c i t o r ,  F ixed ,  M e t a l l i z e d  Paper  D i e l e c t r i c  
C a p a c i t o r ,  F ixed ,  Mica Dielectric 
C a p a c i t o r ,  F ixed ,  Paper  D i e l e c t r i c  
C a p a c i t o r ,  F ixed ,  P l a s t i c  Dielectric, Herm. S e a l e d  
Connector  Ha l f ,  Plug o r  Recep tac le ,  E l e c t r i c a l  
P l u s ,  P e r  A c t i v e  P i n  o r  Socke t  
Gear T r a i n ,  I n s t r u m e n t  Manually Opera ted ,  Pe r  Mesh 
Gear T r a i n ,  Ins t rument ,  Motor Driven,  P e r  Mesh 
Gyroscope 
I n t e g r a t e d  C i r c u i t ,  Analog, Small  S c a l e ,  B i p o l a r ,  H e r  
I n t e g r a t e d  C i r c u i t ,  D i g i t a l ,  Smal l  S c a l e ,  B i p o l a r ,  H e r  
I n t e g r a t e d  C i r c u i t ,  MOS (SSI,  MSI, LSI) and B i p o l a r  (MSI/LSI) 
I n t e g r a t e d  C i r c u i t ,  (Analog, d i g i t a l ) ,  a l l  scales, p l a s t i c  

Lamp, Incandescen t  
Meter Movement 
Meter, Time T o t a l i z i n g  
Motor 
P r i n t e d  C i r c u i t  Board 
Reac to r  
Relay Armature-General Purpose,  P e r  C o i l  
P l u s ,  P e r  C o n t a c t  P a i r ,  8 p e r  1000 on/off  Cyc les  
R e s i s t o r ,  Fixed,  Composition 
R e s i s t o r ,  F ixed ,  F i l m  
R e s i s t o r ,  F ixed ,  Wirewound 
R e s i s t o r ,  Thermal 
R e s i s t o r ,  V a r i a b l e  W . W . ,  Trimmer Type 
Diode, S i l i c o n  C o n t r o l l e d  R e c t i f i e r  
Diode, S i l i c o n ,  GP, Swi tch ing  
Diode, Vol tage  Refe rence ,  Vol tage  R e g u l a t o r ,  Zener* 
Diode, R e c t i f i e r ,  Power, r a t e d  > 1 w a t t  
Diode, Quad 
Diode, Photo 
Diode, P l a s t i c  Encapsu la ted  

Switch,  Rotary (%/ lo00  Cycles /Contact  P a i r )  
Switch,  S e n s i t i v e  (%/lo00 Cyc les /Contac t  P a i r )  
Switch,  T h e r m o s t a t i c  (%/ lo00  Cycles /Contact  P a i r )  
Switch,  Toggle (%/lo00 Cycles /Contact  P a i r )  
Synchro, C o n t r o l  Transformer  
Transformer ,  One Watt o r  more 
Transformer ,  Less  Than One W a t t  
T r a n s i s t o r ,  F i e l d  E f f e c t  
T r a n s i s t o r ,  S i l i c o n ,  Dual 
T r a n s i s t o r ,  S i l i c o n ,  Genera l  Purpose 
T r a n s i s t o r ,  S i l i c o n ,  Power, r a t e d  > 1 w a t t  

Commercial M i l i t a r y  
A i r c r a f t  A i r c r a f t  

Commercial MIL-STD 
( o r  Equiv. ) 

(See pa ragraph  3 .3)  
0.005 0.003 
0.045 0.03 
0.008 0.005 
0.014 0.009 
0.065 0.043 
0.003 0.002 
0.021 0.014 
0.005 0.003 
0.015 0.01 
0.03 0.02 
0.015 0 .01 
0.003 0.002 
0.033 0.033 
0 .1  0 .1  
(See Paragraph 3.3) 
0.15 0 . 1  
0.015 0 .01 
(See Paragraph 3.6) 

S p e c i a l  Case - 
C o n s u l t  C e n t r a l  Re l .  
0.16 0.16 
0.48 0.32 
0.288 0.192 
1 .5  1.0 
(See Paragraph 3.4) 
0.02 0.013 
0 . I74 0.116 
0.039 0.026 
0.002 0.001 
0.008 0.005 
0.015 0.10 
0.009 0.006 
0.15 0 . 1  
0.23 0.154 
0.014 0.009 
0.024 0.016 
0.074 0.049 
0.033 0.022 
0.27 0.18 

S p e c i a l  Case - 
C o n s u l t  C e n t r a l  R e l .  
0 -175 0.117 
0.149 0.099 
0.327 0.218 
0.28 0.187 
0.38 0.25 
0.218 0.145 
0.126 0.084 
0 -022 0.015 
0.11 0.078 
0.02 0 -013 
0 . lo6  0.071 

* I f  r a t e d  > 1 w a t t ,  u s e  power d i o d e  f a i l u r e  rate. 
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S t i c k  and rudde r  peda l s .  - The s t i c k  and rudder  p e d a l s  con- 
t a i n  t h r e e  t r a n s d u c e r s  ( t h r e e - a x i s )  w i t h  a f a i l u r e  rate o f  0.263%/ 
1000 hour  each,  o r  a t o t a l  o f  approximate ly  0.8%/1000 hours ,  f o r  
each channe l .  A f a i l u r e  rate o f  1.0%/1000 hours  w a s  a s s igned  t o  
t h e  s ing le -channe l ,  t h r e e - a x i s  s t i c k  and rudde r  p e d a l  f u n c t i o n .  
This  i n c l u d e s  0.2%/1000 hours  f o r  t h a t  p a r t  o f  t h e  power supp ly  
r e q u i r e d  f o r  t h e  t r a n s d u c e r s .  

D i g i t a l  S i g n a l  Transmiss ion and P roces s ing  Components 

I n t e r f a c e  Un i t  ( I . U . ) .  - A f a i l u r e  rate of 15.86%/1000 hou r s  
w a s  a s s igned  t o  t h e  I . U .  The I . U .  c o n t a i n s  a l l  of  t h e  Input/Out- 
p u t  p roces s ing  and 1/0 c o n t r o l  c i r c u i t r y  f o r  CPU o p e r a t i o n  w i t h o u t  
d a t a  bus .  A breakdown o f  t h e  I .U. f a i l u r e  rate by sub func t i on  is  
a s  fo l lows:  

o M u l t i p l e x e r  - 0.83%/1000 hours  

o D-C m u l t i p l e x e r  - 0.83%/1000 hours  

o 1/0 c o n t r o l  - 0.65%/1000 hou r s  

o A/D c o n v e r t e r  - 1.50%/1000 hours  

o Analog o u t p u t  - 2.90%/1000 hou r s  

o Discrete o u t p u t  - 0.85%/1000 hou r s  

o Discrete i n p u t  - 1.00%/1000 hou r s  

o Power supp ly  - 3.60%/1000 hou r s  

o Demodulator - 3.60%/1000 hou r s  

TOTAL - 15.86%/1000 hou r s  

These f u n c t i o n  f a i l u r e  rates a r e  based on s t a n d a r d  Honeywell 
c i r c u i t s  and f a i l u r e  rates. 

AP-101 Computer and Memory. - Based on i n p u t s  f r o m  IBM t h e  
p r e d i c t e d  f a i l u r e  r a t e s  f o r  t h e  AP-101 as a f u n c t i o n  o f  memory 
s i z e  are as fo l lows :  

16K Memory - 18.2%/1000 hou r s  

24K Memory - 23.5%/1000 hours  

32K Memory - 29 %/I000 hours  
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Data b u s ,  - A f a i l u r e  rate of 0.05%/1000 hours was  assigned 
the data bus wh ich  i s  j u d g e d  c o n s e r v a t i v e  b a s e d  on standard 
Honeywel l  f a i l u r e  rates. 

Bus C o n t r o l  U n i t  (BCU). - The BUC i s  made of about 200 DIPS 
w i t h  t h e  f o l l o w i n g  a p p r o x i m a t e  b reakdown w i t h  complexity: 

0 20% S S I  

o 50% MSI 

o 30% L S I  

A f a i l u r e  rate p r e d i c t i o n  w a s  made as follows: 

o 40 x 0.010%/1000 h o u r s  = 0.40%/1000 h o u r s  

o MSI - 100  x 0.025%/1000 h o u r s  = 2.40%/1000 hours 

o LSI  - 60 x 0.060%/1000 h o u r s  = 3.60%/1000 h o u r s  

o C o n n e c t o r s  a n d  solder j o in t s  = 1.35%/1000 hours 

o R e s i s t o r s  and C a p a c i t o r s  = 0.25%/1000 hours 

T o t a l  = 8.00%/1000 hours 

MTBF =12 500 h o u r s  

Multiplexer D e m u l t i p l e x e r  (MDM) . - The MDM is made up of 
about e i g h t  PC b o a r d s  ( s i x  logic a n d  t w o  power  s u p p l y )  w i t h  1 8 0  - -  - 
DIPS h a v i n g  t h e  f o l l o w i n g  c o m p l e x i t y  breakdown: 

o 60% MSI 

o 30% S S I  

o 1 0 %  l i n e a r  

A f a i l u r e  rate p r e d i c t i o n  was  made as follows: 

o MSI - 1 0 8  x 0.024%/1000 hours = 2.592%/1000 h o u r s  

o S S I  - 5 4  x 0.010%/1000 hours = 0.540%/1000 h o u r s  

o L i n e a r  - 1 8  x 0.05%/1000 h o u r s  = 0.900%/1000 h o u r s  
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o Connectors and so lde r  j o i n t s  = 1.968%/1000 hours 

o Power supp l i e s  ( 2 )  = 4.000%/1000 hours 

To ta l  X = 10.000%/1000 hours 

MTBF = 10 000 hours 

Each MDM is  made up of two i d e n t i c a l  redundant channels 
which both i n t e r f a c e  with t h r e e  plug-in card  sub-system i n t e r f a c e  
boards (SSIBs). A f a i l u r e  r a t e  of  5.0%/1000 hours w a s  assigned 
t o  each channel of t h e  MDM which does no t  inc lude  t h e  t h r e e  SSIBs. 

Sub-system I n t e r f a c e  Board (SSIB). - Three s tandard  SSIBs 
w e r e  considered. The f i r s t  type SSIB w i l l  accept  a-c- inpu t s  
from sensors  and w i l l  demodulate and mul t ip lex  f o r  t h e  two MDM 
channels. A f a i l u r e  r a t e  of  0.5%/1000 hours was assigned t o  
these  cards  based on t y p i c a l  demod/multiplex c i r c u i t r y  and 
Honeywell s tandard f a i l u r e  r a t e s .  

The second type  SSIB w i l l  accept  and t r ansmi t  d i s c r e t e  s ig -  
n a l s  and sensor  power s i g n a l s  t o  and from t h e  two MDM channels.  
A f a i l u r e  r a t e  of 0.3%/1000 hours was assigned t o  t h e s e  cards 
based on t y p i c a l  d i s c r e t e  input /output  mul t ip lex  c i r c u i t r y  and 
s tandard Honeywell p iecepar t  f a i l u r e  r a t e s .  

The t h i r d  type  SSIB w i l l  conta in  t h e  necessary i n t e r f a c e  
c i r c u i t r y  f o r  t h e  ac tua to r s .  This  w i l l  inc lude  power inpu t s  f o r  
servo ampl i f i e r s ,  sample hold s i g n a l  inpu t s  f o r  servo ampl i f i e r s ,  
and AP feedback s i g n a l  processing c i r c u i t r y .  A f a i l u r e  r a t e  of 
0.5%/1000 hours was assigned t o  t h e s e  cards based on t h e  expected 
c i r c u i t r y  requi red  and s tandard Honeywell f a i l u r e  r a t e s ,  

Actuators  and Servo Loop Components 

Servo ampl i f i e r .  - A f a i l u r e  r a t e  of 0.38%/1000 hours was 
assigned t o  each servo  ampl i f i e r .  This w a s  e s t ab l i shed  using a 
t y p i c a l  servo ampl i f i e r  design and s tandard  Honeywell f a i l u r e  
r a t e s .  

Secondary ac tua to r .  - A f a i l u r e  r a t e  of 2.08%/1000 hours was 
used f o r  each channel of t h e  secondary ac tua to r ,  inc luding  
e lec t rohydrau l i c  servo  valves.  



Appendix F 

Primary o r  power ac tuator .  - A f a i l u r e  r a t e  of 1.54%/1000 
hours was used f o r  each primary ac tua to r  cyl inder .  A t  l e a s t  one 
of t h e  two power ac tuator  cyl inders  a r e  required f o r  successful  
operation. On t h e  bas i s  of a 2-hour mission, t h e  equivalent  
f a i l u r e  r a t e  f o r  a 1 of 2 scheme is  approximately 0.047 x l o m 8 .  

Servo pos i t ion , feedback c i r c u i t r y .  - A f a i l u r e  r a t e  of 0.5%/ 
1000 hours was assigned based on Honeywell's f a i l u r e  r a t e s  and 
expected p a r t s  count. 

Power supply requirements. - A f a i l u r e  r a t e  of 1.5%/1000 
hours was assigned t o  t h a t  p a r t  of t h e  power supply required f o r  
the  servo ampl i f ier  and servo pos i t ion  feedback c i r c u i t r y .  

Control Panel 

A f a i l u r e  r a t e  of 1.76%/1000 hours was assigned t o  t h e  t o t a l  
con t ro l  panel. This f a i l u r e  r a t e  is based on C-5A experience. 
A f a i l u r e  r a t e  of 0.8%/1000 hours was assigned t o  each of t h e  
t h r ee  channels which inc ludes  0.2%/1000 hours f o r  t h a t  p a r t  of 
the power supply required f o r  con t ro l  panel power. 
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